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1 Background

The San Lorenzo River Estuary and the San Lorenzo River have been listed for non-attainment of
established water quality standards pertaining to sediment under Section 303(d) of the Clean
Water Act. Three creeks within the San Lorenzo River Watershed have also been listed. These
are Shingle Mill Creek, Lompico Creek and Carbonera Creek. Section 303(d) requires the State to
establish the Total Maximum Daily Load (TMDL) for sediment at a level necessary to
achieve/attain the water quality standard for sediment. Seasonal variations and a margin of safety
that takes into account any lack of knowledge concerning the relationship between effluent
limitations and water quality must be incorporated into the TMDL.,

The following watershed characterization is from a State Water Resources Control Board draft staff
report (SWRCB, 1982, pgs. 12-13):

“The San Lorenzo River drains an area of 138 square miles in northern Santa Cruz County.
The river flows southward to empty into Monterey Bay at the City of Santa Cruz (Figure 1). Much of
the watershed is rugged and forested as is typical of the Coast Range south of San Francisco.

“Elevations range from sea level to above 3,000 feet within the San Lorenzo River Watershed. The
river drops from an elevation 2,900 feet to sea level in 22 miles, dropping the first 2,000 feet in only 3
miles. Most of the tributaries enter the river from the east where the drainage area is underlain with
sedimentary rocks. Major tributaries from the east include Branciforte, Carbonera, Zayante, Newell
and Bear Creeks. Boulder and Fall Creeks are the two major streams that drain the western portion of
the watershed that is underlain by granitic rock.

“The climate of the watershed is affected by its proximity to the Pacific Ocean. Winters are cool and
wet with an average annual rainfall of about 47 inches, ranging from about 30 inches in the City of
Santa Cruz to 60 inches at the community of Boulder Creek. Summers are warm and dry although
cooled at times by morning fog at the lower elevations. Eighty-two percent of the rainfall occurs in
the period December through April.

“Highway 17 from Santa Cruz to San Jose follows the western border of the watershed. Highway 9
from Santa Cruz to Santa Clara generally follows the San Lorenzo River northward, Communities
important to the watershed include Scotts Valley, Felton and Boulder Creek.

“Human use of the watershed followed a pattern similar to other areas of the Coast Range within 100
miles of San Francisco Bay. In the early 1800’s, the coastal grasslands supported cattle that were a
source of hides and tallow. During the 1860 to 1900 period, logging was a major activity. In 1864,
28 sawmills were operating in the Big Basin- San Lorenzo Valley (SCCPD, 1979, secondary
reference). Although redwood and fir were the principal species sought as lumber, many areas were
clear-cut so that other specics of trees were cut and later bumed in the process.

“Although some forest and brush areas were converted to agricultural land in the late 1800’s and

early 1900’s, agriculture has not remained an important use in the watershed. Limestone supported
an important industry for a time and there were a number of sand and gravel quarries.

Background Page 1-]
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“In the mid-1800’s, the beach at Santa Cruz and the redwood forests became an important attraction
for people from the San Francisco Bay area. Many second-home developments began in the period
between 1900 and 1925. This use increased and many of the small communities were well
established prior to 1940. In the 1950's the San Lorenzo River was considered a "well-developed
resort and recreational area (Smith, 1958, secondary reference).” Much of the watershed, though,
consisted of summer homes. In 1960, the vacancy rate for the watershed was 56 percent, while the
population at the time was 10,946 (Ricker, 1976, secondary reference). In the 1960°s many of the
summer homes were converted to year- round residences. A number of major subdivisions were
authorized and many residences were built for year-round occupancy. By 1976, many summer homes
were converted to permanent residences, and the vacancy rate decreased to 21 percent, while the
population rose to 30,538 (Ricker, 1976, secondary reference). Between 1960 and 1976, the number
of housing units in the watershed increased from 8,982 to 14,131, a 57.3 percent increase (SCCPD,
1979, secondary reference). Most of the new development during this period was along the flat valley
bottom along the streams and it was estimated that 14 percent of the homes in the watershed were
within 100 feet of the San Lorenzo River or one of its tributaries (SCCPD, 1979, secondary
reference).”

The following is from a Central Coast Regional Board Report (Jagger, 1993, pp.12-13):

“Coats (1982, secondary reference) asserted that land-use activities, including road and homesite
construction, significantly increased the sediment yields in Zayante Creek and San Lorenzo River.
Observations of Zayante and Lockhart Creeks by Coats (1982, secondary reference) showed that
although the head and middle waters of these creeks had the same steep slopes and bedrock
composition, the sediment yield was higher in the mid-basin regions, possibly because "land use has
been more intense in mid-basin areas (Coats, 1982, secondary reference). Estimates on the extent of
induced erosion ranged from two to four times the amount of natural erosion (SCCPD, 1979,
secondary reference). The same source noted that 90 percent of landslides observed in the winter of
1978 were triggered by human disturbances. SWRCB (1982, secondary reference) stated that over
25 percent of the induced sedimentation of the San Lorenzo River was attributed to recent
construction, with another 35 percent of the sedimentation blamed on erosion from unimproved
paved roads. Coats (1982, secondary reference) stated that 80 percent of the induced erosion was
from road construction. The County Resources Inventory Map (SCS, 1990, secondary reference)
stated that impairment of Bean, Bear, Boulder, Kings, Lompico, Newell, and Zayante Creeks resulted
directly from construction or development.”

Background Page 1-2
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Figure 1 San Lorenzo River Watershed
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Construction activity is not as prevalent today, in 2001, as it was in the 1970’s and 1980"s.
County data indicates that construction activity peaked in the watershed in the 1970’s and 1980’s
and has since decreased (Figure 2). Therefore, construction has not been identified as a separate
sediment source category. It is included in the Other Urban and Rural Lands sediment source
category. Current construction trends are towards single home development on large parcels. The
access roads associated with this type of development are proving to be problematic and are
addressed within the appropriate Roads Sediment Category.
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Figure 2 Construction Activities in San Lorenzo River Watershed

The dominant cause of disturbance remains the extensive road network (Hecht, 1998, pp. 37-38).
Unpaved and poorly maintained roads that are used for year-round access continue to be the most
persistent sources of bed sedimentation. Increasing use and disturbance of the roadway surfaces as
well as inadequate roadway drainage appear to be the primary immediate sources. Numerous small-
scale failures of cut and fill slopes and culvert blowouts also introduce much debris along roads.
Sidecasting of storm debris during road maintenance contributes to stream sedimentation. Road
drainage practices accelerate flow to and within headwater creeks induce considerable road-related
erosion downstream from the right-of-way. The connection between road construction/maintenance
and culvert blowouts and eroding banks downstream is often not perceived or appreciated.

Improved maintenance of existing roads is likely to prove one of the most effective means of
reducing sedimentation and persistent turbidity in the San Lorenzo River Watershed. In this context,
roads include those maintained by the County, State, road associations, and private owners (including
those used for timber harvest and fire control},

Background Page i-4
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2 Problem Statement

The waterbodies that have been listed for sediment in the San Lorenzo River Watershed are: the Main
Stem of the San Lorenzo River, Carbonera Creek, Lompico Creek, and Shingle Mill Creek (see
Figure 3). The specific water quality objectives that apply wholly, or in part, to sediment are
contained within the Central Coast Region’s Water Quality Control Plan (Basin Plan) (Carpenter,
1994, p. TI-3) and are listed below:

Settleable solids: Waters shall not contain settleable material in concentrations that result in
deposition of material that causes nuisance or adversely affects beneficial uses.

Sediment: The suspended sediment load and suspended sediment discharge rate of surface waters
shall not be altered in such a manner as to cause nuisance or adversely affect beneficial
uses.

Turbidity: Waters shall be free of changes in turbidity that cause nuisance or adversely affect
beneficial uses.

Increase in turbidity attributable to controllable water quality factors shall not exceed the
following limits:

1. Where natural turbidity is between 0 and 50 Jackson Turbidity Units (JTU), increases
shall not exceed 20 percent.

2. Where natural turbidity is between 50 and 100 JTU, increases shall not exceed 10 JTU.
3. Where natural turbidity is greater than 100 JTU, increases shall not exceed 10 percent.
Allowable zones of dilution within which higher concentrations will be tolerated will be

defined for each discharge in discharge permits.

2.1 Beneficial Uses

Designated beneficial uses for the San Lorenzo Watershed are listed in Table 2-1. Those beneficial
uses that may be impacted by excessive sediment and/or turbidity include:

1. Cold Fresh Water Habitat (COLD) - Uses of water that support cold water ecosystems
including, but not limited to, preservation or enhancement of aquatic habitats, vegetation, fish
or wildlife, including invertebrates.

2. Migration of Aquatic Organisms (MIGR) - Uses of water that support habitats necessary for
migration or other temporary activities by aquatic organisms, such as anadromous fish.

3. Spawning, Reproduction, and/or Early Development (SPWN) - Uses of water that support

high quality aquatic habitats suitable for reproduction and early development of fish.
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4. Rare, Threatened, or Endangered Species (RARE) - Uses of water that support habitats
necessary, at least in part, for the survival and successful maintenance of plant or animal

species established under state or federal law as rare, threatened, or endangered.

5. Municipal and Domestic Supply (MUN) - Uses of water for community, military, or individual
water supply systems including, but not limited to, drinking water supply. According to State
Board Resolution No. 88-63, "Sources of Drinking Water Policy" all surface waters are
considered suitable, or potentially suitable, for municipal or domestic water supply except
where:

a. TDS exceeds 3000 mg/1 (5000 uS/cm electrical conductivity);

b. Contamination exists, that cannot reasonably be treated for domestic use;

c. The source is not sufficient to supply an average sustained yield of 200 gallons per day;
d. The water is in collection or treatment systems of municipal or industrial wastewaters,
process waters, mining wastewaters, or storm water runoff; and

e. The water is in systems for conveying or holding agricultural drainage waters.

Table 2-1 Des1gnated Beneﬁc1al Uses for Listed Waterbodies within the San Lorenzo Watershed

oy Names, - [HUN |AGRIND.foWR |Rect fpeca [wio |cot wios fsev oL e [ )

San Lorenzo River X X X X X X X X X X X
Carbonera Creek X X X X X X X X X
Lompico Craek X X X X X X X X
Shingle Mill Cresk X X X X X X X

2.2 Impacts to Beneficial Uses

2.2.1 Fisheries (COLD, MIGR, SPWN, RARE)

Anadromous fisheries are impacted by sediment within the San Lorenzo River Watershed. The San
Lorenzo River and its three listed waterbodies, Carbonera Creek, Lompico Creek and Shingle Mill
Creek have been identified as impaired by sediment due to impacts to beneficial uses associated with
anadromous fisheries.

Dramatic decreases in Coho salmon (from 5,000 in 1960 to <100 in 1980) and steelhead (from

20,000 in 1964 to 750 in 1980) populations within the San Lorenzo River and its tributaries have

been attributed to the loss of suitable habitat for spawning, rearing and oversummering due to |
excessive sedimentation from the extensive road system, urban and suburban development and
natural and man-induced landslides within the watershed. Current populations of steelhead remain at
early 1980 levels, while no Coho salmon were found during 1994-1997 monitoring efforts (Alley,
1998, pp. 10-11),

Decreases in fish populations have often been attributed to the loss of stream habitat resulting from
excessive sedimentation (SCCPD, 1979, p. 71). “The San Lorenzo River once held the distinction of
having the largest steelhead fishery south of San Francisco (SCCPD, 1979, secondary reference).
The Department of Public Health (1950-1951, secondary reference) said ‘The San Lorenzo River
System is vitally important to the fisheries of the State of California,” with 100 miles of streams
supporting fishery habitats. However, the watershed has experienced severe drops in both silver
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(Coho) salmon and steelhead trout counts. In 1964, the number of steelhead in the San Lorenzo
River was estimated at 20,000 (SCCPD, 1979, secondary reference). In 1980, that figure dropped to
750 (SWRCB, 1982, secondary reference). The salmon counts are equally discouraging. In 1960,
the total salmon run was 5,000, but dropped to less than 100 by 1980 (SWRCB, 1982, secondary
reference). Local groups have been stocking the river since the 1950's with 10,000 to 50,000 juvenile
steelhead and silver salmon. Silver salmon stocking was discontinued in 1983 (U.S. Army Corps of
Engineers, 1989, secondary reference)” (Jagger, 1993, pg 1-2).

On August 18, 1997, the National Marine Fisheries Service published a final rule listing the Central
California Coast and South/Central California Coast steelhead Evolutionary Significant Units (ESUs)
as threatened species under the Endangered Species Act. Numeric targets have been selected that are
protective of steclhead and Coho salmon habitat that are critical for spawning, rearing and
overwintering.

“In 1962, Hee described all of the tributaries in the watershed as having either rocky or gravelly
bottoms, which are ideal for the spawning of steelhead and salmon, with only the San Lorenzo River
itself having sandy conditions (Hee, 1962, secondary reference). Sedimentation has destroyed more
than 50 percent of ideal streambed habitat for steelhead and salmon in the years up to 1979 (SCCPD,
1979, secondary reference)” (Jagger, 1993, p. 14).

“The severe drop in fish counts indicates that the habitat in the San Lorenzo Watershed is no longer
compatible with the needs of the native fish species. While other factors may also contribute to the
drop in steclhead trout and silver salmon, several sources have discovered a direct correlation
between siltation and survival rates of steelhead and Coho salmon fry (Shapovalov and Taft, 1954,
secondary reference; SCCPD, 1979, secondary reference). Hee (1962, secondary reference) and the
Santa Cruz County Planning Department (1979, secondary reference) have produced adequate
descriptions of the watershed over the last thirty years to verify the fact that siltation is occurring”
{Jagger, 1993, p. 16).

Sedimentation problems have been associated with increased human activities in the watershed.
“Prior to 1968, available literature refers to the pristine quality of the river and its attractiveness to
tourists. Since 1968, various reports have documented the general decline in the quality of the
water within the San Lorenzo River and a concurrent decline in salmon and steelhead populations.
Early studies indicate that the amount of sedimentation was a concern only in terms of quarry sluicing
(Smith, 1958, secondary reference), and the turbidity of the water was measured only as it related to
sewage outfall (Hee, 1962, secondary reference). Smith (1958, secondary reference) reported that
sufficient scouring of streams in the watershed occurred during winter storms to offset the inflow of
sediment from storm runoff. Leonard (1968, secondary reference) was the first to document a
concern for the increased erosion caused by man's activities in the watershed. Sediment deposition
has caused an increase in the amount of silt-covered bottom in the San Lorenzo River from § percent
in 1966 to 65 percent in 1972 (SCCPD, 1979 analysis of Department of Fish and Game data,
secondary reference). SCCPD (1979, secondary reference) analysis of USGS and county data
revealed that, compared to expected natural rates, watershed streams have had very high rates of
sediment transport. A 1990 study found that most tributaries of the watershed have been impacted by
sediment from either development or unknown sources (SCS, 1990, secondary reference) (Jagger,
1993, p. 10). |
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The most recent study concerning sediment conditions in the San Lorenzo River was completed in
July 1998 in support of the update of the 1979 San Lorenzo River Watershed Plan. The study
findings are summarized below (Hecht, 1998, p. 2):

“Stream conditions have not substantially improved since the 1979 Watershed Plan, despite the
original plan’s generally well-founded recommendations. The strongest comparative data are
available for the Zayante and Bean Creck subwatersheds. In this portion of the watershed, the bed
material is now composed of slightly finer bed material, with fewer clean spawning gravels or
cobbles and boulders for summer rearing of young fish. The mineralogic composition of the bed
sediment indicates that proportionately less bed sediment is originating from the upper portions of
these watersheds, and more form the lower sandy portions. The upper areas are more typical of most
areas of the watershed; this pattern suggests that existing measures may be helping slightly or at least
inhibiting further sedimentation, although this should be regarded as an inference rather than a
finding due to complicating factors. The lower portions of the two watersheds include large areas of
urbanizing and eroding sandy soils, pointing to the need to address the unique challenges posed by
these soils.”

2.2,2 Municipal Water Supply (MUN)

The municipal water supply of the San Lorenzo Valley is dependent on the water quality of the San
Lorenzo River and has been adversely affected by sediment. County residents rely on either the
surface or ground waters of the San Lorenzo Watershed for their water needs. There are numerous
surface water diversions within the San Lorenzo River Watershed that are used as municipal water
supply. Please refer to Figure 5, in Appendix E: Color Figures, for a map display of the Municipal
Water Supplies within the watershed.

During high flows, surface water diversions for municipal! water supplies within the San Lorenzo
River and its tributaries have experienced periods where they must be shut down due to excessive
turbidity and sedimentation that overwhelm the filtering capacity of the intake facilities. This
causes suppliers to rely on other sources at a time when available surface water is at its greatest
quantity.

Currently, the impacts to municipal water supply are not clearly defined in terms of frequency and
duration. There are no comprehensive records relating water supply operations to turbidity levels in
the river and its tributaries. City of Santa Cruz personnel indicate that there may be a sliding scale on
when intakes have be closed and can be opened depending on river and meteorological conditions.
For example, if turbidity is at 10 NTUs and there is a threat of rain the City may decide to shut down
the intake in anticipation of increasing turbidity in the river if it does rain. If a storm has passed, the
City may elect to open the intake when turbidity is at 25 NTUs in anticipation of decreasing turbidity
as flow decreases after the storm.

There is an impression that turbidity impacts are getting “worse”. A complete review of the City’s
operations log for the water intake may shed some light on the trends in turbidity levels and how they
affect the City’s operations. Other issues that may affect the operations of the water supply system
for the City is an aging plant with increasing demands for water and stiffer requirements for turbidity
on the delivery side of the system. The stiffer turbidity requirements on the delivery side are
associated with pathogens and disinfection requirements for drinking water.
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Also, turbidity is not strictly a sediment problem, especially in a watershed that has logging activities
init. Organic matter may be a significant component in turbidity levels.

The implementation of the recommendations of this TMDL for sediment reduction will aiso improve
turbidity, in the long run. There are no quick fixes and it is felt that decreases in sediment delivery to
streams will occur over many years, so operational considerations will have to assume that turbidity
will not be improved in the short-term.

It is recommended that turbidity be monitored and its sources be identified as part of the
Implementation and Monitoring Plan. As the issue comes into focus, numeric targets and allocations
will be put in place, if warranted.

2.3 Conclusions

The San Lorenzo River and its tributaries, Carbonera Creek, Lompico Creek and Shingle Mill Creek
exceed narrative water quality objectives for settleable materials because beneficial uses associated
with anadromous fisheries have been adversely impacted by sediment.

The main impacts from sediment are to anadromous fish habitat: spawning gravels, pools and riffles.
Fine sediments in spawning gravels can affect the survival of eggs by limiting flow through the
gravels, thereby reducing oxygen supply to the eggs and interfering with the removal of metabolic
wastes. Fine sediment in spawning gravels can also affect survival of fry by inhibiting their
emergence from the redd. Pools that are used for oversummering habitat may become filled with fine
sediment, reducing their volume, which in turn affects their overall usefulness. Riffles act as a source
of food for fish by providing habitat for benthic invertebrates (water insects that live on the
rtver/stream bottom) on which the fish feed. Sediment can reduce or eliminate habitat for benthic
invertebrates by partially or completely covering riffles.

Turbidity has been identified as a potential problem within the watershed. Specifically, municipal
water supplies have had to temporarily close certain intakes due to periodic high turbidities. Most of
the information surrounding the turbidity problems is anecdotal, with little specific data to establish
the extent and magnitude of the impacts. Although it is recognized that turbidity does have an impact
on the operation of some municipal water supplies, it is unclear what the operational parameters are
that cause the closure of the intakes and the source of the turbidity has not been established. The City
of Santa Cruz Public Works Department has installed a turbidimeter at the Tait Street intake in order
to better define the turbidity problem. Turbidity monitoring throughout the watershed will be part of
the implementation and monitoring phase of the TMDL in order to better define the impacts as well
as the sources of the turbidity.
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3 Numeric Targets

3.1 General Discussion of Numeric Targets

The following discussion on choosing numeric targets and the difficulty of relating these targets to
sediment yield is taken from the “Protocol for Developing Sediment TMDLs” (EPA, 1999, p. 4-
3).

“The watershed processes that cause adverse sediment impacts are rarely simple. These processes
often vary substantially over time and space, affect designated uses in more than one way (e.g.,
fish spawning and rearing life stages), and are frequently difficult to relate to specific sediment
sources. 1t is often appropriate to view sediment TMDLs as an iterative approach in which
assessment tools, planning decisions, and sediment management actions are each evaluated over
time to ensure that they are reasonably accurate and successfil in addressing sediment concerns
{emphasis added). *

In light of the foregoing discussion, these numeric targets will be further evaluated through
Implementation and Monitoring and be revised as necessary, The monitoring program will include
sampling and assessment that looks at refining the targets along with general TMDL target attainment
menitoring. Other parameters {(e.g. temperature, canopy cover) will also be monitored in order to
gain a better understanding of factors affecting the instream habitat. These parameters may be used
as targets m the future targets if it is determined that they are relevant measures of water quality
improvement as it relates to sediment,

3.2 Description of Numeric Targets

Representative stream reaches that will be used as points of attainment have been selected as part of
the monitoring strategy (see Figure 6). Monitoring will be performed, at most, once a year during
low flow conditions (after spring rains have ceased and prior to the start of fall/winter rains). The
following parameters will be monitored within each reach, as appropriate.

_Table 3-1 Numeric Targets

Percent fines < 0.85 mm in spawning gravels < 21% using a McNeil Sampler
Percent fines < 6 mm in spawning gravels < 30% using a McNeil Sampler
Residual Pool Volume (V*) <0.21 (mean) and < 0.45 (max)
Median particle size diameter (d50) from riffle >37 mm (minimum for a reach)
crest surfaces > 69 mm (mean for a reach)

The parameters and their associated numeric targets provide adequate protection to the impacted
beneficial uses.

1. Percent Fine Fines in Spawning Gravels

Parameter: Percent fines < 0.85 mm in spawning gravels
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Numeric Target: < 21% using McNeil Sampler.

This value is derived from published, peer-reviewed literature (Kondolf, 2000) since no
data currently exists for this parameter within the San Lorenzo River Watershed. Regional
Board Staff determined this to be a legitimate numeric target for spawning areas in San
Lorenzo River Watershed, since the impact to developing steelhead and salmon should be
similar regardless of geographic location. The value of 21 percent was derived using
research values for the base percentage of fines (14 percent) and multiplying it by a factor
(1/0.67) to account for fine sediment removal that occurs when the redd (nesting gravels) is
constructed. The value of 14 percent was used in the Garcia River Sediment TMDL
(USEPA, 1998, p. 16) and is also referenced by Kondolf (2000, p. 271). Kondolf suggests
that survival rates would be around 50 percent where fines less than approximately 1 mm
make up 14 percent of the total redd gravel,

The factor used to account for the fines removal during redd construction was taken from
Kondolf (2000, p. 268). It was derived using linear regression for data collected from eleven
sites. Kondolf found that there was a linear relationship between the percent < 1 mm in the
undisturbed gravel, and the percent < 1 mm (represented by “y”) in the redd gravel. The
following equation represents this relationship:

Equation 1:

y=0.67x

Where:

X = percent < 1 mm in the undisturbed gravel

Y = percent < | mm in the redd gravel

In order go from a desired gravel condition to an initial gravel condition Equation 1 must be
rearranged to:

Equation 2:

X = y/0.67

The Numeric Target in potential spawning gravels then, is:
21%=14/0.67

Discussion: “Once the eggs are laid and fertilized, the spawners cover the redds with
material from upstream, including clean gravels and cobbles. The interstitial spaces
between the particles allow for water to flow into the interior cavity where dissolved
oxygen, needed by the growing embryos, is replenished. Similarly, the interstitial spaces
allow water to flow out of the interior cavity carrying away metabolic wastes. However,
fine particles either delivered to the stream or mobilized by storm flow can intrude into
those interstitial spaces, blocking the flow of oxygen into the redd and the metabolic
wastes out of it. The reduced permeability into and out of the redd results in a reduction in
the rate of embryo survival.

“Research on this subject has concluded that as the percentage of fines increases as a
proportion of the total bulk core sample, the survival to emergence (i.c., out of the gravel)
decreases. Fines that impact embryo development are generally defined as particles that
pass through a 0.85 mm sieve” (Garcia River Sediment TMDL, USEPA, 1998, p. 16).
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Monitoring of fine sediment for compliance with this target will be conducted using a
McNeil bulk sampler applied directly to potential spawning substrates. The Monitoring
Plan identifies sampling protocols. This numeric target will be evaluated as part of the
TMDL Monitoring Plan to ensure the target’s applicability to the Morro Bay Watershed
and to verify that the targets show attainment of the TMDL. If, after three years of
monitoring, Dsq values are found to be correlated (=1 = 0.70) with percent fines in bedload
as collected m a McNeil bulk sampler, percent fines will be measured on a less frequent
basis.

2. Percent of Coarse Fines in Spawning Gravels
Parameter: Percent fines < 6 mm in spawning gravels
Numeric Target: < 30% using a McNeil Sampler

This value is taken from Kondolf (2000, p. 271). It is felt that this is a legitimate numeric
target for the San Lorenzo River Watershed, since the impact to developing steelhead and
Coho salmon from fines should be similar for steelhead and Coho salmon regardless of
geographic location. The grain size of 6 mm was chosen because it falls between the values
cited by Kondolf (3.35 mm and 6.35 mm) associated with the value of 30% used as the
numeric target. No factor accounting for removal of coarser fines during redd construction
was applied to this value, as was done for the percent fines less 0.85 mm, because the data
1s more variable, and therefore less dependable, than similar data for fines less than 0.85
mm.

Discussion: Sedimentation has been identified as one of the principal factors in
determining the survival rate from deposition to hatching of eggs and the survival rate
from hatching to emergence from the gravel (Shapovalov and Tact, 1954, p. 155). The
coarser fines, > 0.85 mm and < 6.5 mm can impede emergence of fry from the redd
thereby reducing survival rates for fry.

“Steelhead and salmon require spawning sites with gravels (from % in. to 3-1/2 in.
diameter) having a minimum of fine material (sand and silt) mixed with them and with
good flows of clean waters moving over and through them. Increases in fine materials
from sedimentation, or cementing of the gravels with fine materials, restrict water and
oxygen flow through the redd (nest) to the fertilized eggs. These restrictions reduce
hatching success. In many local streams, steelhead appear to successfully utilize substrates
for spawning with high percentages of coarse sand which probably reduce hatching
success... “Unless hatching success has been severely reduced, however, survival of eggs
and larvae is usunally sufficient to saturate the limited available rearing habitat in most
small coastal streams,” (Alley, 1998, p. 14).

Monitoring of fine sediment for compliance with this target will be conducted using a
McNeil bulk sampier directly applied to potential spawning substrates. The Monitoring
Plan identifies sampling protocols. This numeric target will be evaluated as part of the
TMDL Monitoring Plan to ensure the target’s applicability to the Morro Bay Watershed
and to verify that the targets show attainment of the TMDL. If after three years of
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monitoring, Dsq values are found to be correlated (=r°=0.70) with percent fines in bedload
as collected in a McNeil bulk sampler, percent fines will be measured on a less frequent
basis.

3. Residual Pool Volume
Parameter: Residual Pool Volume (V*)
Numeric Target: <0.21 (mean) and < 0.45 (max)

Since no data related to V* has been developed for the San Lorenzo River Watershed or
any comparable watersheds in the region this value is taken from the Garcia River
Sediment TMDL. The numeric target will be modified, if necessary, as V* data for the San
Lorenzo River Watershed becomes available.

Discussion: V* gives a direct measurement of the impact of sediment on pool volume. It
is the ratio of the amount of pool volume filled in with fine, mobile sediment, and the total
scour pool volume.

Overwintering habitat requirements include “deeper pools, undercut banks, side channels,
and especially large, unembedded rocks provide shelter for fish against the high flows of
winter. In some years, such as 1982, extreme floods may make overwintering habitat the
critical factor in steelhead production. In most years, however, if the pools have sufficient
larger boulders or undercut banks to provide summer rearing habitat for yearling steelhead,
then these elements are sufficient to protect them against winter flows.

“Pool habitat is the primary habitat for steclhead in summer in the San Lorenzo River,
especially in San Lorenzo tributaries and the upper San Lorenzo River above the Boulder
Creck confluence. The deeper it is the move value it has. The densities of yearling
steelhead are usually regulated by water depth and the amount of escape cover that exists
during low-flow periods of the year (July-October). In most small coastal streams,
availability of this ‘maintenance habitat’ provided by depth and cover appears to determine
the number of smolts produced by the smaller streams” (Alley, 1998, p. 15, 16).

4, Median Particle Size
Parameter: Median particle size diameter (dso) from riffle crest surfaces

Numeric Target: > 37 mm (minimum for a reach); > 69 mm (mean for a reach); with an
approximately normal distribution of grain size.

Discussion (adapted from Redwood Creek Sediment TMDL (USEPA, 1998): The dspis the
median value of the size distribution in a sample of surface pebble counts. It is a measure
of the central tendency of the whole sample, and thus is one of several indicators of how
“fine” or "coarse" the sample is overall. As discussed in the discussion for the percent fines
targets, both amount and size of fine and coarse sediments can impact salmonid lifestages.

The dsg indicator is selected for the San Lorenzo River and its tributaries because it is gasy
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to calculate based on results from pebble counts. In a study that evaluated the relationship
between hillslope disturbance and various instream indicators, Knopp (1993) found that
clear trend of decreasing particle sizes in the riffles was evident with increasing hillslope
disturbance. Moreover, Knopp found that a statistically significant difference in average
and minimum dso values when comparing reaches in undisturbed and less disturbed
watersheds with reaches in moderately and highly disturbed watersheds.

Therefore, the dsg levels identified in undisturbed and less disturbed locations are good
candidates for numeric targets for the San Lorenzo River and its tributaries. Knopp also
found that the moderately disturbed reaches were not statistically different from the highly
disturbed reaches. This indicates that dso results may take upwards of 40 years before
mitigation of current disturbance is positively reflected. The recommended numeric targets
may require revision as more data is gathered within the watershed.

By setting two numbers, EPA recognizes that there may be annual variability in this target.
These values are based on Knopp’s findings (1993) concerning dsq levels in north coast
watersheds that were relatively undisturbed. Because Knopp found the dsgto be a
discriminating indicator (that is, an indicator capable of distinguishing between watersheds
which were more or less disturbed as a result of prior management), the indicator and
associated target levels identified in Knopp’s study are appropriate.
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4 Source Analysis

Refer to Appendix B: Background Data for Source Analysis for a more detailed explanation of the
source. Refer to Appendix E: Color Figures for maps associated with the Source Analysis.

The sediment source category “Streamside Roads on Steep Slopes™ corresponds generally to the
“Inner Gorge Roads” category in the Zayante Area Sediment Source Study (SH&G, 2001). This
change was made to avoid confusion between the California Department of Mines and Geology
(DMG}) definition of “inner gorge™ and the “inner gorge™ roads category. The DMG definition of
“inner gorge” is as follows: An inner gorge is a geomorphic feature formed by coalescing scars
originating from landsliding and erosional processes caused by active stream erosion. The feature is
identified as that area of stream bank situated immediately adjacent to the stream channel, having a
side slope of generally over 65 percent, and being situated below the first break in slope above the
stream channel. The streamside roads on steep slopes category includes roads within 200 fi of a
stream course and on slopes > 15%.

The sediment source category for “Upland Roads” corresponds generally to the “Hillslope Roads”
category in the Zayante Area Sediment Source Study (SH&G, 2001)

4.1 Methodology

Source analysis for the listed waterbodies (except the San Lorenzo River Estuary) is based on the
work performed by Swanson Hydrology and Geomorphology (SH&G, 2001) under contract to the
Santa Cruz County Environmental Health Department. The SH&G study focused on three
subwatersheds within the San Lorenzo River Watershed: Newell Creek, Zayante Creek and Bean
Creek. One of the five listed waterbodies, Lompico Creek, is a subwatershed of Zayante Creek and
therefore was part of the SH&G study. The other four listed waterbodies (San Lorenzo River,
Shingle Mill Creek, Carbonera Creek and the San Lorenzo River Estuary) were not part of the study.
However, information from the other subwatersheds was applied to the listed waters. This source
analysis relies on sediment source categories, erosion rates and delivery ratios as developed in the
SH&G study.

Existing sediment loads for the listed waterbodies were calculated as follows (See Appendix B:

Background Data for Source Analysis for a more a detailed explanation of how the data were

developed):

1. Sediment source categories were defined (See Table 4-1). These categories are representative
of the sediment sources found within the subject watersheds.

2. The sediment source categories were assigned erosion rates and delivery ratios that were used
to calculate sedimentation rates used in the source analysis (see Table 4-2). The erosion rate
is the estimated erosion production for a particular sediment source category. It is expressed
either in tons/sq mi/yr for area features, or tons/mi/yr for lincar features. The delivery ratio is
the percentage of the erosion rate for a particular category that reaches a waterbody.

Sediment yield for a sediment source category is the erosion rate multiplied by the delivery
ratio multiplied by the area or linear measure for that sediment source category.
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3.

The watershed was divided into subwatersheds that were used to accumulate sediment yields.
The base subwatersheds that were defined for this TMDL were from the Calwater 2.2 GIS
dataset (Figure 4). They are at the Planning Watershed Level, which is the smallest watershed
level within the Calwater dataset. Calwater 2.2 is the third version of the California
Watershed Map that is a set of standardized watershed boundaries. The dataset has been
reviewed by an Interagency California Watershed Mapping Committee, which includes
federal and state agencies. The watershed boundaries are nested in a hierarchical structure.
At the highest level there are Hydrologic Regions (1* level), then Hydrologic Units,
Hydrologic Areas, Hydrologic Sub-Areas, Super Planning Watersheds and Planning
Watersheds (6™ level).

The Planning Watersheds do not coincide exactly with the San Lorenzo River Watershed or
the listed waterbody subwatersheds, so the Planning Watersheds were modified to include
subwatersheds for listed waterbodies and to limit the watershed to those lands that drain into
the San Lorenzo River. The names of three subwatersheds have been changed from the name
assigned in Calwater. This was done to conform to local naming conventions. The original
names of the three subwatersheds and their new names are as follows:

wCastlerock Falls Uppér San Lorenzo Rlver
San Lorenzo River Middle San Lorenzo River
Love Creek Ben Lomond

The use of multiple subwatersheds allowed for a finer look at sediment sources and will
facilitate implementation planning by highlighting differences in the spatial distribution of the
various sediment sources.

Geographic Information System (GIS) coverages were used to sum area and linear measures
by sediment source category for the subwatershed. These values were multiplied by the
assoclated sedimentation rate and summed to calculate the existing sediment yield for the
listed waterbody (see Table 4-4 Estimated Sediment Yield by Subwatershed and Source
Category).

Results of this analysis were validated with the results of the synthetic average sediment yield
developed in the SH&G report. Refer to the Analysis section below.
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‘Source

Table 4-1 Descriptions of SVQ‘urces of ErQsion_ (_SH&G, 2001, Table 4.1)

Erosion Descr

THP Roa Includes ro‘;d cuts, sﬁoﬁldém,

(streamside on steep surfaces, and ditches on

slopes) permanent and seasonal roads
and skid trails

THP Roads (Upland)

Predominately surface erosion from road related activities
including erosion from drainage modifications caused by
roads. This category is considered to be 100% human
caused. This category was further divided into
streamside on steep slopes (roads within 200 ft of a
waterway) and upland roads because of differences in
delivery ratios.

Includes road cuts, shoulders,
surfaces, and ditches on paved
and dirt roads

Public and Private
Roads (streamside on
steep slopes)

Public and Private
Roads (Upland)

Predominately surface erosion from road related activities
including erosion from drainage modifications caused by
roads. This category is assumed to be 100% human
caused. This category was further divided into streamside
on steep slopes (roads within 200 ft of a waterway and on
slopes less than 15%) and upland roads because of
differences in delivery ratios.

Includes forested lands with

Active and Recent Timber Harvest Plans

Includes all surface erosion including sheet erosion, rills,
and gullies. This category has both a human and natural

THP Parcels generated since 1987 componert,
Includes all forested and Includes surface erosion from sheet erosion, rills, and
unforested lands outside of gullies as well as mass wasting (i.e. — landslides, debris
Other Urban and Rural | recent Timber Harvest Plan flows). The mass wasting component was pulled out of
Lands plots the final numbers and put into a separate mass wasting
category. This category has both a human and natural
component,
Includes all lands within the Erosion from landslides and debris flows are included in
study area this category along with road and disturbance related
Mass Wasting mass wasting. This category has both a human and
natural component though the available data is
insufficient to determine their proportions.
Includes all stream corridors Includes main channel, banks, and floodplain areas of the
Cha . within the study area stream. Does not include landslide toes and erosion from
nnel/Bank Erosion

culvert outfalls. This category is predominately natural
though rates can be accelerated from human activities

Discussion of development of the erosion rates, delivery ratios and sedimentation rates is located
in Appendix B: Background Data for Source Analysis. Table 1 in Appendix B has the same
information as Table 4-2 and also includes footnotes providing detail on how delivery ratios were

developed.
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monitoring, Ds; values are found to be correlated (=1°=0.70) with percent fines in bedload
as collected in a McNeil bulk sampler, percent fines will be measured on a less frequent
basis.

3. Residual Pool Volume
Parameter: Residual Pool Volume (V*)
Numeric Target: < 0.21 (mean) and < 0.45 (max)

Since no data related to V* has been developed for the San Lorenzo River Watershed or
any comparable watersheds in the region this value is taken from the Garcia River
Sediment TMDL. The numeric target will be modified, if necessary, as V* data for the San
Lorenzo River Watershed becomes available.

Discussion: V* gives a direct measurement of the impact of sediment on pool volume. It
is the ratio of the amount of pool volume filled in with fine, mobile sediment, and the total
scour pool volume.

Overwintering habitat requirements include “deeper pools, undercut banks, side channels,
and especially large, unembedded rocks provide shelter for fish against the high flows of
winter. In some years, such as 1982, extreme floods may make overwintering habitat the
critical factor in steelhead production. In most years, however, if the pools have sufficient
larger boulders or undercut banks to provide summer rearing habitat for yearling steelhead,
then these elements are sufficient to protect them against winter flows.

“Pool habitat is the primary habitat for steelhead in summer in the San Lorenzo River,
especially in San Lorenzo tributaries and the upper San Lorenzo River above the Boulder
Creek confluence. The deeper it is the move value it has. The densities of yearling
steelhead are usually regulated by water depth and the amount of escape cover that exists
during low-flow periods of the year (July-October). In most small coastal streams,
availability of this ‘maintenance habitat’ provided by depth and cover appears to determine
the number of smolts produced by the smaller streams” (Alley, 1998, p. 15, 16).

4. Median Particle Size
Parameter: Median particle size diameter (dsg) from riffle crest surfaces

Numeric Target: > 37 mm (minimum for a reach); > 69 mm (mean for a reach); with an
approximately normal distribution of grain size.

Discussion (adapted from Redwood Creek Sediment TMDL (USEPA, 1998): The dspis the
median value of the size distribution in a sample of surface pebble counts. It is a measure
of the central tendency of the whole sample, and thus is one of several indicators of how
"fine" or "coarse" the sample is overall. As discussed in the discussion for the percent fines
targets, both amount and size of fine and coarse sediments can impact salmonid lifestages.

The ds indicator is selected for the San Lorenzo River and its tributaries because it is gasy
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to calculate based on results from pebble counts. In a study that evaluated the relationship
between hillslope disturbance and various instream indicators, Knopp (1993) found that
clear trend of decreasing particle sizes in the riffles was evident with increasing hillslope
disturbance. Moreover, Knopp found that a statistically significant difference in average
and minimum ds values when comparing reaches in undisturbed and less disturbed
watersheds with reaches in moderately and highly disturbed watersheds.

Therefore, the dsq levels identified in undisturbed and less disturbed locations are good
candidates for numeric targets for the San Lorenzo River and its tributaries. Knopp also
found that the moderately disturbed reaches were not statistically different from the highly
disturbed reaches. This indicates that dsqresults may take upwards of 40 years before
mitigation of current disturbance is positively reflected. The recommended numeric targets
may require revision as more data is gathered within the watershed.

By setting two numbers, EPA recognizes that there may be annual variability in this target.
These values are based on Knopp’s findings (1993) concerning dsg levels in north coast
watersheds that were relatively undisturbed. Because Knopp found the dsgto be a
discriminating indicator (that is, an indicator capable of distinguishing between watersheds
which were more or less disturbed as a result of prior management), the indicator and
associated target levels identified in Knopp’s study are appropriate.
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4 Source Analysis

Refer to Appendix B: Background Data for Source Analysis for a more detailed explanation of the
source. Refer to Appendix E: Color Figures for maps associated with the Source Analysis,

The sediment source category “Streamside Roads on Steep Slopes” corresponds generally to the
“Inner Gorge Roads™ category in the Zayante Area Sediment Source Study (SH&G, 2001). This
change was made to avoid confusion between the California Department of Mines and Geology
(DMG) definition of “inner gorge™ and the “inner gorge™ roads category. The DMG definition of
“inner gorge” is as follows: An inner gorge is a geomorphic feature formed by coalescing scars
originating from landsliding and erosional processes caused by active stream erosion. The feature is
identified as that area of stream bank situated immediately adjacent to the stream channel, having a
side slope of generally over 65 percent, and being situated below the first break in slope above the
stream channel. The streamside roads on steep slopes category includes roads within 200 ft of a
stream course and on slopes > 15%.

The sediment source category for “Upland Roads” corresponds generally to the “Hillslope Roads”
category in the Zayante Area Sediment Source Study (SH&G, 2001)

4.1 Methodology

Source analysis for the listed waterbodies (except the San Lorenzo River Estuary) is based on the
work performed by Swanson Hydrology and Geomorphology (SH&G, 2001) under contract to the
Santa Cruz County Environmental Health Department. The SH&G study focused on three
subwatersheds within the San Lorenzo River Watershed: Newell Creek, Zayante Creek and Bean
Creek. One of the five listed waterbodies, Lompico Creek, is a subwatershed of Zayante Creek and
therefore was part of the SH&G study. The other four listed waterbodies (San Lorenzo River,
Shingle Mill Creek, Carbonera Creek and the San Lorenzo River Estuary) were not part of the study.
However, information from the other subwatersheds was applied to the listed waters, This source
analysis relies on sediment source categories, erosion rates and delivery ratios as developed in the
SH&G study.

Existing sediment loads for the listed waterbodies were calculated as follows (See Appendix B:

Background Data for Source Analysis for a more a detailed explanation of how the data were

developed):

1. Sediment source categories were defined (See Table 4-1). These categories are representative
of the sediment sources found within the subject watersheds.

2. The sediment source categories were assigned erosion rates and delivery ratios that were used
to calculate sedimentation rates used in the source analysis (see Table 4-2). The erosion rate
is the estimated erosion production for a particular sediment source category. It is expressed
either in tons/sq mi/yr for area features, or tons/mi/yr for linear features. The delivery ratio is
the percentage of the erosion rate for a particular category that reaches a waterbody.
Sediment yield for a sediment source category is the erosion rate multiplied by the delivery
ratio multiplied by the area or linear measure for that sediment source category.
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3. The watershed was divided into subwatersheds that were used to accumulate sediment yields.
The base subwatersheds that were defined for this TMDL were from the Calwater 2.2 GIS
dataset (Figure 4). They are at the Planning Watershed Level, which is the smallest watershed
level within the Calwater dataset. Calwater 2.2 is the third version of the California
Watershed Map that is a set of standardized watershed boundaries. The dataset has been
reviewed by an Interagency California Watershed Mapping Committee, which includes
federal and state agencies. The watershed boundaries are nested in a hierarchical structure,
At the highest level there are Hydrologic Regions (1¥ level), then Hydrologic Units,
Hydrologic Areas, Hydrologic Sub-Areas, Super Planning Watersheds and Planning
Watersheds (6™ level).

The Planning Watersheds do not coincide exactly with the San Lorenzo River Watershed or
the listed waterbody subwatersheds, so the Planning Watersheds were modified to include
subwatersheds for listed waterbodies and to limit the watershed to those lands that drain into
the San Lorenzo River. The names of three subwatersheds have been changed from the name
assigned in Calwater. This was done to conform to local naming conventions. The original
names of the three subwatersheds and their new names are as follows:

SIS ALA. SAWALEY INEW DN AT

Castlerock Falls Upper San Lorenzo River
San Lorenzo River Middle San Lorenzo River
Love Creek Ben Lomond

The use of multiple subwatersheds allowed for a finer look at sediment sources and will
facilitate implementation planning by highlighting differences in the spatial distribution of the
various sediment sources.

4, Geographic Information System (GIS) coverages were used to sum area and linear measures
by sediment source category for the subwatershed. These values were multiplied by the
associated sedimentation rate and summed to calculate the existing sediment yield for the
listed waterbody (sec Table 4-4 Estimated Sediment Yield by Subwatershed and Source
Category).

5. Results of this analysis were validated with the results of the synthetic average sediment yield
developed in the SH&G report. Refer to the Analysis section below.

Source Analysis — Page 4-2




DRAFT San Lorenzo River Watershed Siitation TMDL

ATTACHMENT B

June 10, 2002

THP Roads
(streamside on steep
slopes)

THP Roads (Upland)

Table 4- 1 Descriptions of Sources of Erosion (SH&G, 2001, Table 4.1

Includes road cuts, shoulders,
surfaces, and ditches on
permanent and seasonal roads
and skid trails

Predominately surface erosion from road related activities
including erosion from drainage modifications caused by
roads. This category is considered to be 100% human
caused. This category was further divided into
streamside on steep slopes (roads within 200 ft of a
waterway) and upland roads because of differences in
delivery ratios.

Public and Private
Roads (streamside on
steep slopes)

Public and Private
Roads (Upland)

Includes road cuts, shoulders,
surfaces, and ditches on paved
and dirt roads

Predominately surface erosion from road related activities
including erosion from drainage modifications caused by
roads, This category is assumed to be 100% human
caused. This category was further divided into streamside
on steep slopes (roads within 200 fi of a waterway and on
slopes less than 15%) and upland roads because of
differences in delivery ratios.

Active and Recent

Includes forested lands with
Timber Harvest Plans

Includes alt surface erosion including sheet erosion, rills,
and gullies. This category has both a human and natural

THP Parcels generated since 1987 component.
Includes all forested and Includes surface erosion from sheet erosion, rills, and
unforested lands outside of gullies as well as mass wasting (i.e. — landslides, debris
Other Urban and Rural | recent Timber Harvest Plan flows). The mass wasting component was pulled out of
Lands plots the final numbers and put into a separate mass wasting
category. This category has both a human and natural
component.
Includes all lands within the Ercsion from landslides and debris flows are included in
study area this category along with road and disturbance related
Mass Wasting mass wasting. This category has both a human and
natural component though the available data is
insufficient to determine their proportions.
Includes all stream corridors Includes main channel, banks, and floodplain areas of the
Channel/Bank Erosion within the study area stream. Does not include landslide toes and erosion from

culvert outfalls. This category is predominately natural
though rates can be accelerated from human activities

Discussion of development of the erosion rates, delivery ratios and sedimentation rates is located
in Appendix B: Background Data for Source Analysis. Table 1 in Appendix B has the same
information as Table 4-2 and also includes footnotes providing detail on how delivery ratios were

developed.
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__Table 4-2 Sediment Source Estimates (SH&G, 2001, adapted {3 bl
413 tons/

THP Roads (streamside on steep slopes)

THP Roads (upland} 413 tons/mi/yr 0.42 173
Public and Private Roads (streamside on 120 tons/mifyr 1.00 120
steep slopes)

Public and Private Roads (upland- <=15% 120 tons/mi/yr 0.42 50

slope w/in 200 ft. of stream, >15% slope
outside 200 ft. of stream)

Public and Private Roads (upland- <=15% 120 tons/mifyr 0.10 12 | tons/mi/yr

slope outside 200 ft. of stream)

Active and Recent THP Parcels 206 tons/mi’/yr 0.42 87 | tons/mi’/yr
Other Urban and Rural Lands 1310 tons/mi‘/yr 0.42 550 | tons/mi*/yr
Mass Wasung 3570 tons/mlfyr 042 1500 tOIlS/lTlL'IyT

Channel/Bank Erosion - Alluvium and 400 tons/mi/yr 1.00 400 | tons/mi/yr

Santa Margarita Sandstone Geologic Units

Channel/Bank Erosion — Other Geologic 200 tons/mi/yr 1.00 200 | tons/mi/yr

Lnits

4.2 Analysis

Table 4-4 Estimated Sediment Yield by Subwatershed and Source Category represents the
culmination of the Source Analysis. It summarizes all of the calculations that were performed as
part of the source analysis, which are described in detail in Appendix B: Background Data for
Source Analysis.

A value of 3,056-tons/sq mi/yr was calculated for the total estimated sediment yield normalized by
watershed area. This number represents an average estimated sediment yield (suspended and bedload)
that would be expected over a period of years. Other estimation techniques can be used to perform a
reality check on the sediment yield derived for this TMDL. A synthetic average suspended sediment
yield was developed based on United States Geological Survey (USGS) data for a major portion of
the San Lorenzo River Watershed. The USGS has maintained a gauging station at Big Trees near
Felton on the main stem of the river. The catchment area above the station covers 106 sq miles. It has
recorded flow data for the station since 1937 and USGS performed a sediment study for the 10 years
between 1973 and 1982 (see Table 4-3 for sediment data).

The synthetic average suspended sediment yield was calculated using a regression equation that
related sediment yield to flow. It used the 10-year sediment study to develop a regression equation of
flow versus suspended sediment and then used the flow data from 1937-1998 to construct a synthetic
sediment yield. The calculated average suspended sediment yield using this data was 2,320-tons/sq
mi/yr. Please refer Appendix B, Section - Synthetic Suspended Sediment Yield (adapted from
SH&G, 2001, App. B). Since the TMDL sediment yield values include bedload, the suspended
sediment yield must be adjusted to account for bedload. It was assumed that bedload is 10% of the
suspended sediment yield (Ibid. 2001, pg. 40). The adjusted synthetic sediment yield is 1.10 x 2,320
tons/sq mi/yr = 2,552 tons/sq mi/yr.
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The average sediment yield of 3,038-tons/sq mi/yr derived in the source analysis is within 20% of the
synthetic average sediment yield of 2,552 tons/sq mi/yr. The synthetic average sediment yield is
considered to be a good indication of the long-term sediment production in the San Lorenzo River
Watershed because it uses more than 60 years of flow data to arrive at the final value of 2,552 tons/sq
mi/yr. Using 60 years of flow data to extrapolate the 10 years of suspended sediment data to cover a
sixty period helps to compensate for the variability within the 10 year suspended sediment data.

Returning to the USGS sediment data in Table 4-3, a couple of interesting facts are apparent from
inspection of the data. First is the extreme variability of the sediment yield from year-to-year. In the
course of 10 years, sediment yield varied from 5-tons/sq mi/year during the drought in the mid-
1970°s to 14,458-tons/sq mi/yr during an El Nifio year in 1982. Second is the fact that 20% of the
total sediment yield for the decade moved in one day in 1982.

Table 4-3_ “Suspendcd Scd_irnent Yi_ge_lds at B1 [tee

1973 4,134 438,211 1,179 125,000 28.5%
1974 881 93,350 144 15,300 16.4%
1975 606 64,195 158 16,800 26.2%
1976 5 332 1 148 27.8%
1977 5 564 1 84 14.9%
1978 3,166 335,582 845 89,600 26.7%
1979 272 28,877 125 13,200 45.7%
1980 3,988 422,781 1,113 118,000 27.9%
1981 194 20,549 112 11,900 57.9%
1982 14,458 1,532,515 5,745 609,00 39.7%

Inspection of Table 4-4 shows the following:

On a watershed-wide level approximately 29% of the sediment yield is associated with THP roads
and Public/Private roads. This is significant because all of the erosion associated with roads is
constdered to be wholly induced by humans, therefore it offers a good opportunity for sediment
reduction.

Mass wasting is the dominant source of sediment within the basin, accounting for 41% of the
sediment delivered to streams. Other Urban and Rural lands and Channel/Bank Erosion each
contribute approximately 15% of the sediment load and 14% of the load, respectively. Sediment
from THP lands is a small portion of the overall sediment load, less than 1%.

The upper subwatersheds of Upper San Lorenzo River, Kings Creek, Boulder Creek, and Bear Creek
along with Zayante Creek represent the majority of sediment yield associated with Timber Harvesting
Plans and Mass Wasting. Kings Creek subwatershed represents the maximum value of sediment
yield associated with THPs while Upper San Lorenzo River Subwatershed produces the most
sediment associated with Mass Wasting, Mass Wasting is also significant in the Bean Creek and
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Branciforte Creek subwatersheds.

Sediment yields associated with Public/Private roads and Other Urban and Rural Lands are more
evenly distributed throughout the entire watershed with the maximum amount for both sources
located in the San Lorenzo River subwatershed. Channel/Bank erosion is also distributed somewhat
evenly throughout the watershed, with the maximum value associated within the San Lorenzo River
subwatershed. Zayante Creek subwatershed has the maximum total sediment yield with a value of
54,836 tons/yr, which represents 13.1% of the total sediment yield for the entire watershed.

Newell Creek subwatershed contributes a disproportionately small amount of sediment relative to its
size. This is because of the sediment trapping efficiency of Loch Lomond Reservoir. As part of the
development of the estimated sediment yields, only 10% of the sediment produced above Loch
Lomond Reservoir was included in the totals shown in Table 4-4. This represents a 90% trapping
efficiency for the Reservoir.

Source Analysis - Page 4-6
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S5 Linkage Analysis

The linkage analysis for this TMDL is a quantitative analysis of linkage between sediment load
and instream conditions characterized by the numeric targets parameters. Staff assumes changes
in the instream parameters are directly related to the reduction of the sediment yield to the stream
channel. Linkages between sediment sources in the watershed and instream conditions are
generally indirect and highly variable. However, over the long term, reductions in sediment inputs
to the stream system are expected to result in reduction in sediment distributions in the channel.

Existing conditions for these instream parameters were related to desired conditions in order to
calculate the percent reduction in sediment loads needed to attain the numeric targets. Staff
assumed a one-to-one correspondence between sediment source reductions needed and reductions
in stream sediment levels as measured by these indicators. Although the actual relationship
between sediment delivery and instream conditions influenced by sediment dynamics is poorly
understood, this one-to-one correspondence is considered a reasonable and conservative
approximation.

This basic approach can be seen in the Protocol for Developing Sediment TMDLs (EPA, 1999, p.
6-3). In the protocol it gives the following simple relationship for linking numeric targets to
sediment loadings:

existing instream condition ~ existing sediment loadings
desired instream condition target sediment loadings

From this relationship the target sediment loadings (based on applying % reduction to estimated
existing loads) as a percentage of existing sediment loadings can be developed as follows:

target sediment loadings = (existing instream condition - desired instream condition)
existing instream condition

This is the equation used in Table 5-2 and Table 5-3.

Regional Board staff choose embeddedness of particles 16 mm and greater (0.63 in.) and percent
sediment less than 4 mm as the parameters upon which to base calculations of percent reduction in
loading. Monitoring data for these parameters were available in the SH&G Study (2001, p. 44).
Cobbles and boulders larger than approximately 6 inches (150 mm) in diameter provide good,
heterogeneous habitat for aquatic insects in riffles and runs if embedded less than 25 percent.
Cobbles and boulders larger than 9 inches (225 mm) in diameter provide potential fish cover if
embedded less than 25 percent (Alley, 1998).

For rearing habitat, young-of-the-year steelhead and salmon appear to be regulated by available insect
food, although cover (hiding areas, provided by undercut banks, large rocks which are not buried or
“embedded” in finer substrate, surface turbulence etc.) and pool and riffle depth are also important,
especially for larger fish. The abundance of food (aquatic and terrestrial insects that fall into the
stream) and fast-water feeding positions for capture of the drifting insects in “growth habitat”
determines the size of these smolts. Increased embeddedness and loss of pool depth due to increased
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sedimentation from fines negatively affect survival success for different life stages of steelhead and
salmon.

Table 5-1 lists the existing conditions within the SH&G study area. It can be seen that values for
percent sediment less than 4 mm vary from a high of 55% downstream of the Mt. Hermon slide on
Bean Creek to a low of 1% downstream from Loch Lomond Reservoir on Newell Creek. Values
for embeddedness range from 60% downstream of the Mt. Hermon slide on Bean Creek and 22%
downstream on of Loch Lomond Reservoir on Newell Creek.

Since the SH&G Study measured embeddedness for particles as small as 16 mm (0.63 in.), the
embeddedness values from the SH&G monitoring, depicted in Table 5-1, are considered to be
high relative to values that would be measured if embeddedness of particles 100 (4 in) and greater
were monitored.

Table 5-1 SH&G Study — Measured Values for Streambed Sediment Parameters

SH&G | Date of
Site ID | Sample Location of Site <4 mm |Emheddedness
B-1 6/5/99 Bean Creek below Lockhart Gulch 42% 52%
B-2 7/30/99 Bean Creek at 1956 DWR site 23% 50%
B-3 7/10/99 Bean Creek downstream of Mt. Hermon slide 55% 60%
B-4 7/24/98 Bean Creek upstream of Mt, Hermon slide 15% 49%
L-1 9/18/99| Love Creek below slide 12% 44%
N-1 6/18/99 Newell Creek at Steel bridge 1% 23%
N-2 6/18/99 Newell Creek above Glen Arbor Bridge 4% 22%
Z-1 10/21/99 Woodwardia, Zayante Creek 38% 54%
Z-2 5/22/99 Woodwardia, Zayante Creek 34% 47%
Z-3 6/12/89 Mountain Charlie Gulch 38% 24%
Z-4 6/22/99 Zayante Creek above Mtn Charlie Gulch 11% 39%
Z-5 6/19/9% Zayante Creek store 27% 42%
Z-6 6/26/99 Zayante Creek at Graham Hill Road 16% 46%
Z-7 6/12/99 Zayante Creek scour logs 28% 25%
Z-8 11/14/99] Lompico Creek 6% 48%
Average 23% 42%

Table 5-2 displays the current condition, the desired condition and the percent reduction in
sediment delivery required to attain numeric targets for all of the monitoring sites used in the
SH&G study. These values are used to estimate required reductions in sediment delivery for all of
the listed waterbodies except Lompico Creek, which will meet required reductions developed from
data associated with the monitoring site located on Lompico Creek as displayed in Table 5-3.

Using the monitoring data developed for the SH&G study a sediment reduction of 27% is required to
meet numeric targets for the San Lorenzo River as shown in Table 5-2. This value is also used as the
required value for Carbonera Creek and Shingle Mill Creck since no data is available for these
watersheds at this time.

Table 5-2 Linkage of Instream Conditions to Sediment Reductions for SLR Watershed
| Instream | Existing | Desired | % Reduction in Sediment Yield |
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Indicator Conditions Condition Needed to Attain Numeric Target
A ‘B 100*(A-BYA
<4 mm 23% 20% 13.0%
Embeddedness | 42% 25% 40.5%

Average Reduction Required

(13.0% + 40.5%)/2 =27%

Using the monitoring data developed for the SH&G study a sediment reduction of 24% is required

to meet numeric targets for Lompico Creek as shown in Table 5-3.

Table 5-3 Linkage of Instream Conditions to Sediment Reductions for Lompico Creek

Instream Existing Desired % Reduction in Sediment Yield

Indicator Conditions Condition Needed to Attain Numeric Target
A B 100*(A-B)/A

<4 mm 6% 20% 0%

Embeddedness | 48% 25% 42.9%

Average Reduction Required

(0+47.9%)2 =24%

Sediment reductions required to meet the numeric targets are given for each source are discussed

in the Total Maximum Daily Loads and Load Allocations Section below.
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6 Total Maximum Daily Loads and Load Allocations

A TMDL is the sum of load allocations from different sources combined with a margin of safety.
This TMDL establishes load allocations for the sediment source categories identified in the Source
Analysis. The allocations are based on the known effectiveness of Best Management Practices
(BMPs) and other strategies for reducing sediment loads. The effectiveness is expressed as the
“percent controllable load,” and is multiplied by the existing load to calculate the load allocation for
each sediment source category. The following steps yield the load allocation:
» calculate the existing total load for a source category (see Source Analysis),
* assign a percent controllable load value for each source category; this is the total load that is
controllable through available technologies and fiscal constraints,
¢ calculate the controllable load by multiplying the percent controllable value by the total
load,
¢ calculate the load allocation by subtracting the controllable load from the total existing load.

As presented in the Linkage Analysis, the TMDL for the listed waterbodies was established as a 27
and 24 percent reduction from current loads for the San Lorenzo River Watershed and Lompico
Creek, respectively. As explained below, when the load allocations are summed for each waterbody,
they do not necessarily equal these TMDL percent reductions of 27 and 24 percent. This difference
contributes to the margin of safety implicit in the TMDL.

6.1 Percent Controflable Load

Large reductions of erosion associated with roads can be realized through the use of standard Best
Management Practices (BMPs). Treatment of cut and fill slopes and road surfaces can achieve
reductions that range from 32-47% for cut slopes, 50-99% for fill slopes, and 70-99% for road
surfaces. It has been demonstrated that up to 80% of Total Suspended Solids can be removed from
run-off from new development (USEPA, 1993, p. 4-12), which is a land-use included in the “Other
Urban and Rural Land.” This is for storms less than or equal to the 2-year/24-hour storm. Chronic
fine sediment from mass wasting can be controlled by the installation of drainage systems that reduce
surface erosion. Channel and streambank erosion can be controlled by bank stabilization, healthy
riparian corridor vegetation that can be facilitated by establishing reasonable stream setbacks and
through the use of riparian buffer easements.

Further discussion of available sediment reduction measures can be found in the SH&G Report
(2001, p. 55) and in the EPAs “Guidance Specifying Management Measures for sources of Nonpoint
Pollution in Coastal Waters” (USEPA, 1993).

Percent controllable loads for each sediment source category were developed as part of the SH&G
study (2001, p. 39 Table 4-4). These reductions were reviewed and accepted by a San Lorenzo
River Technical Advisory Committee, consisting of representatives of interested groups within the
San Lorenzo Watershed. The discussion of the proposed reductions below is from the SH&G
report (Ibid., pp. 41-42):

Upland THP Roads and Skid Trails {50%): Reduction of sediment loads from THP roads and skid

trails on hillslopes will largely depend upon cooperation with landowners, monitoring and

maintenance of roads beyond the period required by CDF and additional expenditure. Sediment
Allocations ~ Page 6-1
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load reductions from existing roads could be tied to future timber harvest proposals (See THP
recommendations). For these reasons, it was assumed that only a 50 percent reduction could be
achieved.

Streamside THP roads and Skid Trails on steep slopes (50%): Streamside THP roads and skid
trails on steep slopes trails typically occur within a geologically unstable area, reducing the
potential effectiveness of treatments. For this reason in addition to the reasons cited above for
Upland THP roads and skid trails, only a 50 percent reduction is assumed.

Upland Public and Private Roads (50%): Hillslope erosion control will largely depend upon the
cooperation of multiple landowners for private roads and Santa Cruz County for public roads. This
will be especially important to create systematically continuous drainage systems. Treatment of
hillslope drainage should result in a beneficial reduction in mass wasting and concentration of
flow in the steep streamside slopes. Although geologically more stable than steep streamside
slopes, landownership is predominately private. For these reasons, a 50 percent reduction in
supplies was assumed.

Public and Private Streamside Roads on Steep Slopes (50%): Streamside roads on steep slopes are

largely publicly owned and assumed accessible. Private streamside roads on steep slopes may have
limited accessibility depending upon landowner cooperation. Treatment success may be difficult
due to unstable geologic setting and steep terrain. For these reasons, the controllable load has been
set to 50 percent.

Active and Recent THP parcels (30%): Similar to THP roads and skid trails, cooperation with
landowners will be the key to treatment and sediment reduction. Incentives to treat past harvest
plots may only arise with future timber harvests on the same or nearby parcels. THP parcels in
recent years have occurred in steeper terrain and some parcels are within steep streamside slopes.
For these reasons, it is assumed that sediment loads can only be reduced by 30 percent.

Other Urban and Rural Lands (30%): Other urban and rural lands are a mix of public and private
ownerships, thus limiting factors are funding resources and landowner (private or agency)
cooperation. For these reasons a 30 percent reduction has been assumed.

Mass Wasting (Natural and Human Caused) 10%: Mass wasting in this sediment load allocation is
the episodic and non-point source component. The “human caused” component results from
excessive grading and/or poor drainage conditions on roads and development on hillslopes and in
the steep streamside slopes. Direct treatment of landslides is usuaily difficult and expensive and in
many cases requires access to private lands. However, proper treatment of surface drainage and
erosion problems within the categories listed above should help reduce human caused mass
wasting. The 10% reduction is assumed to be an ancillary benefit to treatment of surface erosion
problems,

Channel/Bank Erosion (20%): Treatment of channel erosion problems is difficult due to lack of
construction access and geologic instability. Bank erosion problems are often expensive to treat
and are usually not undertaken unless valuable property or structures are at risk. In addition,
installation of bank control structures may cause more bank erosion thereby undoing benefits. For
these reasons, sediment reduction at channel erosion sites is assumed to be 20 percent.”
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6.2 Allocations to Erosion Source Categories

Table 6-1 is a summary of the estimated current load, Total Maximum Daily Load, and allocation for
each listed waterbody.

Table 6-1 Listed Waterbody Total Maximum Daily Loads and Load Allocations

Current Load Total Maximum Total
(tons/yr) Daily Load Allocations
Waterbody (tons/yr) (tons/yr)
San Lorenzo River 419,369 306,139 305,918
Lompico Creek 12,555 9,542 9,542
Carbonera Creek 16,066 11,728 11,543
Shingle Mill Creek 1,174 857 757

The percent controllable loads identified in the SH&G study were not adequate to achieve the TMDL
for the San Lorenzo River. Therefore, percent controllable loads were raised from 50% (the SH&G
value) to 53% for upland roads, and from 50% to 55% for streamside roads on steep slopes over the
entire watershed (Table 6-2).

In Lompico Creek, the percent controllable loads were not adequate to meet the creek’s calculated
TMDL. This required an increase in percentage reductions from 50% to 59% for all road related
sediment in order to meet its calculated TMDL (Table 6-3).

Percent controllable loads from roads were increased because roads represent the single largest
contributor of sediment to the streams in the San Lorenzo River Watershed and the listed tributaries
and because all sediment production associated with roads is human induced. All other reductions
used in this TMDL are the same as those proposed in the SH&G report.

The percent controllable loads proposed in the SH&G report were used to calculate the overall
percentage of controllable sediment for each sediment source category in the listed waterbodies
(Table 6-2, Table 6-3, Table 6-4 and Table 6-5, Column B, Total Row). These were summed to get
the load allocations for each waterbody.

6.3 Total Maximum Daily Load

The TMDL target reductions for the individual waterbodies are shown at the bottom of each table
(Table 6-2, Table 6-3, Table 6-4 and Table 6-5). Where the load allocation is less than the TMDL,
loads can potentially be reduced below the TMDL. For example, in the San Lorenzo River, loads can
be reduced to 305,918 tons/year through various BMPs and other measures. This is 221 tons/year less
than the TMDL of 306,139 tons/year. Staff therefore assumes that the proposed reductions will result
in attainment of the water quality objectives for the San Lorenzo River as set forth in the Problem
Statement. The difference contributes to the margin of safety implicit in the TMDL.

Reduction of sediment from roads accounts for approximately 58% of the total proposed sediment
load reductions for the San Lorenzo River (Column D, Table 6-2). Reductions on Other Urban and
Rural Lands and Mass Wasting account for 31% of the proposed load reduction while reductions
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associated with Channel/Bank Erosion account for approximately 11% of the proposed sediment load

reductions.

Table 6-2 TMDL Allocations — San Lorenzo River

Percent
Controllable | Controllable |Percent of Total| Load
Current Load (% Load Controllable { Allocation

(tons/yt) Reduction) {tons/yr) Load (tons/yr)
Sediment Source A B C=A*B - |D=(C/ZC)*100| E=A-C
Upland THP Roads 53,610 53% 28,413 25% 25,197
Streamside THP Roads on steep slopes 24,314 55% 13,373 12% 10,941
Upland Public/Private Roads 29415 53% 15,590 14% 13,825

Streamside Public/Private Roads on
Steep Slopes 13,720 55% 7,546 7% 6,174
THP Land 1,508 30% 452 0% 1,056
Qther Urban and Rural Land 61,910 30% 18,573 16% 43,337
Mass Wasting 174,749 10% 17,475 15% 157,274
Channel/Bank Erosion 60,143 20% .1-2’029 11% 48,114
Total 419,369 113,451 100% 305,918

Target Percent Reduction >=27%

TMDI. = (1.00 — 0.27}*419,369 = 306,139

Total Percent Reduction = (113,451/419,369) X 100 = 27%

Inspection of Table 6-3 below shows that the proposed sediment reductions for Lompico Creek result
in an overall reduction of sediment loads (24%) that is equal to the target reduction (24%), therefore
the proposed reductions will result in attainment of the water quality objectives for Lompico Creek as

set forth in the Problem Statement.

Reduction of sediment from roads accounts for approximately 54% of the total proposed sediment
load reductions for Lompico Creek. Reductions on Other Urban and Rural Lands and Mass Wasting

account for 38% of the proposed load reduction and reductions associated with Channel/Bank

Erosion account for approximately 8% of the total proposed sediment load reductions.
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Table 6-3 TMDL Allocations — Lompico Creek
Percent
Controllable JPercent of Total] Load
Sediment Yield (% Contrellable | Controllable | Allocation
(tons/yr) Reduction) Load Load (tons/yr)
Sediment Source A B C=A*B | DHCZO*100] E=A-C
Upland THP Roads 883 59% 521 17% 362
Streamside THP Roads on steep slopes 401 59% 237 8% 164
Upland Public/Private Roads 896 39% 529 18% 367
Streamside Public/Private Roads on steep
slopes 582 59% 343 11% 239
[THP Land 23 30% 7 0% 16
Other Urban and Rural Land 1,378 30% 413 14% 965
Mass Wasting 7,156 10% 716 24% 6,440
Channel/Bank Erosion 1,236 20% 247 3% 989
Total 12,555 3,013 100% 9,542
Target Percent Reduction >=24% TMDL = (1.00 —0.24)*12,555 = 9,542
Total Percent Reduction = (3,013/12,555) X 100 = 24%

Inspection of Table 6-4 below shows that the proposed sediment reductions for Carbonera Creek

result in an overall reduction of sediment loads (28%) that is greater than the target reduction (27%),
therefore the proposed reductions will result in attainment of the water quality objectives for
Carbonera Creek as set forth in the Problem Statement.

Reduction of sediment from roads accounts for approximately 59% of the total proposed sediment
load reductions for Carbonera Creek. Reductions on Other Urban and Rural Lands and Mass
Wasting account for 34% of the proposed load reduction and reductions associated with

Channel/Bank Erosion account for approximately 17% of the proposed sediment load reductions.

Table 6-4 TMDL Allocations - Carbonera Creek

Percent Percent of Total Load

Sediment Yield | Controllable | Controllable | Controllable | Allocation

{tons/yr) (% Reduction) Load Load (tons/yr)

Sediment Source A B C=A*B D=C/ZC)*100| E=A-C
Upland THP Roads 878 53% 465 10% 413
Streamside THP Roads on steep slopes 398 55% 219 5% 179
Upland Public/Private Roads 2,583 53% 1,369 30% 1,214

Streamside Public/Private Roads on

isteep slopes 295 55% 162 4% 133
[THP Land 33 30% 10 0% 23
(Other Urban and Rural Land 3,687 30% 1,106 24% 2,581
Mass Wasting 4,464 10% 446 10% 4,018
Channel/Bank Erosion 3,728 20% 746 17% 2,982
Total 16,066 4,523 100% 11,543

Target Percent Reduction >=27%

TMDL = (1.00 - 0.27)*16,066 = 11,728

Total Percent Reduction = (4,523/16,066) X 100 = 28%
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Inspection of Table 6-5 below shows that the proposed sediment reductions for Shingle Mill Creek
result in an overall reduction of sediment loads (36%) that is greater than the target reduction (27%),
therefore the proposed reductions will result in attainment of the water quality objectives for Shingle
Mill Creek as set forth in the Problem Statement.

Reduction of sediment from roads accounts for approximately 55% of the total proposed sediment
load reductions for Shingle Mill Creek. Reductions on Other Urban and Rural Lands and Mass
Wasting account for 28% of the proposed load reduction and reductions associated with
Channel/Bank Erosion account for approximately 17% of the proposed sediment load reductions.

Table 6-5 TMDL Allocations - Shingle Mill Creek

Percent Percent of Total] Load
Sediment Yield | Controllable |Controllable| Controllable | Allocation
(tons/yr) (% Reduction) Load Load (tons/yr)
Sediment Source A B C=A*B |D={C/ZC)*100| E=A-C
[Upland THP Roads 0 53% 0 0% 0
Streamside THP Roads on steep slopes 0 55% 0 0% 0
Upland Public/Private Roads 275 33% 146 35% 129
Streamside Public/Private Roads on
lsteep slopes 150 55% 83 20% 68
[THP Land 0 30% 0 0% 0
{Other Urban and Rural Land 391 30% 117 28% 274
Mass Wasting 0 10% 0 0% 0
Channel/Bank Erosion 358 20% 72 17% 286
Total 1,174 417 100% 757
Target Percent Reduction >=27% TMDL = (1.00 — 0.27)*1,174 = 8§57
Total Percent Reduction = (417/1,174) X 100 = 36%
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7 Margin of Safety

Staff used the more conservative of two estimates of sediment yield to establish the TMDL. We
consider the difference between these estimates to be an implicit margin of safety in this TMDL.
A “synthetic suspended sediment yield,” and a “simplified model” were used to develop the two
estimates. The adjusted yield of 2,550 tons/sq mi/yr, generated by the synthetic suspended
sediment yield method, provides a better basis from which to calculate required load reductions
than the simplified model, since it is based on a longer period of record. However, staff relied on
the simplified model because it was constructed in such a manner that yields by individual
crosion categories could be derived, and load allocations determined accordingly.

The simplified model generated an estimate yield of 3,056 tons/sq mi/yr and was based on
calculated delivery ratios developed by SH&G from one year of data from the Soquel Creek
Watershed—a watershed adjacent and to the south east of the San Lorenzo River Watershed.
Staff considers the instream measurements used to develop the synthetic suspended sediment
yield are actually more representative of actual conditions within the watershed than the
simplified model used to develop the estimated sediment yields for this TMDL.

The synthetic suspended sediment yield is based on ten years of actual suspended sediment data
for the San Lorenzo River that was correlated to flow and then extrapolated over 60 years of
flow data. The ten years of suspended sediment data were collected between 1972-1982, a
period of increasing residential/commercial development, with a concomitant increase in
sediment production and delivery, within the watershed. This period also included years of
extremely low rainfall and years of extremely high rainfall.

7.1 Difference in Results Explained

The difference in the estimated sediment yield from the simplified model and the synthetic
suspended sediment model, may be explamed by a number of factors. The uncertainty in the
simplified model yields for individual source categories is rather large. Most of the yields that were
developed came from himited data sets, thereby increasing the uncertainty of the data. Also, the
estimated sediment yields were developed for an area of the watershed that is considered more
erodible than the rest of the watershed due to a preponderance of Santa Margarita Sandstone.
Applying these same estimates over the whole of the watershed would result in overestimation of
sediment yield.

Lastly, the simplified model yields are summed at the subwatershed level for which areas range
from 0.7 sq mi to 16.2 sq mi. The sediment data used in the synthetic model are from the Big Trees
station; a watershed of 106 sq mi. Sediment yield per sq mi varies inversely with watershed area.
That is, as watershed area increases, sediment yield per sq mi decreases. There are two main
reasons for this: 1) as watershed size increases, storm events become more variable over the
watershed producing sediment at different rates depending on storm intensity, thereby smoothing
the effects of localized intense rainfall events; and 2) sediment is moved through a small system
more efficiently than a large system, therefore a higher percentage of the sediment that reaches a
stream network in a small watershed will exit that watershed in a given year relative to a larger
watershed. This is due, in part, to the fact that the larger the watershed, the lower the overall
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gradient of the streams in the watershed, which in turn causes more sediment to be stored within the
large watershed relative to a small watershed.

This effect can be seen from the synthetic suspended sediment load produced for the Zayante Creck
Station as part of the SH&G study. The Zayante Creek station is located on a tributary to the
mainstem, upstream of the Big Trees station. SH&G estimated a synthetic suspended sediment load
for Zayante Creek (11.1 sq mi) at 4,900 tons/sq mi/yr over its period of record (1958-1992). This is
more than 2 times the synthetic suspended sediment yield developed for the Big Trees station (2,320
tons/sq mi/yr).

In order to compare the simplified model sediment yield values that form the basis of the TMDL, to
the synthetic suspended sediment yield, the synthetic sediment yield must be increased to account
for bedload. The synthetic suspended sediment yield was increased by 10%, which is the upper end
of the range of bedload values discussed above. The adjusted synthetic suspended sediment yield is
calculated as follows:

Adjusted synthetic sediment yield = 2,320 tons/sq mi/yr x 1.10 = 2,550 tons/sq mi/yr

7.2 Calculated Margin of Safety

Comparing the value for the simplified model sediment yicld for the entire watershed with the value
of the adjusted synthetic sediment yield gives a rough estimate of the implicit margin of safety. The
margin of safety is calculated as follows:

Margin of safety = (estimated sediment vield — adjusted synthetic sediment vield)
(adjusted synthetic sediment yield)

Margin of safety = (3,056 tons/sq mi/yr — 2,550 tons/sq mi/yr)/(2,550 tons/sq mi/yr)

Margin of safety = 20%

One explicit margin of safety was included in the analysis. This was associated with the Timber
Harvesting Plan roads. A margin of safety of ten percent was added to the sediment yields for these
roads to account for the low quality of the THP maps that were used to derive the THP road

mileages. This explicit margin of safety is incorporated into the overall margin of safety derived
above,
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8 Implementation Plan

8.1 Introduction

The overall intent of this Implementation Plan is to reduce sediment loading into the San
Lorenzo River and its tributaries. The Implementation Plan describes existing regulatory controls
and cites relevant sections of the California Water Code (CWC) establishing the Regional
Board’s authority to enforce the provisions set forth in the Implementation Plan. The Plan
describes the Three-Tier Framework for nonpoint source (NPS) pollution control that will be
used in determining when and what type of enforcement actions the Regional Board would use
should such actions become necessary. The Plan identifies the specific actions that are expected
to bring about the reductions in sedimentation specified in the TMDL. The Plan also sharpens
existing regulatory controls where sediment is concerned, builds on engoing efforts of both the
Regional Board and other Implementing Parties and stakeholders, and proposes new actions by
these parties. The reader can go directly to Table 8-2 in the section entitled Implementation
Actions to learn which of these actions are to be tracked by the Regional Board in its effort to
ensure compliance with the TMDL.,

Section 13242 of the CWC requires that a plan of implementation be incorporated into the Basin
Plan when the Regional Board adopts water quality objectives, such as TMDLs. The
implementation plan must include: 1) a description of the nature of the actions necessary to
achieve the water quality objectives, including recommendations for appropriate action by any
entity, public or private; 2) a time schedule for the actions to be taken; and 3) a description of the
monitoring and surveillance to be undertaken to determine compliance with the objectives.
Pursuant to CWC §13141 and §13241, this implementation plan identifies available means for
complying with the TMDL,; evaluates the economic impacts of implementation of the TMDL;
and identifies potential sources of funding for implementation actions identified herein.

Because of the sizable contribution of nonpoint sources to the sediment load of the San Lorenzo
River, this Plan will emphasize implementation of the Three-Tier Framework for NPS pollution
control (CWC §13369), and incorporate concepts set forth in the NPS Program Plan. However,
the Plan provides for integration of the three-tier approach with continued implementation of
regulatory controls on point sources, including storm water.

The Basin Plan amendment process has been certified by the Secretary for Resources as
“functionally equivalent to,” and therefore exempt from, the California Environmental Quality
Act (CEQA) requirement for preparation of an environmental impact report or negative
declaration and initial study (CCR Title 14, §15251(g)). However, a CEQA-required
Environmental Checklist must be completed and is included in the Basin Plan Amendment
package that will be considered for adoption by the Regional Board.
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8.1.1 Watershed-Wide Implementation

The listing of the main stem and three tributaries to the San Lorenzo River prompted a
watershed-scale analysis of sedimentation in this TMDL. Similarly, the Implementation Plan
includes a broad selection of actions, which are to be implemented throughout the entire
watershed. As the receiving water of all its tributaries, conditions in the San Lorenzo River are a
reflection of conditions in all tributaries, not just the three listed tributaries, Shingle Mill Creek,
Carbonera Creek, and Lompico Creek. Thus, load reductions are necessary in all major
tributaries and from all sources. Compliance with this amendment will be determined by
monitoring representative locations in certain tributaries and by tracking all implementation
actions taken.

8.2 Existing Implementation Actions

This Implementation Plan relies on continued implementation of on-going efforts augmented by
proposed implementation actions. On-going efforts of state and local entities as well as non-
governmental stakeholder organizations are addressing all sources of sediment through a broad
array of approaches, encompassing planning, and on-the-ground erosion control projects.
Enforcement of local ordinances and the regulatory basis of many of these actions were
discussed in the previous Section 8.2.3. The proposed implementation actions include a range of
specific to general actions to be conducted by Implementing Parties, which either compliment or
augment on-going efforts.

8.2.1 On-going Activities Expected to Reduce Sediment Loads

In 1995, the County of Santa Cruz Department of Environmental Health began working on the
update of the San Lorenzo Watershed Plan. A draft of that document provides an excellent
summary of on-going activities to reduce sediment loads in the Watershed. The following
contains much of that summary. Upon its completion, the final version of the San Lorenzo River
Watershed Plan will contain a more complete assessment of on-going activities.

8.2.2 Planning and Administrative Activities
8.2.2.1 County of Santa Cruz

8.2.2.1.1 Department of Environmental Health and Planning Department

In the recent years, the County has increased focus and staffing for watershed management and
erosion control efforts. In 1999, a Water Resources Section of the Planning Department was
created that included a new Resource Planner position, with a primary responsibility to advocate
and coordinate erosion control efforts within the County. In addition, new Resource Planners
work in Environmental Health and Public Works. Erosion control and resource protection are
integrated into the County’s overall development review process, increasing the consistency and
effectiveness of implementation of county planning standards.

The Environmental Planning Section addresses erosion control on several important levels:

+ Streambank stabilization project applicants must include a hydrologist’s evaluation that the
project will not induce off-site bank erosion.
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+ Environmental Planning coordinates with Public Works to improve erosion control for
subdivision grading projects.

« Winter grading approvals have been consolidated into a computer database to facilitate
tracking of projects.

« Environmental Planning staff also implement retention/detention requirements for
groundwater recharge zones in sandy-soil areas.

8.2.2.1.2 Department of Public Works

Santa Cruz County maintains 601 miles of road, only one mile of which is unsurfaced. It is one
of the responsibilities of County Department of Public Works to maintain this road system.
Maintenance practices employed by the Department include:
« A policy against side-casting material over the edge of the road;
+ End-hauling slide material to local stockpile sites, and reducing the time that material is
stockpiled at road turnouts.
+ Bidding for erosion control as a separate item in road contracts, which encourages
contractors to accommodate the cost of time and materials for erosion control.
» Communication with Environmental Planning prior to the winter season to insure
installation of erosion control measures.

Public Works has received two grants from the California Department of Fish and Game SB271
grant program. One will fund a partial roads assessment for the San Lorenzo watershed to
document culverts and identify areas of high erosion potential. The other grant will fund training
for about half of the maintenance crews in erosion control and the creation of an erosion control
manual for Public Works. Through the Department’s partnership with the Santa Cruz County
RCD on these and other projects, a public outreach and education component to the work is
under development, thereby expanding the effectiveness of the Department’s erosion control
work.

8.2.2.2 The City of Santa Cruz

In the past few years, the City of Santa Cruz has become more active in watershed issues and is
currently involved in several planning processes that relate to erosion and sediment control. The
City of Santa Cruz also owns properties associated with Loch Lomond (Newell Creek) and
Zayante Creek. The City of Santa Cruz created a new position for watershed issues that has
coordinated with the County on erosion control enforcement.

8.2.2.3 The City of Scotts Valley

The City of Scotts Valley revised their grading ordinance in 1997. The revised grading ordinance
limits cuts to 40 feet, with extra review required for cuts over 20 feet. Development is prohibited
on slopes greater than 40 percent. The City also began to review grading as an integral
component of development proposals, instead of reviewing grading once approval had been
granted. The City began to more vigorously enforce the erosion control components of the
grading ordinance, including the requirement for erosion control plans, winter inspections to
mnsure compliance, and the ability to address urgent erosion control problems and charge the
developer for the cost. In cooperation with police, the City can receive calls about erosion
control problems 24 hours a day.
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8.2.2.4 Cooperative Planning Activities for Salmonid Recovery

The TMDL and this [mplementation Plan focus on one factor critical to the survival of
salmonids—sediment. The ultimate success of these fish however will depend on several factors,
including: adequate flows, temperature, woody debris, and nutrients. Two significant
implementation efforts, which seek to integrate these factors into a more comprehensive
management strategy for salmonids in the Watershed, include the Salmonid Enhancement
Strategy, and the California Department of Fish and Game Steelhead Recovery Plans.

8.2.2.4.1 Salmonid Enhancement Strategy

Funded by the California State Coastal Conservancy, and developed by the County of Santa
Cruz, this project will yield an overall strategy to protect and enhance the steelhead population
and restore a viable Coho salmon population to the San Lorenzo River. Short and medium term
implementation projects will be prioritized. Strategies will be directed at improving and restoring
spawning migration access and spawning and rearing habitat quality for the full spectrum of
streamflow conditions and future water demand. Management strategies affecting various life
stages of these salmonid species will involve management of winter and summer streamflows,
retention of woody debris, modifying migration barriers, reducing erosion and sedimentation,
improving overall aquatic habitat quality and restoring continuous riparian canopies and
corridors.

8.2.2.4.2 The California Department of Fish and Game Steelhead Recovery Plans

The California Department of Fish and Game will prepare Steelhead Recovery Plans for each
watershed that will identify actions that should be undertaken to secure the viability of the San
Lorenzo River steelhead population. Since sedimentation is a known limiting factor, both
federal and state agencies will be involved with erosion control efforts in the San Lorenzo
Watershed. Sediment has been identified as a limiting factor in the Draft Strategic Plan for
Restoration of the Endangered Coho Salmon South of San Francisco Bay (CDFG, 1998).

8.2.2.4.3 Current and Projected Non-Regulatory Regional Board Activities

In addition to the regulatory pollution control measures described above (WDRs, NPDES, etc.)
numerous non-regulatory activities to reduce crosion and sedimentation are planned or currently
underway in the watershed (Table 8-1). These efforts will assist in implementation of the TMDL.
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Table 8-1 Non-Regulatory Regional Board Activities Affecting Sedimentation in San Lorenzo
River Watershed

On-going Priority Activities Manage Clean Water Act, Section 319(h) grant projects and
promote development of new contracts:

Current grant: Kings Creek (Araki Gulch) Sediment Control
Project to stabilize soils on a slide using semi-temporary
biotechnical measures, to allow reestablishment of trees and
other native vegetation. (Term of grant: 4/01-8/04).

Encourage voluntary implementation of BMPs to reduce
siltation: attend Blue Circle meetings, interagency meetings,
visit landowners, give presentations at workshops, review and
comment on San Lorenzo Watershed Management Plan.

Targeted Projects for Potential Funding

from NPS Implementation Protection and restoration of riparian areas/steelhead habitat.

Implementation of short course for road design and
installation.

Targeted Projects for Potential Funding

from State Revolving Fund Storm water Abatement.

Erosion Control.

Address noncompliance with existing Phase I storm water
requirements.

8.2.2.4.4 Erosion Control Projects

Diverse agencies have implemented erosion control projects in the watershed. The Natural
Resources Conservation Service, through their Watershed Emergency Program, sponsored bank
stabilization efforts at Felton Covered Bridge, Glen Arbor and Spring Street. The State
Department of Parks and Recreation stabilized an eroding streambank that threatened a group of
old-growth redwood trees in Henry Cowell State Park. Since 2000, Caltrans has repaired three
large landslides along Highway 9: south of Felton, at Glen Arbor Road, and north of Boulder
Creek. In 2000, the Natural Resources Employment Program (NREP) installed biotechnical
slide stabilization measures on Araki Road. NREP has secured funding through the State Water
Resources Control Board to continue this work (Table 8-1). The San Lorenzo Valley Water
District repaired a large gully on Box Gulch, in the Zayante watershed.

The County Planning Department has overseen the implementation of several erosion control
projects in the San Lorenzo Watershed, including: a sediment basin and slough wails in the
Rancho Rio development, a sediment basin on Mill Creek, and improvements to Love Creek
Road (1981), the Bean Creek Road Slide (1980s), and King’s Creek Road (1999).

The Santa Cruz County Resource Conservation District has recently implemented a number of
erosion control projects in San Lorenzo Valley. Three projects were installed recently (2000) as
part of a Clean Water Act Section 319 (h) grant. One project assisted a private landowner with a
bank stabilization project including retention of a large log on Bean Creek. Another project
involves improving drainage and reducing erosion from a site along Bean Creek Road. The last
project involved drainage and paving a small private road to reduce erosion. The RCD partnered
with the County Department of Public Works on the Bean Creek Road project, effectively
expanding the reach of the Department’s erosion control work through public outreach and
education.
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In the lower two miles of the San Lorenzo River, the Army Corps of Engineers and the City of
Santa Cruz are raising the levees through downtown Santa Cruz to provide better flood
protection. At the same time, the City of Santa Cruz is examining opportunities to enhance
steclhead habitat in the lower mainstem and estuary, and has undertaken a two-year estuary
monitoring effort with funding from the State Water Resources Control Board to better
characterize conditions there.

8.2.2.4.5 Qutreach, Education, and Technical Assistance

There are ongoing efforts for erosion and sedimentation education and outreach in the San
Lorenzo Watershed. Overall, there is consensus that the public is better informed about erosion
and sedimentation issues than in 1979. However, while public awareness has increased, a
constant influx of new residents and growing watershed population will keep public education
and outreach a challenge.

Outreach and education efforts include the San Lorenzo Watershed Caretakers, a Coordinated
Resource Management and Planning (CRMP) group supported by the Santa Cruz County
Resource Conservation District (RCD) that has been active since 1995. As part of their recent
319(h) grant, the Santa Cruz County RCD sponsored a number of outreach efforts, including
newsletters, tours and rural roads maintenance workshops.

The County has implemented numerous public outreach and educational programs over the past
twenty-two years. A Rural Road Maintenance Workbook was developed by the Planning
Department in the early 1980°s and was distributed for many years. In 1986, the County
distributed a StreamCare Guide to all stream-side residents that included information on impacts
of sedimentation and techniques for bank stabilization. Brochures on the Erosion Control and
related ordinances have been updated. County staff present information at a Soil Conservation
Class taught each year at Cabrillo College. The City of Santa Cruz, through its watershed
specialist, has been active in the last year with informal outreach to erosion control violators in
the watershed.

The 1979 Watershed plan envisioned greater technical assistance for erosion control efforts than
1s currently available. Staffing and organizational changes have limited technical assistance
provided by the Natural Resources Conservation Service. Local specialists in erosion control
and road construction are few, costly, and not readily available. However, technical assistance
has increased in the past few years. Watershed planning efforts and the listing of steclhead will
help provide more technical assistance over the next several years. While more technical
assistance may be available to agencies and organizations, it may not be widely available to
individual landowners.
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8.3 Proposed Implementation Actions

The Central Coast Regional Water Quality Control Board (Regional Board) will implement the
TMDL in coordination with the San Lorenzo River Technical Advisory Committee, chaired by
the County of Santa Cruz Water Resources Program Environmental Health Services Department.
The Technical Advisory Committee is a consortium of stakeholders, including representatives
from water agencies, federal, state, County and city agencies, the County Resource Conservation
District, private landowners, and the environmental community. The Committee’s role in
implementation of this TMDL will be to provide a forum in which to periodically examine the
effectiveness of sediment reduction activities, and to support the Regional Board’s tracking of
these activities.

This Implementation Plan emphasizes reduction of chronic fine sediments generated from road
networks and parcels by means of both general and specific implementation actions to be
undertaken by Implementing Parties and stakeholders throughout the watershed. Several of these
actions are identified as “Trackable Implementation Actions™ (Table 8-2). The criteria used by
the Regional Board in determining which implementation actions were trackable, included:
relative significance of problem addressed; identification of potential source of funding; and,
high level of existing coordination in place, increasing the likelihood for successful
implementation. Table 8-2 groups the proposed implementation actions by sediment source
categories to demonstrate that each category is addressed by specific actions.

Some of the initial implementation actions include further assessments necessary to locate and
prioritize specific projects that would result in the greatest reductions in sediment from chronic
sources. Implementation actions also include developing strategies to treat known point sources
such as the Bean Creek Road slides. Thus, before implementation of some of the on-the-ground
projects begins, considerable work needs to be done.

Implementation Plan — Page 8-9




01-8 39eq — uejd vonewjusmajdury

‘[eLId)RL APOOM TIIRIA) puB ‘uondajold jueq prmey
0} saAnewLI e Juawafdun ‘QuBann [areys uleiurew ‘uonseyold Topruos venedu

~ Ay Supuonidiny

uonIy 4en uenEuAID

z00Z ‘0) eunp

noaﬂnoaﬁum PUE UOISOIF JO $35INGS SSIIPPY O] SUOTIOY UOTIBUSWS[C EH o_n.mxoﬁ L -8 91q8L,

sy ‘D ‘Surmerd Hjuno) sa0udun o} saunpadoad pue saioijod Aypow pue suresSord woneonps wawad 4
SIAIIG
Yi[esy [e3uawuoIALg Alunoy) ‘Fuinueg JUSUIPAS
Auno)) ‘usWBsIoH Ziuyy BIueS ‘oY Jo adseyosip 2onpal o} saonoeld JustusSeurwr YooIsaAl] paacidl sjowolg O pue]
"SEQIE [10S-ApUBS 139104d 19113q 03 JDUBUIPIY) [0NUO)) UCISOIY PUE SUOLRINASY BNy pus weqln) Q0
iy eues Jo A1 | Suipein Znu) ejueg jo A1) ul SUoisiacid [01U0D UCIS0S3 SSIARI 0) PAdU djenjeag N ispateg padopadg

"SEarE
[tos-Apues J09j01d 13112q 01 S9UBUIPIO [OHUC)) UOIsOX] Pue sucnenday Juipein

A3|[e A s11025 Jo AR A31fe A sN100§ Jo AN ul suoIsIAOK [OLUO0D UOISCID ISIAII O) PIaU senfea] A
*SE3IE [10s-Apues 123104d 1a119q 0] 22UBWIPIY) [0JIUC)) UCISOIT pue

Suluueld Auno) | suonendsy Suipesry uno) Ul sucisiacxd JOIUGS UOISOID ISIAI O) pIJU Aen[eaq ]

El
spusT dHL
I-v ispare] padopasrg
‘040D

‘go0OMY “Aunod ‘SN ‘Pes-ADH weiFoid juatusaosdu peos ayeaud dofasag o
"sw2]qoad paynuap: At Fuissaippe
pue Suipuny 1oj weidoid e do[2as( “SaLEINQUY PUR 13A1Y OZUSICT UBS OIUL

SyRJ S | UOIS0IS JOf S[ieJ) PUE SPEOI JIRJ LIS $5955Y 'S[[BN} DUR SPEOJ Yo d 318G $S355Y [

"PAYSIANRAN 0ZUDI0T UBG U] Ieall AeALlg/Ngngd
sueL[e)) PUB SHIOA 1qnd Aunosy Jo ut (s)ans [esodsip sprods dojaaap :jesodsip pue juswaSewew sprods saosdwyy | apisweang pue puepdp
Suuued pue sy 21qng Alunoy ‘weaosg (Jd) seonoel] yuswaSeuely 1oy aoueuuiely peoy e dopasg H SPEOY

SAULD) ‘SUBNES) ‘SHIOM OUqNJ AJuno;y "uo112a.L102 10] swaqeld 3Znuowd pue AJojuaa of aseqeiep peos digad ajeary 0

H
‘(o xipuaddy up sapny aonovig

JOOMY “RING dH, ‘HAD | #2404 wroy fo 53diasna 235) s3000RiJ JAUISSEULY 159g Ueld 1SIARY Iaquiy 4
PAUSIARA OZURIOT
UeS 243 InoYSNnolly) uonuassid UCIRIUBUIIPaS PUR 0103 UoIs0s o} Suruead

Fuiuue)g Awunod SUOTIB[O1A SP0J AJUNOY) JO JUSUIDIOFUS JA1IS[J0 20w 10§ ASajens dopoasq

Sujuuelqd HunonH “porxd soueudlurew i ], EaA-¢ Sumol[o) 2ourwpio [onuod uoisoIs anogug (I JHL oPiswreans pue paerdp
"PAYSIAIEAL JIATY OZUAI0] UES Iy 20} :speoy

saonaexd yuauaFeuew Funsaarey Jaquun syioads dopassp 03 812)5310) pue S13UMO

g2o0my ‘Surmue(d Auno) ‘4qD ‘SANN pueiaquuy pue ‘sauase [E20] pue ‘a1es ‘[eiapa) Jo dnoiny Sunjom e 3usauod D
"SBUISSOLD 3SIN0IIAEM [[ SSB[) PUB

gO0MY | 15580 s SEH1 U0 159AteY IDYE SIBIA ¢ 0) ¢ SUON0dsU] 1SARE-1504 WIoLs] ]
“535JN02135eM

1 mmﬂo pue | SSB[D JO %001 01 m:o:ue%ﬁ 1S3AIRH-314 I8 9oussaud aseardup

g INFWNHOVYLLY

TAWL UONENIS PBYSISIEM JOATY OZUBIOT UBS | IVHA




11-8 o8eq — ue[q vonemouaduIy

A3[Je A 511095 JO AJL)) “ZN1)) BjUES JO (dINMS) SUB[d JISIDEEURY 13JEAL WI0JS UL SaINSEalll [0)U0D JO JUSII2I0JID spaeg padojaaaq pue speoy
b_u mfge u_Szm _Em m:_EEE Aunoyy pue ao:oo%E S_m ._o.w fsoud e se uusmsﬁB h.s_m omcu._s ﬁm Yl AJauap]

DmDZE.ZOU 8 u_am_h

d 'N-f H-V SuequILang
AB0]0ar) pUE SaULy “3)18 591832)33Y UOSUBRH
Jo UOISIAY( erwlofIe) ‘Sumuue]d £Junosy 1e syoedw ALrenb jo uonedunu oyp Sunjea(anoe ssaippe o) AGarens doppadg |
101 Bunsep ssel

SUOR PUB 0Ty oyduey YredAyS ‘peoy AISugoy ‘Sopl|s PrOY Y321 UBag ‘Ops
UCULISH E:Ez m:G_.__uE S33IN0S E_oﬁ_ L0 U01S049 30NpPaI 0} Adorens no_?un_ O

m»:m A mzcom 10 AU co.::ou

g LNGWHOVLLY
Z00Z 0} sunp AL uone|IS heysieleps JoAIY OZuaio] UBS 14VyQ




DRAFT San Lorenzo Rivar Watershed Siltation TMDL June 10, 2002
ATTACHMENT B

Other implementation actions would result from sharpening the language and introducing greater
specificity to existing regulatory control measures used by the Regional Board. For example, the
County’s forthcoming Storm Water Management Plan, required by Phase IT Storm Water
NPDES permit rules, will identify the San Lorenzo River Watershed as a priority for site
inspection and enforcement of control measures. Similarly, the cities and County will consider
the need to revise ordinances to increase their effectiveness in preventing erosion and
sedimentation.

Development and implementation of a variety of management practices for road maintenance
and erosion control can move forward immediately. The County of Santa Cruz Draft San
Lorenzo Watershed Management Plan describes recommendations for control of erosion and
sedimentation (Appendix G). Several of the County’s recommendations are related or identical
to Trackable Implementation Actions.

Swanson Hydrology & Geomorphology outlined available strategies and measures to reduce
erosion and chronic sediment in their report on Bean and Zayante Creeks (2001) (Table 8-3).
Implementing Parties would be expected to select from these, or comparable measures, in
developing specific strategies for on-the-ground treatments.

In the following discussion of specific Trackable Implementation Actions, letters in parentheses
correspond to those actions identified in Table 8-2.

8.3.1 Roads (Upland and Streamside)

For timber harvest plans, the Regional Board will increase staff presence at Pre-Harvest
Inspections to 100 percent where Class I and Class II watercourses are affected by road
crossings, or by significant harvest operations (A). The Regional Board will also maintain the
option to perform post-harvest inspections three to five years after harvest on these same
watercourses (B). Regional Board staff will coordinate post-harvest inspections with the
County’s enforcement of the erosion control ordinance following the 3-year THP maintenance
period (D). The County Planning Department will also develop a strategy for more effective
enforcement of County code violations pertaining to erosion control, which would improve
enforcement on Timber Harvest Plans as well as throughout the watershed (E).

The County of Santa Cruz Planning Department will convene a Working Group involving
representatives of the Regional Board, the National Marine Fisheries Service, the California
Department of Fish and Game, and the Department of Forestry and Fire Protection, and Santa
Cruz-based timberiand owners and foresters (C). The Working Group will convene to develop
specific timber harvesting management practices that will ensure compliance with the Sediment
TMDL for the San Lorenzo River.

Appendix F includes excerpts from the Interim Forest Practice Rules for Protection and
Restoration in Watersheds with Threatened or Impaired Values (§916.9 of 2001 Forest Practice
Rules). The excerpted portions are those that are directly applicable to controlling erosion and
sedimentation through Timber Harvesting Best Management Practices (BMPs) for THPs in the
San Lorenzo River Watershed. Regional Board staff have interpreted the language in the 2001
Forest Practice Rules such that the requirements apply to any planning watershed in which
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timber operations could contribute pollutants or stressors limiting water quality in a listed water
body; these planning watersheds are the subwatersheds identified in this TMDL (Figure 2).

The Regional Board may require evidence of implementation of BMPs during Pre-Harvest

Inspections and in subsequent post-harvest inspections {(F). Should the Board of Forestry at some
future date adopt final rules that are more restrictive than those identified in the Interim Rules, or
should the Working Group (above) identify specific measures that are more restrictive, the more
restrictive practices would replace those identified in the Interim Rules excerpted in Appendix F.

The County Department of Public Works, Caltrans, and the cities of Santa Cruz and Scott’s
Valley will create a public road database to identify and prioritize maintenance and improvement
projects {GG). The entities will complete road assessments on inner gorge roads and in sandy-
soils areas first, then complete the rest of the Watershed, concentrating in areas of high erosion
hazard.

Continuing with implementation of recommendations from the County Public Works’ Erosion
Control Manual, the County Department of Public Works will develop a Road Maintenance Best
Management Practices (BMP) Program to improve maintenance (H). The Department will
continue training of maintenance crews, and develop regular training for staff. Working with
Calirans, the Department will improve spoils management and disposal by identifying a spoils
disposal site(s} in or near the San Lorenzo Watershed (I).

California State Parks will assess roads and trails for erosion into the San Lorenzo River and its
tributaries. The agency will also develop a program for funding and addressing any identified
problems.

Because roads figure prominently in stormwater conveyance facilities, stormwater management
plan provisions relative to roads will emphasize this TMDL watershed. Municipal Storm Water
Management Plans (SWMP) covering the County, and the Cities of Santa Cruz, and Scotts
Valley will identify the San Lorenzo River Watershed as a priority for site inspection and
enforcement of control measures. SWMPs will also specify an environmental review procedure
by which one-acre and greater construction projects are notified of the requirement to prepare
storm water pollution prevention plans (S). These entities are identified as responsible
dischargers and the inclusion of the above features into their SWMPs are a required action under
this TMDL.

The Santa Cruz Resource Conservation District will establish a private road improvement
program (K). The program will implement cost effective private road demonstration projects
utilizing BMPs; develop long-term maintenance agreements that may establish a formal County
Service Area or other formal contractual agreement; and develop a monitoring plan to assess
project effectiveness in improving water quality.

8.3.2 Developed Parcels (THP Land and Other Urban and Rural Land)

In addition to certain of the Trackable Implementation Actions identified to address the Roads
source category (including A-F, S), several actions for developed parcels are identified in Table
8-2. First, the County and the Cities will evaluate the need to revise the erosion control and
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grading ordinances to include more specific regulations and guidelines for sandy-soils areas.
These revisions will benefit other sandy-soil areas throughout the County, including portions of
Bonny Doon, Soquel watershed, and Aptos/La Selva Beach/Corralitos areas (L, M, N).

Also, the County Resource Conservation District, the Santa Cruz Horsemen, County Planning,
and County Environmental Health Services will promote improved livestock management
practices to reduce discharge of sediment (O).

Additionally, the County Planning Department, the Department of Fish and Game, and the Cities
of Scotts Valley and Santa Cruz will take the lead in implementing education programs and will
modify policies and procedures to improve riparian corridor protection, maintain channel
integrity, implement alternatives to hard bank protection, and retain woody material (P). As part
of this effort, the County will revise the Santa Cruz County Stream Care Guide.

8.3.3 Mass Wasting

Mass wasting sources of sediment require site-by-site assessments to develop an appropriate
strategy for stabilization. The County and the City of Scotts Valley will develop a strategy to
reduce erosion from point sources, including the Mount Hermon slide, the Bean Creek Road
slides, and slides on McEnery Road, Skypark, Rancho Rio and Monte Fiore (Q). County
Planning and the California Division of Mines and Geology will develop a strategy to address
accelerating the mitigation of quarry impacts at Hanson Aggregates site (R).

8.3.4 Streambanks

Streambank erosion will be addressed by several of the actions identified here, including
Implementation Actions A-H, J-N, and P.
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Table 8-3 Available Strategies and Measures to Reduce Erosion and Chronic Sediment for Sites
Situated in Inner Gorge and Hillslope Settings (SH&G, 2001, Table 6.3)

TREATMENT STRATEGY | TREATMENT MEASURE
Roads
Drainage Control | Disperse/Slow Grass-lined Swales
Runoiff
Infiltration Trenches
Rolling Dips + Water Bars

Outslope roads

Pave roads with compacted gravel/decomposed Granite
Control Place flow in culverts
Coencentrated
Runoff

Extend culvert outlets and fit with energy dissipaters
Use curbs to direct runoff on paved roads

Sediment/Erosion | Soil Stabilization Pave road surfaces with asphalt

Control Pave roads with compacted gravel/decomposed Granite
Rock line open drainage ditches

Install retaining/slough walls to stabilize

road cuts and trap sediments

Stabilize roadcuts and sidecast with vegetation

Sediment Retention  Install staged catch basins
Install vegetated filter strips
Install organic debris filters
Install sediment retention basins

Developed Parcels

Drainage Control | Control runoff from  Install roof gutter and downspout systems and control discharge in
impervious surfaces  pipe
Install pipe extensions and eneigy dissipaters to safe outlet

Disperse runoff Direct runoff to infiltration trenches
Direct runoff into grass lined swales and/or open flat vegetated areas
Sediment/Erosion | Soil Stabilization Muich and plant vegetation on exposed soils
Control Install retaining structures to support fill slopes

Instail retaining / slough walls on cut slopes

Sediment Retention  Install vegetated filter strips in drainage paths and/or in flow
dispersion areas
Install catch basins at inlets or culvert discharge points, control
outflow by dispersion and/or energy dissipation.

8.4 Regulatory Mechanism by which TMDL Implementation is Assured

8.4.1 Regional Board Authority to Require Implementation

The Porter-Cologne Water Quality Control Act establishes the responsibilities and authorities of
the Regional Water Quality Control Board, including authority and responsibility for regional
water quality control and planning. The Regional Board establishes water quality objectives by
amending its Water Quality Control Plan for the Central Coast Region (Basin Plan). To prevent
water quality problems, the Regional Board enforces waste discharge restrictions. The waste
discharge restrictions can be implemented through waste discharge prohibitions, Water Quality
Certification (Clean Water Act §401), National Pollutant Discharge Elimination System
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(NPDES) permits, waste discharge requirements (WDRs), enforcement actions, and/or Best
Management Practices (Basin Plan, p. IV-3.)

The Basin plan specifies pollution controls from point sources by implementing a variety of full
regulatory programs, including the NPDES Program, and the issuance of Waste Discharge
Requirements. In the case of nonpoint sources, the Regional Board relies on the implementation
of NPS controls, including Management Measures and associated Management Practices within
the Three-Tier Framework for NPS pollution control (CWC §13369), and on the application of a
wide range of State programs and enforcement authorities.

8.4.2 Three-Tier Framework for Nonpoint Source Pollution Control

The three-tier framework uses three different options of enforceable policies and mechanisms
under the California Water Code to ensure implementation of the “Plan for California’s
Nonpoint Source Pollution Control Program,” (NPS Program Plan). The options, or tiers, are
presented in order of increasing stringency:

Tier One: Self-Determined Implementation of Management Practices

Tier Two: Regulatory-Based Encouragement of Management Practices

Tier Three: Effluent Limitations and Enforcement.

Through the Three-Tier Framework, the Regional Board acknowledges that many NPS problems
are best addressed through the self-determined cooperation of stakeholders in improving their
management practices (Tier 1). However, persistent NPS water quality problems not effectively
resolved through self-determined action will be addressed through applicable regulatory
programs and authorities (Tier 2 and Tier 3). Sequential movement through the tiers is not
required of the Regional Board. Depending on the severity of the NPS problem, the Regional
Board may move directly to the enforcement actions specified in Tier 3. Also, the Regional
Board can choose to implement a combination of water quality control mechanisms from each of
the Tiers as well as additional remedies (e.g., enforcement orders) as provided under the CWC.

The listing of the San Lorenzo River, Lompico Creek, Shingle Mill Creek, and Carbonera Creek
as impaired by sediment, is based on evidence of persistent nonpoint source water quality
problems that are not responding to self-determined actions in the watershed. This
Implementation Plan represents a programmatic response to these problems and will exercise all
options available under the Three-Tier Framework.

8.4.3 Regulatory Controls to Reduce Sedimentation

Described below are existing regulatory pollution control measures used by the Regional Board
that potentially affect sediment discharge in the San Lorenzo River Watershed. The manner in
which these measures will be used to achieve the reductions in sediment loading is described in
sections that follow.
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8.4.3.1 401 Certification

This is a federal program that requires a permit for activities that may result in a discharge into a
waterbody. The program requires request for certification be made to the State to insure that the
proposed activity will not violate any state or federal water quality standards. Most of the
projects subject to water quality certification involve work in and around waterways. In the San
Lorenzo River Watershed recent projects have included: levy upgrade and sediment removal,
culvert replacements, creek restoration, bank protection, and drainage improvements.

8.4.3.2 National Pollutant Discharge Elimination System Permits

With the exception of several storm water permitted facilities, there is currently only one point
source discharger of sediment covered under National Pollutant Discharge Elimination System
(NPDES) permits in the San Lorenzo River Watershed. The permit for this facility, the RMC
Lonestar Olympia Sand Plant, includes effluent requirements for turbidity.

8.4.3.2.1 Storm Water Permits

Phase I and Phase II federal storm water regulations require NPDES permits for construction
activities, industrial activities, and municipal separate storm sewer systems. Phase I of the
USEPA Storm Water Program was promulgated in 1990 under the Federal Clean Water Act.
Phase 1 relies on NPDES permit coverage to address storm water runoff from: (1) “medium” and
“large” municipal separate storm sewer systems (MS4s) generally serving populations of
100,000 or greater, (2} construction activity disturbing five acres of land or greater, and (3) ten
categories of industrial activity. The Storm Water Phase 1l Final Rule is the next step in
USEPA'’s effort to preserve, protect, and improve waters polluted by storm water runoff. The
Phase II program expands the Phase I program by requiring additional operators of MS4s in
urbanized areas and operators of small construction sites, through the use of NPDES permits, to
implement programs and practices to control polluted storm water runoff. General permits will
cover these actions and will require permittees to submit a Notice of Intent to comply with the
permit and to submit a Storm Water Pollution Prevention Plan (SWPPP) for construction sites, or
Storm Water Management Plan for municipalities. The SWPPP must include a site description
and measures and controls to prevent or minimize pollutants in storm water discharges.

Polluted storm water runoff from construction sites often flows to storm sewers and is ultimately
discharged into the San Lorenzo River and its tributaries. Newell Creek, Carbonera Creek, Bean
Creek, Zayante Creek, and Limestone Brook receive storm water flows directly from facilities
permitted by the Regional Board under General Industrial and Construction Storm Water
Permits. Of the pollutants commonly discharged from construction sites sediment is usually the
main pollutant of concern.

The Phase I NPDES Storm Water Program currently in effect requires operators of construction
activities that disturb five or more acres to obtain a NPDES Construction Storm Water Permit.
The Regional Board issues these permits in Santa Cruz County. The Phase II Final Rule similarly
regulates discharges from smaller construction sites disturbing equal to or greater than one acre
and less than five acres.
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A Storm Water General Construction Permit covering all small construction sites in communities
of the Central Coast Region is scheduled for State Board adoption by December 8, 2002. Site
owners/operators will be required to submit a Notice of Intent to be covered by this permit. A
Storm Water General Municipal Permit covering all communities greater than 10,000 is
scheduled for Regional Board adoption the same date. Under the General Municipal Permit, the
County of Santa Cruz, and the cities of Santa Cruz and Scotts Valley will be required to develop
and submit Storm water Management Plans to the Regional Board by March 10, 2003. Upon
submittal of the Storm Water Management Plan to the Regional Board, the entities will be
covered under the General Permit,

The Phase II Final Rule will require Santa Cruz County and the Cities of Santa Cruz and Scotts
Valley to develop, implement, and enforce a program to reduce pollutants in storm water runoff
to their storm sewer system. The municipalities are required to:

« Have an ordinance or other regulatory mechanism requiring the implementation of proper
erosion and sediment controls, and controls for other wastes, on applicable construction
sites;

» Have procedures for site plan review of construction plans that consider potential water
quality impacts;

« Have procedures for site inspection and enforcement of control measures;

» Have sanctions to ensure compliance (established in the ordinance or other regulatory
mechanism);

»  Establish procedures for the receipt and consideration of information submitted by the
public; and

» Determine the appropriate best management practices.

The City of Santa Cruz has begun implementing a program with the assistance of the State
Coastal Commission and the Monterey Bay National Marine Sanctuary Water Quality Protection
Program. The Program has developed an Urban Runoff Management Plan for areas draining into
the Sanctuary. The Cities, the County and other jurisdictions will eventually implement this Plan.
The City of Santa Cruz has established a stormwater utility charge to finance flood control and
urban runoff management (County of Santa Cruz Environmental Health Services and Planning
Department, 2001, p. 33).

8.4.3.3 Waste Discharge Requirements

The Regional Board, pursuant to CWC §13260, can stipulate requirements on any proposed or
existing discharge of waste that threatens to cause or causes adverse effects to water quality,
including nonpoint source discharges. Once issued, compliance and water quality protection are
legal responsibilities of the Waste Discharge Requirements (WDR) holder.

With rare exception, WDRs enforced in the San Lorenzo River Watershed address non-sediment
related discharges—the majority being focused on domestic wastewater. However, WDRs can
provide an appropriate context for requirements that indirectly reduce erosion and sedimentation.
Such provisions are included in several San Lorenzo River Watershed WDRs. For example,
paved area runoff retention is required at certain facilities, potentially reducing the erosive
potential of storm water flows.
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8.4.3.4 Other Agency’s Regulatory Activities

In addition to the Regional Board’s role in regulating the protection of water quality, the
California Department of Fish and Game (CDFG) and the County of Santa Cruz have
enforcement authority for issues related to erosion, sedimentation and water quality in the San
Lorenzo Watershed. While the City of Santa Cruz has no direct authority, they have a strong
interest in facilitating enforcement due to the potential for erosion to affect their water supplies.
The following description of other agency’s regulatory activities is taken from the County’s
Draft San Lorenzo River Watershed Plan Update.

8.4.3.4.1 The County of Santa Cruz

The most significant erosion control efforts by the County of Santa Cruz have been the
development and implementation of ordinances that reduce erosion through development: the
Erosion Control Ordinance, the Grading Ordinance, the Geological Hazards Ordinance and the
Riparian Corridor Protection Ordinance. These ordinances work in concert to minimize both
short-term and long-term site disturbance by development (County of Santa Cruz Environmental
Health Services and Planning Department, 2001, p. 53). The Departments of Public Works,
Environmental Planning, and Code Compliance have different responsibilities to enforce the
Erosion Control Ordinance. Environmental Planning staff is responsible for enforcing erosion
control measures for grading and other development permits. Public Works is responsible for
enforcing erosion control measures on subdivisions. The ordinance limits the period of legal
earthwork to the dry season, generally April 15 through October 15. General water quality
protection is also effected through implementation of the riparian corridor protection ordinances,
which requires setback of land disturbing activities from creeks in the County and both cities.
However, these policies are subject to variances, particularly on properties where there already
exists disturbance of the riparian corridor (Ibid., p. 36).

County code compliance responds initially to complaints for violations of the Erosion Control
Ordinance. Enforcement has evolved substantially in the past twenty-two years. Following
passage of the erosion control ordinance in 1978, enforcement was performed informally under
the Watershed Section. Then, enforcement of the environmental ordinances evolved from a part-
time position to a full-time position within Environmental Planning. In 1995, environmental
code compliance was consolidated with code compliance for building and zoning regulations.
This consolidation has several positive benefits. Erosion enforcement is now more standardized,
especially for tracking cases, and has benefited from the code compliance senior staff and
management attention. Code enforcement staff has received some training in erosion control
1ssues. One staff person is responsible for the San Lorenzo Watershed and is located at the
Felton office. Code compliance has also received also increased attention and support from
County Counsel and the District Attorney’s office. Currently, code compliance is better
positioned to abate erosion problems with the recent creation of an Environmental Mitigation
Fund and hiring of two contractors who will correct erosion control violations when property
owners fail to achieve compliance and the cost will be billed to the owner.

Despite these improvements, other agency staff and the public perceive that County code

enforcement for erosion control could be improved. Low staffing, long response times and the
perceived low priority for erosion control violations are the primary criticisms. However,
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erosion control violations, especially larger ones, can be difficult and expensive to resolve. In
recent years, staff turnover and an existing code compliance backlog may have delayed timely
enforcement and perhaps have increased the proportion of minor grading activities conducted
outside of existing regulations. Erosion control enforcement could be improved with regular
training, especially for new staff, better communication between environmental planning and
code compliance staff, and regular evaluations to track effectiveness and make improvements.
Recently, the City of Santa Cruz Watershed Specialist has begun coordination with the County
on enforcement issues, and tries to resolve small violations through outreach to private property
OWIETS.

County of Santa Cruz Public Works has made strides in maintenance and project practices to
reduce erosion, since 1979 when the County’s first Watershed Management Plan was adopted.
These improvements include, a policy against side-casting material over the edge of the road;
end-hauling slide material to local stockpile sites, and reducing the time that material is
stockpiled at road turnouts. With California Department of Fish and Game funding, Public
Works has funded a partial roads assessment of the watershed to document culverts and identify
areas of high erosion potential. These funds also supported training for maintenance crews in
erosion control and the creation of an erosion control manual for Public Works (Ibid., p. 55).

8.4.3.4.2 The California Department of Fish and Game

The California Department of Fish and Game enforces erosion control standards through:
1. Issuance of Streambed Alteration Agreement Permit (SSA permit) for work in the bed or
bank of streams,
2. Taking enforcement action against work done in streams without an SSA permits,
3. Participation in reviews of timber harvest plans; and
4. Taking enforcement action against the discharge of materials deleterious to fish life,
including sediment discharge.

In the past, the California Department of Fish and Game (CDFG) issued streambed alteration
agreements on a local, less formal basis. Due to a lawsuit, the California Department of Fish and
Game is now required to comply with CEQA for all projects under their jurisdiction. CEQA review
results in a more careful project review, more coordination with County review, a more lengthy
review time, and potentially better original projects with adequate mitigation.

8.4.3.4.3 The California Department of Forestry and Fire Protection

8.4.3.4.3.1 Forest Practice Rules

Timber harvest activities on private and public land in California are presently governed by
Timber Harvest Rules that were initiated by the Z'berg-Nejedly Forest Practice Act of 1973. The
California Department of Forestry (CDF) administers the rules for timber harvest plan permits.
Pursuant to a Management Agency Agreement between CDF and the Regional Board, the
Regional Board reviews and comments on Timber Harvest Plans (THPs), at times conditioning
their approval on specific mitigations to protect water quality.

Requirements for THPs have steadily increased and include that erosion control and stream
protection measures be developed, documented, reviewed and carried out. Since 1973, many
additions and modifications have been added to the rules governing timber harvest. However, the
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findings of a 1999 Scientific Review Panel (SRP) report found that the Forest Practice Rules
(FPR) did not protect endangered salmonid habitat. SRP recommendations have been applied by
the State Board of Forestry as an interim measure prior to development of site-specific watershed
plans that will eventually guide timber harvest. Interim Rules of the FPR also address threatened
or impaired values and state, in addition to all other district Forest Practice Rules, requirements
to “comply with the terms of a Total Maximum Daily Load (TMDL) that has been adopted to
address factors that may be affected by timber operations if a TMDL has been adopted, or not
result in any measurable sediment load increase to a watercourse system or lake” (Section 916.9,
936.9, 956.).

Under current conditions in the San Lorenzo River Watershed, management attention to timber
harvest roads generally exceeds the attention given to some privately held roads for the two-year
period required under the FPR. In some cases, drainage and erosion control improvements on
private roads that access THP lands are made possible through harvest activities. However, the
fact remains that timber harvest does open up new roads and skid trails, or reactivates older roads
and trails that were constructed prior to current standards. Timber roads are often used for
residential purposes even though they do not have to meet the standards required for residential
roads under County policies and ordinances. After the harvest period, trespass or residential use
can induce erosion from timber roads.

8.5 Schedule of Compliance

Estimates of controllable load were based on application of typical BMPs appropriate for local
conditions (see Chapter 6, Allocations). For each source category, Regional Board staff
anticipate reductions would result from an aggressive approach to project implementation. The
timeline for implementation will be 25 years. Within this period staff expects that Trackable
Implementation Actions, and/or in-lieu practices, and the specific projects they drive, will result
in substantial instream habitat improvements. At the same time, staff recognizes that within this
25-year period, extreme storms and episodic sediment loading will occur (SH&G, 2001, p. 43).

Because sediment loads are not to be directly measured over this 25-year period, the schedule of
implementation for this TMDL tracks the completion of implementation milestones, and lays out
a sequence of reviews and evaluations that form the basis of an adaptive management strategy
(Table 8-4). This schedule includes an initial period to finalize the comprehensive monitoring
plan.
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8.6 Demonstrating Compliance

8.6.1 Measures of Success

The primary measure of success for implementation of this TMDL is attainment of the numeric
targets (which represent or indicate the load allocations). However, recognizing the variability
inherent in the factors affecting sediment loads within the San Lorenzo River Watershed, staff
will consider other measures of success in evaluating implementation of the TMDL, including
attainment of Trackable Implementation Actions, or in-lieu practices.

Because it will be several years before we are able to evaluate the effectiveness of
implementation using water quality indicators, in the initial phase of implementation we will
focus on demonstrating compliance by tracking the completion of actions described in this
Implementation Plan. Thus compliance 1s achieved initially by demonstrating through reporting
requirements that implementation measures have been undertaken, and subsequently by showing
that numeric targets are achieved through monitoring. A complete description of compliance
monitoring is presented in the next section, Monitoring Plan.

Regional Board staff and the San Lorenzo River Technical Advisory Committee will meet on an
on-going basis at least annually to discuss progress in implementation. In assessing the status of
compliance, Regional Board staff will consider the degree to which the Implementing Party has
implemented, or is implementing, sediment control measures. Through scheduled reporting,
Implementing Parties will provide the necessary information upon which staff will make the
determination of compliance. Every three years, staff will consider possible changes to the
actions and reporting requirements. Modifications may include selection of additional BMPs, or
substitution of BMPs identified in this TMDL as Trackable Implementation Actions (Table 8-2).

The parameters associated with numeric targets (e.g., residual pool volume, fine sediment
percentages, etc.) are relatively insensitive to probable annual variations in the effects of
sediment loading. Ideally, parameters would directly account for spatial and temporal variations
in precipitation, runoff, and discharge, enabling analysts to distinguish changes in loading and its
effects from land use practices, from changes attributable to differences in runoff intensity. Such
indicators were not identified for this TMDL, therefore the numeric targets are expressed as ten-
year rolling averages. Additional data, including effectiveness monitoring data developed by the
County and other Implementing Parties will be collected in parallel with numeric targets data to
better inform TMDL compliance evaluations and propose course corrections as necessary. This
approach allows proceeding with BMP installation while additional monitoring data are collected
to either strengthen the existing analysis or to provide a basis for reviewing and revising the
TMDL. This “adaptive management” approach enables stakeholders to move forward with
resource protection based on reasonably rigorous planning and assessment.

8.6.2 Failure Scenarios

There are two “failure scenarios” in which implementation of the TMDL would be considered
unsuccessful, and Regional Board action would be required. The first of these would be failing to
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achieve the numeric targets and corresponding load reductions whiie at the same time
completing Trackable Implementation Actions. Regional Board staff recognizes this outcome is
a distinct possibility, based on past occurrences of uncontrollable natural disturbances, such as
major floods, catastrophic wildland fires, and earthquakes. Under this failure scenario, the
Regional Board’s action would be to re-evaluate the numeric targets and implementation actions
and to adjust them as necessary. Staff will consider information provided by Implementing
Parties at three-year intervals, including effectiveness monitoring data and percent project
completion. This scenario would not prompt enforcement action by the Regional Board and
would be consistent with Tier One, self-determined implementation of management practices.

The second failure scenario involves failure to meet numeric targets coupled with failure to
achieve Trackable Implementation Actions. Implementing Parties may implement in-lieu
practices that are expected to be of equivalent or greater effectiveness in controlling erosion
and/or trapping sediment. However, should the Implementing Parties fail to implement such in-
lieu practices, or fail to achieve Trackable Implementation Actions, the Regional Board shall
consider more stringent regulatory mechanisms, consistent with the Three-Tier Framework for
NPS Control (See Compliance and Enforcement below). Under Tier Two (regulatory based
encouragement of management practices), Implementing Parties would be required to report on
progress taking these actions pursuant to Section 13267 of the California Water Code.

8.6.3 Compliance Assurance and Enforcement

As provided in the State Board’s Water Quality Enforcement Policy, prompt, consistent,
predictable, and fair enforcement are necessary to deter and correct violations of water quality
standards, violations of the California Water Code, and to ensure that Implementing Parties carry
out their responsibilities for meeting the TMDL allocations. This and progressive enforcement
are particularly necessary to adequately deal with those Implementing Parties who fai! to
implement self-determined (Tier One) or regulatory-encouraged (Tier Two) sediment control
measures. Thus, Tier Three of the State’s NPS Framework for pollution prevention, relies on
existing enforcement authority and mechanisms (effluent limitations and required actions), and is
invoked when Tiers One and Two have failed to address a NPS pollution problem.

Among the enforcement actions available to the Regional Board are both informal and formal |
actions. An enforcement action is any action taken to address an incidence of actual or threatened
noncompliance with existing regulations or provisions designed to protect water quality. To this
end, the Regional Board may use, as the circumstances of the case may warrant, any combination
of the following;
¢ Implementation and enforcement of Section 13267 of the California Water Code to
ensure that all responsible parties submit, in a prompt and complete manner,
documentation of effort to install BMPs.
¢ Consideration of adoption of waste discharge requirements, pursuant to Section 13263 of
the California Water Code, as appropriate (i.e., for any responsible party who fails to
implement voluntary or regulatory-encouraged sediment controls).
¢ (Consideration of adoption of an enforcement order pursuant to Section 13304 of the
California Water Code against any responsible party who violates Regional Board waste
discharge requirements and/or fails to implement voluntary or regulatory-encouraged
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sediment control measures to prevent and mitigate sediment pollution or threatened
pollution of surface waters.

¢ Consideration of adoption of enforcement orders pursuant to Section 13301 of the
California Water Code against those who violate Regional Board waste discharge
requirements and/or prohibitions.

e Consideration of Administrative Civil Liability Complaints, as provided for by the
California Water Code, against any responsible party who fails to comply with Regional
Board orders, prohibitions, and requests.

o Consideration of adoption of referrals of recalcitrant violators of Regional Board orders
and prohibitions to the District Attorney or Attormey General for criminal or civil
prosecution, respectively.

If the Regional Board were to find that significant discharges or threatened discharges of
sediment occur despite the implementation of Trackable Implementation Actions, it would
consider the need to revise the actions and would consider the issuance of a Cleanup and
Abatement Order (CAQ), WDR, or Basin Plan Waste Discharge Prohibition to address the
discharge. The Regional Board would not, in this case, impose administrative civil liabilities for
violations of the existing waste discharge prohibitions. However if CAOs, WDRs, or
prohibitions are established and discharges or threats continue to occur, Regional Board may
take enforcement for failure to comply.

8.7 Cost of Implementation

Porter-Cologne requires that the Regional Board take “economic considerations”, into account
when establishing water quality objectives. The Regional Board must analyze what methods are
available to achieve compliance with the objective and the costs of those methods.

8.7.1 Introduction

Regional Board staff identified a variety of costs associated with implementation of this TMDL.
These fall into three broad categories: 1) Trackable Implementation Actions (e.g., revising
erosion control ordinance, conducting assessment of road erosion problems); 2) BMPs for
permanent to semi-permanent features (e.g., sediment basins) and for routine activities (e.g., road
spoils removal) and operation and maintenance of semi-permanent BMPs; and 3) TMDL
Monitoring.

A more complete estimate of costs would include consideration of the monetary benefits accrued
by successful implementation of certain BMPs and implementation actions. Indeed, it is this
benefit to cost ratio that will serve as an important motivation for various stakeholders to pursue
implementation. As an example of the scale of these benefits, the USEPA reports on road repair
costs for a 20-year period with and without BMPs, citing a benefit to cost ratio of 1.78 to 1.0 for
road BMP installation versus reconstruction and repair over the same period (1993, p. 3-56). The
effect of such benefits would be to reduce the total costs of achieving the TMDL.

Several watershed management efforts are funded by a variety of sources. The following list
derived from the Draft San Lorenzo River Watershed Management Plan Update (County of

Implementation Plan — Page 8-26



DRAFT San Lorenzo River Watershed Siltation TMDL June 10, 2002
ATTACHMENT B |

Santa Cruz, 2001, pp. 69, 70), identifies sources and funding strategies that are expected to
support TMDL implementation:

« Private expenditures

» Permit fees

« Fees for service

» Cost-sharing

» Grants

+ State and federal funding

« Local general funds

« Special districts

+ Redevelopment agency

+ Water bills

» Pooled resources among agencies
« Shift of existing funding

8.7.2 Cost of Trackable Implementation Actions

Anticipating the costs of Trackable Implementation Actions with any accuracy is challenging for
several reasons. Many of the actions, such as review and revision of policies and ordinances by a
governmental agency, could incur no significant costs beyond the program budgets of those
agencies. However, other actions, like an assessment of roads to identify restoration needs, do
carry discrete costs. Cost estimates are further complicated by the fact that some implementation
actions are necessitated by other regulatory requirements (e.g., Phase 1I Stormwater) or are
actions anticipated regardless of TMDL adoption. Therefore assigning all of these costs to
TMDL implementation would be inaccurate. For example, Phase II Stormwater program
implementation costs could run as high as $51,000 for a community with a population of 65,000,
based on preliminary estimates developed by Regional Board Staff. These programs would
include many components that address sediment management in the watershed, such as: public
education, a stormwater ordinance, and good housckeeping (erosion control, vegetation, storm
drain maintenance, and agency staff training for municipal facilities). The City of Watsonville’s
(population 38,000) Basic Urban Runoff Program costs were $33,750 and the program will
likely result in substantial reductions in sediment loading in stormwater flows.

Table 8-5 identifies the estimated cost of completing Trackable Implementation Actions.
Excluded from this estimate are any costs associated with actual BMP installation (addressed
below), as well as costs associated with actions to which stakeholders are committed irrespective
of TMDL adoption. Costs to agencies for staff augmentation necessary to provide additional
enforcement and outreach activities are included, however no charges are included for these
agencies’ planning activities or for policy review and revision, as these are activities consistent
with existing agency responsibilities.
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for Trackable
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June 10, 2002

0.05PY $5,000
and Class 1l watercourses.
Perform Post-Harvest Inspections 3 to 5 years after harvest on 0.05 PY $5,000 RWQCB
THPs with Class I and Class IT watercourses crossings.
Enforce erosion control ordinance following 3-year THP 0.05PY $5,000 County Planning
maintenance period.
Timber Harvest Plan Best Management Practices 0.1 PY $10,000 CDF
Develop strategy for more effective enforcement of County code | 0.05 PY/agency | $15,000 County Planning and Public
violations pertaining to erosion contrel and sedimentation Works, City of Santa Cruz,
prevention throughout the San Lorenzo Watershed. City of Scotts Valley
Develop private road improvement progratm. 1 PY for RCD, $200,000 RCD-lead, NRCS, County,

plus pilot RWQCB, CDFG.

project costs
Implement education programs and modify policies and 0.1 PY $25,000 County Planning
procedures to improve riparian corridor protection, maintain
channel integrity, implement alternatives to hard bank
protection, and retain woody material.
Evaluate need to revise erosion control provisions in Cities of 075 PY 375,000 Cities of Santa Cruz, Scotts
Santa Cruz, Scotts Valley and County’s Grading Regulations Valley and County Planning
and Erosion Contrel Ordinances to better protect sandy-soil
areas.
Promote improved livestock management practices to reduce 1LOPY $100,000 County Planning
discharge of sediment.

TOTAL $440,000

8.7.3 Cost of Erosion Control BMPs

While there is a range of discrete costs associated with on-the-ground BMP implementation,
several factors influence the accuracy of the estimate of total costs presented here {Table 8-6).
The most significant factor is the uncertainty surrounding the number of miles of road, acres of
developed upland parcels, or mass wasting areas to be treated. Additional assessment is required
to identify where, when, and to what degree these areas would be best addressed with the
techniques of erosion control. Because of this uncertainty, Regional Board staff used miles and
acreages aggregated for the entire watershed, rather than breaking the estimate out by
subwatershed for the estimate presented here. An estimate of cost to conduct assessments is
included in the cost estimate for road improvements, and is also factored in to the cost for stream

bank protection projects.
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Table 8-6 Estimated BMP Implementation Costs

THP THP Public/Private | Public/Private Retention
Upland Streamside Upland Streamside Basins®

33,064,463 | $522,724 | $1, 606 752 $959 810 $1,361,421 $7,515,170

Other Urban and
THP Area (acres) Rural Area

~ $612,160

Other Geology Alluvium Sa.nta Margarita Sandstone

Stream Miles Streamn Miles Stream Miles
{1project/ 5 miles) (1 project/3 miles) (1 project/mile)
$2,358,200 $478,833 $538,000 $3,375,033

TOTAL ROAD COSTS| $15,879,707

Total BMP costs for erosion control on roads, developed parcels, and streambanks are estimated
to be approximately $16 million (Table 8-6). The following sections discuss how these estimates
were developed. The schedule of these costs is not known, since the schedule of actions remains
uncertain. Labor, materials, and land values all have bearing on the final cost of implementation,
and are all subject to market conditions throughout the period of implementation. However,
assuming a 25-year period of implementation, Regional Board staff estimated a cost of
approximately $4.8 million for the first five years, and approximately $1.4 million for the first
year alone (Table 8-7). Annual maintenance costs as a percentage of construction costs are in

addition to these installation costs, and were assumed to be 20 percent (USEPA, 1993, Table 4-
16, pp. 4-75-80).

Table 8-7 Hypothetical Cost Schedule for BMP Impleme tation

Year6-10 Year.ll s .Year 1620 Year21.25 | Years 1-25
$3.969.927 _ $3,175941 $2,381.956 _$1,587.971 | $15879.707
Year:1-5 Costs distributed over first five ye
Year 2 Year3 Year4 Year 5 Years 1-5
$1,190,978  $952,782  $714,587  $476391 | $4.763,912

" Year 1-5
$4,763,912

$285.835

8.7.3.1 Cost Basis for BMPs

The cost basis for the estimates presented here was derived from a variety of sources identified in
Table 8-8. Regional Board staff used local and recent examples where possible and provided a
range of costs to demonstrate how costs could vary. Staff calculated the median cost within this
range where appropriate and then applied it to the appropriate unit of measure, e.g., acres to be
treated, at predetermined ratios based on several assumptions as described below.

? Assumes retention basin capacity equivalent to five percent of total drainage area.
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8.7.3.2 C(Cost of Road BMPs

The strategies available to address chronic erosion from roads were allocated to the road types
quantified in the TMDL roads analysis (Table 8-9). Staff assumed that half of all THP roads
would be treated, while public and private roads would be treated at lesser intensities of ten
percent and 30 percent for upland and streamside roads, respectively. This distinction was made
based on the observation that public and private roads are predominately located in the flatter,
urbanized portions of Santa Cruz and would thus require less treatment than roads in the upper
watershed. Median costs were assigned to the four broad categories of strategies available, and a
fifth category was identified, Roads Assessment, to incorporate the cost of this essential first step
in conducting road improvements (Table 8-10).

Table 8-9 Allocation of Strategies for Road Improvement Used in Cost Estimate

Control Miles of | Miles of
Disperse/Slow|Concentrated Soil Sediment Road Road
Runoff Runoff [Stabilization| Retention Total Treated
THP Roads

Upland 40% 25% 30% 5% 100% 336 50%)| 168
Streamside 60% 20% 15% 5% 100% 64 50%]| 32

Public/Private Roads
Upland 30% 35% 30% 5% 100% 693 10%| 69
Streamside 40% 40% 15% 5% 100% 122 30%) 37

Table 8-10 Median Cost per mile of Road Improvements

Roads Control
Assessment | Disperse/slow Concentrated Seil Sediment
Runoff Runoff Stabilization Retention
3360 812 |$6,000] 8,892 |$55446 | 322 ($2,223( 4,500 | $26,250
6,000 55,446 1,228 48,000
17,276 60,377 3,218
54,297 14,481

Regional Board staff calculated a cost of approximately $7.5 million to instail BMPs for road
improvements on 306 miles of roads throughout the San Lorenzo Watershed (Table 8-11). Staff
further assumed an aggregated cost for annual maintenance as a percentage of construction costs
to be 20% (USEPA, 1993, Table 4-16, pp. 4-75-80). The schedule for implementation would be
expected to occur over a period of years and would be driven in part by the response of the
watershed to BMPs and other implementation actions as they are taken. Considerable uncertainty
regarding the schedule and the very necessity of certain implementation actions results from the
lag in response time within the watershed. The monitoring plan, which tracks water quality
outcomes on a ten-year rolling average, will also include effectiveness monitoring for specific
BMPs, which will inform the selection of when and where to implement BMPs. However,
significant implementation needs to occur initially, before evidence of effectiveness has been
established.
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Table 8-11 Cost Estimate of Road Improvements by Strateg
Control
Disperse/Slow Concentrated Sediment
Runoff Runoff Soil Stabilization Retention TOTALS
Miles Miles Miles Miles Miles
Treated Treated Treated Treated COST Treated
8.7.3.2.1.1 THP Roads
Upland 67 | $403,200 42 $2,328,732 50 $144.094 5220500 | $3,064,463 168
Streamsidel 19 | $115,200 6 $354,854 5 513,723 $42,000 §522,724) 32
.7.3.2.1.2  Public/Private Roads
Upland 21 $124,740 24 $1,344,843 21 $59,439 3 $90,956 $1,606,752 69
Streamsid 15 387,840 15 $811,729 5 $12,203 2 $48,038 $959,810, 37
Sediment basins for 5% of drainage area”|$1,361,421
[ s730,980 ] | 54,840,159 | | 181,116 | $1,762,915| $7,515,170| 306

*Assumes average cost of $775/drainage acre.

8.7.3.3 Cost of BMPs on Developed Parcel Erosion Controls

Erosion controls on lands throughout the watershed would cost an estimated $5 million to
address (Table 8-12). Regional Board staff assumed five percent of THP areas, two percent of
other lands, and one percent of mass wasting areas would be treated. These figures reflect both
the expected need and the relative feasibility of achieving erosion control objectives in these
areas. Mass wasting areas are notoriously challenging to stabilize when they are underlain by
geological conditions like those of the Santa Cruz Mountains. For this reason staff assumed only
one acre in one hundred warrants treatment in the San Lorenzo River Watershed. The expense of
the treatments available to address the breadth of erosion control problems in developed areas
ranges widely. Staff made assumptions of per acre costs of $1,000, $2,000, and $10,000 to
address the three broad categories of land types of THP, urban and rural, and mass wasting,
respectively (Table 8-12).

Table 8-12 Cost of Developed Parcel Erosion Controls

Total Acres Total Treatment Acres Costs
Other Other Urban| Mass
Urban and| All Mass and Rural | Wasting Other Urban{ Mass

Rural | Wasting |THP Areas| Areas Areas THP Areas | and Rural | Wasting

THP Areas | Areas Areas 5% 2% 1% ($1,000/ac) | (32,000/ac) j($10,000/ac)
12,243 75,578 | 13,542 612 1,512 135 $612,210 |$3,023,144 | $1,354,340
8.7.3.3.1.1.1
$4,989,694
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8.7.3.4 Cost of BMPs for Streambank Erosion Control

Bank eroston is difficult and expensive to prevent in the Santa Cruz Mountains. Hardening the
banks with structures such as rip rap, gabions and walls often result in more erosion downstream
where flow energy is deflected to unprotected banks (SH&G, 2001, pp. 60, 61). However,
projects that incorporate the analysis of reach hydraulics and geomorphic stability, and limit the
use of hard structures, are feasible and have been completed within the watershed. The median
cost of five such projects considered in this analysis is $50,000 (Steve Weisman, personal
communication, 2002). Regional Board staff applied this median cost to stream miles traversing
the three geologic terrains found in the Santa Cruz Mountains (Table 8-13). Staff assumed the
frequency of projects (number of projects per mile of stream) would be greatest on streams
within the highly erosive Santa Margarita Sandstone. Staff estimated a total cost of
approximately $3.4 million to implement erosion control projects on streambanks along the
major tributaries (corresponding to planning watersheds) in the watershed.

Table 8-13 Cost of Streambank Erosion Control

Santa Other
Margarita |Alluvium| Geology Santa Margarita Other Geology
Sandstone | Stream | Stream Sandstone Streams| Alluvium Streams Streams
Stream Miles | Miles Miles [Total (1 project/mi.) | (1 project/3 mi.) | (lproject/ 5 mi.) | TOFAL
1§ 29 236 275 $538,000 $478,833 §2,358,200 $3,375,033

8.7.4 Cost of Monitoring

The cost to conduct monitoring activities explicitly required by this TMDL, will be incurred by
the Regional Board {Table 8-14). Other monitoring activities conducted by the County of Santa
Cruz, water agencies, and parties responsible for erosion control project implementation are not
imcluded in this cost estimate, since they are anticipated irrespective of TMDL adoption.
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Table 8-14 Estimate of Annualized Cost to CCRWQCB for Monitoring TMDL Implementation

Monitoring Program Activity Person
Years Costs
Watershed Continue watershed characterization monitoring 0.08 PY
Characterization $8,000
Data Management | Create Monitoring Program database and make monitoring data | 0.01 PY
accessible through CCAMP web site 31,000
Collaborate and Coordinate nonpoint source-related and TMDL monitoring with | 0.02 PY
Coordinate with Monttoring Program
Other Monitoring
Efforts $2,000
Finalize monitoring quality assurance guidance which includes | 0.02 PY
recommended sampling, analytic protocols, and methods $2,000
Compile data available from other monitoring programs for 0.01 PY
inclusion in the Monitoring Program database $1,000
Aid local agencies and volunteer monitoring and watchdog 0.01 PY
organizations disseminate data through websites $1,000
Conduct detailed data analysis and write technical reports, 0.06 PY
summarizing monitoring data for use in TMDL compliance $6,000
TOTAL _ 0.21 PY | $21,000

8.7.5 Total Estimate of Costs

Adding the three cost categories of Trackable Implementation Actions, BMPs, and TMDL
monitoring, the total cost for TMDL implementation is expected to be over $16 million.

Trackable Implementation Actions: $440,000
BMPs: $15,879,707
TMDL Monitoring: $21,000

TOTAL $16,340,707
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9 MONITORING PLAN

The monitoring plan for this TMDL is designed to serve three purposes: 1) to determine whether
numeric targets are met, 2) to track the completion of implementation actions required to achieve
load reductions, 3) to expand the information base upon which future actions will be based. The
plan combines water quality data collection with implementation action tracking. As explained
above, because of the relative insensitivity of the four indicators to natural variation, the initial
phase of monitoring will emphasize tracking the completion of actions described in the
Implementation Plan. However, within the first year of implementation, Regional Board staff
and other stakeholders will make further refinements to a Comprehensive Monitoring Program
for water quality parameters.

The Regional Board will coordinate with other entities undertaking monitoring of sediment and
habitat-related parameters through participation in the San Lorenzo River Technical Advisory
Committee (TAC). The TAC is a County-led effort comprised of representatives of local and
state government and watershed stakeholders such as the San Lorenzo Valley Water District and
the Santa Cruz County Resource Conservation District. The outgrowth of this coordination will
be a Comprehensive Monitoring Program that includes compliance monitoring (for numeric
targets) and monitoring of other habitat conditions. The TAC will annually review data from the
Comprehensive Monitoring Program. Data reviewed by the TAC will come from several efforts
described more completely below, including: the County of Santa Cruz monitoring plan to
evaluate the effectiveness of erosion control efforts, and to better characterize the physical
factors that influence local sedimentation and salmonid habitat quality; the City of Santa Cruz
Water Department and the San Lorenzo Valley Water District turbidity trend monitoring plan.

The annual review will provide a basis to evaluate the effectiveness of existing implementation
efforts and make recommendations for additional measures as necessary. Every third year,
Regional Board staff will review the results of numeric target monitoring in the context of these
other monitoring efforts, and in conjunction with results from tracking the implementation
actions. From these data, staff will make determinations of compliance as discussed in the
Implementation Plan.

9.1 Regional Board Monitoring Requirements for TMDL

The Comprehensive Monitoring Plan will compliment, but not replace, the Regional Board’s
monitoring requirements for this TMDL.. Those requirements include triannual compliance point
monitoring of the numeric target parameters, and tracking of implementation actions.

9.1.1 Numeric Target Monitoring at Compliance Points

Indicator monitoring will be performed by the Regional Board, or its designee, on all listed
waterbodies and at the mouths of tributaries into the mainstream. County and Regional Board
staff have identified stream reaches as points of attainment (Figure 6 in Appendix E). Monitoring
will be performed during low flow conditions (after spring rains have ceased and prior to the

Monitoring Plan - Page 9-1




DRAFT San Lorenzo River Watershed Siltation TMDL June 10, 2002
ATTACHMENT B

start of fall/winter rains). Table 9-1 describes the monitoring strategy for the full suite of
compliance indicators.

Table 9-1 TMDL Indicator Monitoring

2 “Target:
Percent fines <0.85 mmin | <21% by wet See Figure 6. CCRWQCB, | Regional Board
potential spawning gravels. volume usinga | during low- In riffles at tail | 2002
McNeil (bulk} flow period. | end of pools.
sample.
Percent fines < 6 mm in < 30% by wet Triennially See Figure 6. CCRWQCB, | Regional Board

potential spawning gravels. volume using a | during low- In riffles at tail | 2002)
McNeil (bulk) flow period. | end of pools.

sample.
Residuat Pool Volume (V*), | <0.21 (mean) Triennially See Figure 6. CCRWQCB, | Regional Board
and <0.45 during low- 2002
(max). flow period. |
Median particle size =37 mm Triennially See Figure 6. CCRWQCB, | Regional Board
diameter (d50) from riffle (minimum for a | during low- In riffle crest. 2002
crest surfaces, reach) flow period.
269 mm (mean
for a reach)

9.1.2 Regional Board Monitoring Implementation Actions

Implementation monitoring ensures that identified management actions are undertaken.
Implementation monitoring is often cited as the most cost-effective of the monitoring types
because it provides information on whether implementation actions are being undertaken as
intended. Reporting to the Regional Board at three-year intervals by Implementing Parties, and
site inspections by Regional Board staff, are the primary means by which implementation actions
are tracked.

The Implementation Actions identified in the previous section may be interchanged with in-lieu
practices deemed to be comparable in their effectiveness in addressing the major sources of
sediment throughout the watershed. In evaluating implementation actions, the Regional Board
will take into consideration the level of effort made by the Implementing Party, the portion of the
action completed, and the extent to which the action has achieved the desired outcomes.

9.2 Other Elements of Comprehensive Monitoring Plan

9.2.1 County of Santa Cruz Streambed and Habitat Monitoring

The County of Santa Cruz will establish a bed sedimentation monitoring program at intervals of
one to five years to evaluate whether erosion control efforts are resulting in improved stream
habitat conditions. Additionally, they will monitor stream geomorphology, bank erosion, and
streamflow in San Lorenzo mainstream and tributaries to gain a greater understanding of the
physical factors that influence local sedimentation and salmonid habitat quality (Table 9-2).
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Regional Board staff will assist in finding funding sources for implementation and work with a
liaison, such as the RCD, to work directly on landowners’ properties. The Implementing Party
will generate information as part of each project indicating an estimate of sediment reduction

from implementation.

Moeonitoring Plan — Page 9-3




46 98eg — ueld Sunoymopn

(3661)
& 19 _moi

sAANS Yueq 10 JRIQET M

PAUIQUIOD 3q PNO2 SAIAINS S11Gap APOo
"JuU3AI MO[) 281e] B FULAMO[{0) JOUNUNS IN)

ug Jo seak §-¢ A12A3 PaISEIUT 3G PINOYS

"TUSNININT

ApN[2UT Jou pue ([jhpjueq 01 [[NYyueq) |JUURYED AR

S UIYILM PIIUNOGD 3 PNOTS SLIGIP APOOAY “SIUSWA[D
Sunerauad je)qey pue 3Fe101s Juswipss uenodun sapiaoid
{Bus] U1 Y 9 < “JNdWRIP I [<) SLUQIP Apoom a1

Apsuap
SHIgap Apoom
93ae] |uueyDd-U]

(8661) '[8 12

15014 “(¥661)
nagsoy

‘sJeak ¢

A2 pajeadal aq pinoys sA3AINg "sIjqeLIeA
3521) Fuiulap 15949101 JO YIBAI 21}

U0 PaIIdNpuod ag pinoys A3AINS [BRIUI Uy

"uoneIolSaI 10} pNoZm

3q p|nod seam S1EWI|qoId
*aun) YInosy) pasmseau

2q pinoo sjuswasordway /N

‘PO 2q PIAOYS UOTIEOIpOLT
Jo adAj, ‘y13ua| yueq PIYIPOLU JO DIURISIP PAINSEIN

Syueq payrpou
JO 20UBISIp IESUL]

(8661 B P
15011 ‘(P661)
uagsoy

sieak ¢

A13a2 pajeadal aq pinoys sAsAIng “saqeLRA
2591 SUILaP JSaIa]uUl JO Yol 3}

U0 PR1ONPUOd 3q PINOYS ASAINS JRUNUI UY

“IONEI0JSAI 10} PAjeBIes

3Q pjno2 seale JJPWA[qold
"auIn: ySnoay) panseat

aq pnoo sjuAudAGIdil] /N

"aInqIE] ueq
J31FIP YLD 40) PHIOU Aq OS[E P{NOYS ISNEI PARUNSSE PUE
wdiey -p8ua) yueq Surpoid A[ANE JO 2OUBISIP PAINSEIN

sjueq pspola
Jo anuelsIp IRAUI]

(8661) & 10

‘sJeak ¢
K1aA3 pyeadar 9 pInoYs SASAINS "SO[qRLIEA

‘SpuAIIA0dW 10 s)oedul
SUIULIRIAP O] SUOHIPUOD

"SIIEATS U0 PISH W3ISAS UOWILOD 150U
AU} ST UOLRRJISSE]D USTSOY oY, TUSLUYSUSIUSD [HUURYS puR

1801 “(¥661) 9531 Sululfap 1S2IMWI JO Yoear ay) SMIOISIY 10 SIYIESI 20U | ‘oned yidap o1 ipim [[Tysueq ‘ajexnsqns Jueunuop quaipesd adAg,
usdsoy U0 PJONPUOD 2q PINOYS ASAINS [BIHUI UY 0 palediiod 2q pinoys “y/N Jo uoleuUIqUIOD ¢ ud paseq si 3dA) jpuueyd uslsoy [oUURY) UITSOY
“sasepns ure[dpoo|j uo
uomsodap JuaWIPas paonpal PUE GOISCII YUB] JAISSIOXS
‘sreak ¢ sjuaudAoldwr 10 sivedwr | Juisnes payouanua A[[BINJEUUN SWOII] ULD S[BUUBYD JOG
(8661) 18 10 | K19a3 pajeadas 2 pnioys SL2AING "SI|qELIBA JUIWIRLAP O SUOT)IPUOD *3081Ins Ui |EpOOY Y1 JO IPIM AU PUB [JUURYD Y Jo
15014 “(#661) asay) BUIULIP 1SAIUT JO Yoras oy DLIOJISTY JO S3DEIL DU | JUASUUOD JY) JO JOJedIpur Ue ST ‘dap [[nIjueq 43 sawn JURUIYdUInUg
uadsoy U0 Pajonpuod 2q Pjnoys A3AINS JeLlul Uy o} paredwos aq pInoys “v/N 7 18 [Ipla 21 U Y)pim [[NUeq 3Y) uaamiaq olel ay], [PuuRg)
‘sIeak § SIHALUIAOIAIL 10 spoedwl "20BINS [RUOLISOAP Wie[dpoo)) & 01 JuequIeans B WO
(3661) e 19 | AIxaaa pajeadal aq pinoys sA3AING sa[qeLIeA JUILLIDIAP O] SUOLIPUGD adols 1 yealq B Aq payesIpuUl UN() "PoOy Je3k £ET — ']
15014 (¥661) asayl Suluyap JSINUT JO Toral M) S1I0)SIY 1O SIYIEI] 2DUIIIJAI 3} Bunnp %0 01 pazisayjodAy st [[npiuey ‘wedpooy ydap pue
uagsoy Uo PaJonpuoo aq pinoys A3AINS [ENIUT Uy 0} paJeduiod 2q PINGYS 'V/N | U1 552008 0 SUISaq JAJEM DU} YITYM 18 MOJJ 311 SE Paula( PP [[NP{ueg
SHDUDINSDIPY PIDIS-YOnTY
“SpoylaW ‘[ood a1mud 9Y) J2A0 paSEIoAE AEINSD
IO wog patos|[os erep 0) wawajdwos UE S1 I[RLIBA SIY], 'SI21SIAJUI JO UOLBIIS 0] NP 13A0)
B 58 DAINSBIW S , A 2IOUym SUOLIEIO] adeasa ssaf Joddns sjood pappaquis Aty ‘(Jajowerp
(8661) ALUES AU T PBUINSI 3q P[NOYS J|qeLiea 2JBUINSD Ul WL (0 <} S19p[nog pue sa1qqoo 1apun sajiuaan( ssaupappaquig
‘I8 12 18014 sty ‘spouad mopg-mo] Fuunp L) enuuerg Ie[noo uo paseq Juasixd ¢ > 10y J10A00 2de0SD J[qRTEAR 03 SI1B}AL SSAUPIPPRqUY [00] [ood
S INSOIPY NIIISHT
JUINULANSEI ] il FEYETTT |
1030304 Jo Aduanbasyg RIREL T TN gondLaasagg duLoyuol

Z00Z ‘04 sunp

(ue[d SULIO)UO SUOTIIPUO)) JUSTUIPAS
pue smydiowioay) :z°¢ 9qeL ‘7S “d ‘ABojoydiowiosn) 2 A30[0IpAH uosUEMS :2010§) “UE]d FULIOIUOR AJUNO)) ZNL)) BIURS 7-6 S[qRL

9 LNJWHOVLLY

QWL UONEIHIS POYSIOIEM JOARY 0ZUSJOT UBS 14VH(]




DRAFT San Lorenzo River Watarshed Siltation TMDL June 10, 2002
ATTACHMENT B

9.2.2 Project Effectiveness Monitoring

Effectiveness monitoring is used to assess whether specific erosion control projects or BMPs
have had the desired effect. The County will work with project proponents to monitor specific
projects to determine their immediate and medium term on-site effects. All federal and state
funding for watershed improvement projects, including 319(h}, Proposition 13, and State
Resolving Fund projects, now require that effectiveness monitoring be carried out by the project
proponent. Similar requirements are attached to Department of Fish and Game grant programs.
Characteristics of effectiveness monitoring plans include:
« Quantifiable approach. Results must be discernible over time so that they can be
compared to previous or reference conditions.
» Appropriate in scale and application, and relevant to designated or existing uses and the
TMDL numeric target indicators.
+ Adequately precise, reproducible by independent investigators, and consistent with
scientific understanding of the problems and solutions.
« Able to distinguish among many different factors/sources (e.g., roads, mass wasting).
« Understandable to the public and supported by stakeholders.
» Feasible and cost-effective.
+ Anticipatory of potential future conditions and climatic influences.
« Minimally disruptive to the beneficial uses during data collection (e.g., avoids disturbing
spawning redds.)

9.2.3 Turbidity

The City of Santa Cruz will conduct turbidity trend monitoring to determine if, and to what
degree, turbidity impairs the beneficial use of municipal water supply in their operation of water
treatment facilities. The City of Santa Cruz operates a continuous reading turbidimeter located at
the coast pump station, just above where Highway 1 crosses the River. The turbidimeter is
connected to the City’s SCADA system and the City can collect history on it. The City will
replumb the sample lines so that only river water is sampled. The City will determine if the range
setting of 0-1000 NTU is appropriate to characterize ambient turbidity in the San Lorenzo River.

The San Lorenzo Valley Water District will deploy a turbidity monitoring device to produce data
comparable to those collected by the City. Together these systems will produce data to
characterize the turbidity regime of the San Lorenzo River.

9.3 Data Management and Quality Assurance

The Regional Board anticipates several agencies’ involvement in monitoring conditions in the
San Lorenzo River Watershed. These agencies would include Santa Cruz County Environmental
Health, the City of Santa Cruz, and the San Lorenzo Valley Water District. This approach will
require development of a data management plan. Regional Board staff and the other contributors
to the monitoring programs will provide data in a format compatible with the Central Coast
Ambient Monitoring Program (CCAMP). CCAMP includes data from projects within the
Regional Board's jurisdiction (northern Ventura to southern San Mateo counties). The
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availability of this data provides opportunities for valuable data comparisons between the San

Lorenzo River Watershed and other similar areas. This database and selected analytic tools will
be available on the Internet as well as linked to the RWQCB website.
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Appendix A: Watershed Characterization

Geology (from Hecht, 1998, pgs. 8-9)

Several prior reports have recognized three separate terrains within the San Lorenzo Valley (see
Figure 7), each with its own characteristic hydrologic conditions. The distinctions are often made
on the basis of the underlying geology, which strongly affects not only erodibility, but also
persistence of flows into the dry season or drought years, the nature of low-flow aquatic habitat, and
water quality.

North of the Zayante fault, interbedded sandstones, shales, and mudstone predominate, with
steeply inclined and folded strata. Complex mosaics of soils and vegetation have developed on
these geologic structures, resulting in diverse and widespread sediment sources. Slopes tend to
be steep, prone to moderate to severe erosion. Principal watersheds are the upper San Lorenzo
River (above Boulder Creek), Kings, Two Bar, and Bear Creeks, plus the northern portions of
the Boulder Creek and Zayante Creek basins. The Butano fault once brought hard sandstones
upward, resulting in a very steep slope rising from the River and Bear Creek abruptly toward the
Summit ridge; this zone between the Butano fault and the Summit is now a belt of often —
serious sediment sources, as roads and clearings are cut through this oversteepened slope. Dry-
season flows are generally lowest in this geologic terrain, with streams often drying to isolated
pools during mid-summer; hence, sedimentation (which fills pools) is especially harmful to
aquatic habitat, recreation, and water quality.

South of the Zayante fault, and west of the Ben Lomond fault, the uplified eastern side of Ben
Lomond Mountain forms the southwestern edge of the San Lorenzo watershed. Crystalline
bedrock types — principally granitics, schists, and marble (or ‘limestone’ as it is locally known)
— have developed residual soils which support steep small forested watersheds with low to
moderate background erosion rates. Streams clear up quickly after storms. The lower portions
of these watersheds have developed in downslope-dipping sandstones and mudstones, locally
prone to landsliding, especially where disturbed. Principal watersheds are Fall, Alba, Clear and
Sweetwater Creeks, Malosky, Peavine and Jamison Creeks, and the southern portion of the
Boulder Creek Basin. Summer flows are generally sufficient to support perennial stream
threads and diverse aquatic habitat. The lower reaches of streams emanating from the eastern
slope of Ben Lomond Mountain are used by steelhead and once supported coho, with the middle
and upper reaches being too steep for access by anadromous fish.

The third terrain is found south of the Zayante fault, and east of the Ben Lomond fault and the
San Lorenzo River. It includes the Love Creek, Quail Hollow, Graham Hill Road, Mount
Hermon and Scotts Valley areas, as well as most of the Bean and Branciforte Creek basins, and
the southern portions of the Zayante and Newell Creek watersheds. Here, sandstones and shales
form erodible soils which tend to be either very sandy or clay rich. Much of the area was once
vegetated with unusual associations of trees and shrubs that exploited niches made available by
these atypical soils. By far the largest continuous units of sandy soils are found in this area, and
these tend to be sandier than other sandstone-derived soils elsewhere in the watershed. Erosion
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rates are often high to extreme in this terrain, especially where sandy soils occur in headwater
areas or near channels. The sandy soils, which were capable of absorbing nearly all rainfall
under natural conditions, now form steep-walled gullies and gulches where runoff from paved
or covered surfaces is concentrated. Residential, commercial, and industrial uses (including
quarries) are among the densest in the San Lorenzo watershed. Roads and homes are probably
the predominant sources of sediment, although much of the sediment they ‘generate’ is off-site —
from incision of gullies and from bank erosion along gulches and crecks. In places, landslides
impinge upon the channels, feeding a seemingly endless supply of sandy material directly into
channels. Eroded sediment entering local streams commonly contains much (or mostly)
medium and coarse sands, which fills pools and mantles riffles with soft, habitat-impairing
sandy beds. The Santa Margarita and Lompico aquifers are recharged through the sandy soils;
erosion-inducing runoff represents recharge being lost from these important water-bearing units.
The two aquifers not only sustain summer flows in the San Lorenzo River and lower Zayante
Creek, but also provide the municipal and industrial water supply for much of the watershed’s
population. The quality of water in these aquifers is also maintained by high rates of recharge,
and to the extent that land-use change results in increased runoff (and less low-salinity, low-
nitrate recharge), water quality is also diminished.

In each of the three segments of the valley, sources and processes of erosion differ somewhat.
Challenges posed in restoring fish habitats also differ somewhat amongst the three geologic terrains,
Nonetheless, important similarities also cut across these geologic boundaries. Each segment
contains areas of sandy soils. Each includes dispersed areas of unstable slopes, and significant areas
of sediment sources along the road network. And, in each area, pools which once provided crucial
oversummering habitat for anadromous steelhead and coho salmon are chronically filled with sand
and fine gravels.

Soils (from Jagger, 1993, pg. 3-5 and Hecht, 1998, pgs. 9-10)

Soils of the San Lorenzo watershed are diverse, reflecting the complex bedrock geology of
mudstone/shales and sandstones, and fractured granitic rocks, schists, metamorphosed limestones.
Soils vary, sometimes markedly, form location to location, depending on the underlying parent
materials, and other factors such as climate, aspect, vegetation cover, and local relief (Lindsey and
Butler, 1968, secondary reference). Soils of mixed parent material and texture have developed on
the alluvial and terrace deposits along nearly all of the major streams and on the colluvial and slope
deposits of varying age and slope that fill many of the swales and hollows near the headwaters.

Ricker (1979, secondary reference) designated the soils to the west of the Ben Lomond Fault as
being slightly erodible, whereas the soils to the north of the Zayante Fault were considered to be
highly erodible. Soils to the south of the Zayante Fault and to the east of the Ben Lomond Fault
were designated as moderately to highly erodible. A study of sediment yields from Zayante Creek
and the lower San Lorenzo River revealed that the largest contributors to sedimentation were the
soils derived from the Vaqueros and Butano Sandstones (Coats, 1982, secondary reference), which
are prevalent in the north (Brabb, 1970, as referenced by Aston, 1979, secondary reference). The
next largest contributors to sedimentation were the Lompico and Santa Margarita Sandstones and
the Lambert and Monterey Shales (Coats, 1982, secondary reference), which are common in the
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ecast {Brabb, 1970, as referenced by Aston, 1979, secondary reference). A recent County Resources
Inventory Map (SCS, 1990, secondary reference) indicated that Bean, Bear, Lompico, and Zayante
Creeks, all located to the east of the San Lorenzo River have been impaired by natural
sedimentation. However, Logan, Kings, and Two Bar Creeks on the east side, and Marshall, Alba,
Jamison, Hare, Bull, and Shingle Mill Creeks, on the west side of the San Lorenzo River, also have
had impairment from sedimentation from either known or unknown sources.

In the most general terms, it can be stated that soils underlain by permeable sandstones, as well as
igneous and metamorphic rocks, are classified as deep and well drained to excessively well drained.
These sandy and sandy loam soils are dispersed throughout the San Lorenzo Valley, most notable in
areas underlain by the Santa Margarita formation. Soils formed from mudstones and shales tend
also to be deep, yet somewhat less well drained. Overall depth is often limited by steep slopes and
the gradual loss of topsoil to erosional forces. In alluvial areas of San Lorenzo, soils are also
considered to be deep and well drained, although soil depth may be locally limited by clay-rich
subsoils.

Soils formed from the Santa Margarita and (locally) several other sandstone formations, and
decomposed granite are also sandy, deep to very deep, excessively well drained, and extremely
erodible. These “Zayante” or “Amold”-type soils are among the sandiest in the State, and have a
number of unique properties in addition to erodibility — such as very high infiltration rates, favorable
attributes for aquifer recharge, and (often) limited ground cover. Focused efforts to limit
mechanical disturbance of sandy soils, combined with added efforts and appropriate erosion control
strategies, are necessary to reduce excessive sedimentation from these highly erodible areas, as well
as to maintain recharge and quality of ground water.

In terms of rapid soil loss through landsliding, AMBAG (1978, secondary reference) and SCCPD
(1979, secondary reference) indicated that the areas in the extreme north and extreme east of the
watershed have the steep slopes and unstable rock types that are susceptible to landsliding. Data
from the Santa Cruz Planning Office by Cooper, Clark and Associates (1974, secondary reference),
using aerial maps from 1963, 1968, and 1970, showed that in terms of spatial frequency, both sides
of the watershed have had equal landsliding activity. An investigation of slope failures in the Felton
Quadrangle after the heavy 1982-1983 winter storms showed slope failures on both sides of the
river. This investigation also suggested, however, that slope failures occurred most frequently in
highly developed areas or along channels of water (Foxx, 1984, secondary reference).

Bedrock failures are not as common as soil failures, according to Coats (1982, secondary reference)
and Foxx (1984, secondary reference). When bedrock failures did occur, the Santa Margarita
Sandstone seemed most vulnerable, due to its unconsolidated, permeable, and mostly uncemented
nature. Coats' (1982, secondary reference) study suggested that bedrock failures were most
common in Santa Margarita Sandstone, but asserted that 23 percent of bedrock failures occurred in
other types of bedrock, the most notable being Vaqueros Sandstone.

Faults and Seismic Activity (from Hecht, 1998, pgs. 10-11)

Faulting and seismicity pose a potential geologic hazard and contribute to overall sediment loading
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in the Santa Cruz Mountains. The San Andreas Fault parallels the northern boundary of the
watershed approximately two miles to the north. Numerous faults cross the San Lorenzo Valley,
the most notable faults include the Zayante fault, which runs primarily east-west and crosses Loch
Lomond; the Ben Lomond fault which runs up the San Lorenzo River to the Boulder Creek area;
and the Butano fault, which crosses the northern, highest portions of the San Lorenzo watershed.

Santa Cruz County experiences varying levels of seismic activity on a regular basis. The most
significant event in recent memory was the 1989 Loma Prieta earthquake, which measured 7.1 on
the Richter scale. Widespread damage to structures, roadways, and utilities occurred in the San
Lorenzo Valley. Landslides, debris flows, and the reconstruction of residences and infrastructure
contributed to both habitat impairing bed sedimentation and persistent turbidity in area streams and
surface waters. Sedimentation following future earthquakes should be anticipated:

o Directly from landslides and downslope movements associated with the earthquake or the
first rains following the event;

¢ Indirectly, from reconstruction activities; and
e With delay, from accelerated erosion during heavy storms several years following the event.

Santa Cruz County and other agencies seeking disaster-relief funding or assistance may wish to
explicitly include measures to manage sedimentation in streams as part of their emergency-response
program. These may include (among others) (a) end hauling debris removed from roads and
driveways, (b) providing for appropriate erosion-control measures for the “quick and dirty” repairs
which follow disasters, (c) preparing field sheets explaining the need and means for these measures
directed at out-of-County contractors, or relief workers, and (d) funding for these efforts. Roughly
the same sediment sources and control measures might also apply to other episodic events, such as
large wildfires or floods.

Major Wildfires and Storms (from Hecht, 1998, pg. 11)

Major wildfires and storms are important aspects of bed sedimentation, erosion and aquatic habitat
management throughout the Coast Ranges (Jones and others, 1972; Knott, secondary reference,
1978, secondary reference). The San Lorenzo watershed contains substantial areas of fire-adapted
vegetation, reported to burn at historical intervals of typically 40 to 80 years (Thomas, 1961,
secondary reference; Langenheim and others, 1983, secondary reference).

Water Resources (from SWRCB, 1982, pgs. 13)

Local precipitation is the only source of water in the San Lorenzo River Watershed. Average
precipitation for the San Lorenzo River Watershed is shown in

Figure 8. Precipitation is almost entirely rainfall, which has a direct influence on the amount of
annual runoff and the seasonal variation of that runoff. This relationship results in a highly variable
amount of annual runoff in the San Lorenzo River. The mean runoff of the river at the USGS
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gaging station at Big Trees is nearly 100,000 acre-feet per year (AFA). One year in ten, the runoff
is predicted to drop lower than 21,000 AFA and be higher than 200,000 AFA (Ricker, 1979,
secondary reference). During the drought years of 1976-77 water year, the annual runoff dropped to
9,750 acre-feet (AF).

Most of the precipitation occurs during the November through April period while most of the runoff
occurs from December through May. This one-month delay in runoff is due to delayed passage of
water through soil and groundwater storage. However, the availability of water in the tributary
basins is not uniform because of differences in the underlying geology. The northern half of the
watershed is underiain by older, consolidated sedimentary rocks, which store little water (SCCPD,
1979, secondary reference). Runoff rates are high and summer flows are generally low for the
streams that drain this area, including the upper San Lorenzo River, Upper Boulder Creek and
Upper Bean Creek. Although this area includes about 50% of the watershed, it provides only about
10% of the flow during dry years.

The southwestern sixth of the watershed is underlain by the granitic rock of Ben Lomond Mountain.
This area stores relatively large amounts of water which is slowly released to feed springs and
streams that maintain the high base flows of Lower Boulder Creek, Clear Creek, Fall Creek, Shingle
Mill Creek and Gold Gulch. During dry periods, this area contributes almost 40% of the total base
flow of the San Lorenzo River.

The northern half of the watershed is underlain by consolidated sedimentary rocks that store little
water. Runoff rates are high, and summer flows are generally very low for streams that drain this
area: upper San Lorenzo River, upper Boulder Creek, and Upper Bean Creek. Although this overall
area comprises 50 percent of the Watershed, during dry years it only contributes about 10 percent of
the River flow (SCCPD, 1979, secondary reference).

Land Use (from SWRCB, 1982, pgs 14-15)
Land uses in the San Lorenzo River Watershed include:

Urban Areas consisting of housing, commercial, and industrial uses.
Suburban low density development.

Timberland Preserves

Agricultural Land Use, Primarily orchards.

Quarries and gravel extraction plants.

State Park Land.

Roads.

Waterways and water storage.

Land use activities that have most disturbed the watershed are suburban development and road
building. Much of the prime lowland in the San Lorenzo Watershed has been heavily developed.
This has pushed development into areas of steep slope, unstable bedrock, and erodible soils (Ricker,
1979, secondary reference).
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Appendix B: Background Data for Source Analysis

The source analysis utilizes two distinct datasets: sediment source category data and sediment
production data. The sediment source category dataset was derived from Geographic Information
System (GIS) data layers that represent the various sediment source categories defined in the
source analysis associated with the listed waterbodies’ subwatersheds. Most of the GIS data layers
were obtained from the Santa Cruz County's excellent Environmental Management Information
System (SCC EMIS). The sediment production dataset was developed from three sources: original
field data on roads and certain landslides collected as part of the work performed by Swanson
Hydrology and Geology (SH&G, 2001); field data collected by fisheries biologist Don Alley for
stream bank erosion as referenced in the SH&G report; and by extrapolation of field data and
sediment production estimates produced for the California Department of Forestry and Fire
Prevention's {CDF) "Watershed Assessment for the East Branch of Soquel Creek (Cafferata,
1993). Erosion rates, delivery ratios and sedimentation rates are shown in Table 1. Associated
footnotes describe the development of the table.

The following summary of the methodology used for guantifying hillslope erosion and
sedimentation is taken from the CDF report for the East Branch of Soquel Creek (Cafferata, 1993,
pg. 28). Quantitative estimates of erosion risk and erosion volumes associated with past and
anticipated activities (i.c., timber harvesting and road building) were made based on the results of
the Critical Sites Erosions Study (CSES). A selected number of random sample locations were
utilized on existing, planned and abandoned roads, as well as on past harvest areas. Data was input
into equations to estimate the risk of generating critical erosion sites (i.e., large erosion events
producing more than 100 yds*/ac). On-site measurements were made to estimate other sources of
erosion not addressed by the CSES. Estimates were then made of the amount of sediment that
could result from the estimated erosion. Finally, the significance of the estimated sedimentation
was studied by comparing it with estimates of sediment yield for Soquel Creek, based on data
from the San Lorenzo River, a similar, neighboring basin. The methodology utilized for the
hillslope erosion and sedimentation analysis was designed by Rice and has been used in several
parts of the state.
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Table 1: Sediment Source Estimates (SH&G, 2001, adapted from Table 4.4)

Sediment Source Category Erosion Rate D;l‘i:t';a:y Sedimentation Rate
THP Roads (streamside roads on steep 413 | tons/mi/yr 1.00 413 | tons/mi/yr
slopes)’
THP Roads (upland)” 413 | tons/mi/yr 0.42 173 | tons/mi/yr
Streamside Public and Private Roads on 120 { tons/mi/yr 1.00 120 | tons/mi/yr
Steep Slopes*
Public and Private Roads (upland)® 120 | tons/mi/yr 0.42 50 | tons/mi/yr
Active and Recent THP Parcels® 206 | tons/mi*/yr 0.42 87 | tons/mi’/yr
Other Urban and Rural Lands’ 1310 | tons/mi‘/yr 0.42 550 | tons/mi’/yr
Mass Wasting® 3570 ; tons/mifyr 0.42 1500 | tons/mifyr
Channel/Bank Erosion — Alluvium and 400 | tons/mi/yr 1.00 400 | tons/mi/yr
Santa Margarita Sandstone Geologic Units"
Channel/Bank Erosion — Other Geologic 200 | tons/mi/yr 1.00 200 | tons/mi/yr
Units'

Footmotes for Table 1 (from SH&G, 2001, pg. 36):
a) Streamside THP Roads on Steep Slopes - Rate based on Cafferata (1993) estimates from the East Branch of Soquel
Creek for Forestry Roads Currently in Use. The rate, in yd 3 /ac was converted to tons/yr assuming a soil bulk density
of 85 Ibs/ft 3 .The delivery efficiency to stream channels was assumed to be 100% since the estimate is for streamside
roads on steep slopes.

b) THP Roads (upland) - Rate based on Cafferata (1993) estimates from the East Branch of Soquel Creek for Forestry
Roads Currently in Use. The rate, in yd 3 /ac was converted to tons/yr assuming a soil bulk density of 85 [bs/ft 3 .The
delivery efficiency to stream channels was assumed to be 42% based on an average rate determined from the Soquel
Demonstration Forest.

¢} Streamside Public/Private Roads on Steep Slopes - The Soquel Demonstration Forest Study (Cafferata, 1993)
reported an erosion rate from Non-Forestry Roads as 46.8 yd3/mi. Since the density and location of road in the
Zayante Study Area does not resemble public and private road densities in the Demonstration Forest, field data
collected by SH&G was used. SH&G collected information from representative road cuts throughout the Zayante
Study Area and applied a USDA-NRCS erosion yield methodology. The result was an erosion rate of approximately
40 tons/mi/yr from road cuts. To account for erosion from inside ditches, road shoulders and the road surface, this
value was tripled. A sediment delivery efficiency of 100% was used for streamside roads on steep slopes.

d). Public/Private Roads {upland) - The Soquel Demonstration Forest Study (Cafferata, 1993) reported an erosion rate
from Non-Forestry Roads as 46.8 yd3/mi. Since the density and location of road in the Zayante Study Area does not
resemble public and private road densities in the Demonstration Forest, field data collected by SH&G was used.
SH&G collected information from representative road cuts throughout the Zayante Study Area and applied a USDA-
NRCS erosion yield methodology. The result was an erosion rate of approximately 40 tons/mi/yr from road cuts. To
account for erosion from inside ditches, road shoulders and the road surface, this value was tripled. A sediment
delivery efficiency of 42% was used for Upland roads.

e} Active and Recent THP Parcels - Rate based on Cafferata (1993) estimates from the East Branch of Soquel Creek
for Harvest Areas of the Last 20 Years. The rate, in yd 3 /ac was converted to tons/yr assuming a soil bulk density of
85 lbs/cu ft . The delivery efficiency to stream channels was assumed to be 42% based on an average rate determined
from the Soquel Demonstration Forest

f) Other Urban and Rural Lands - The Soquel Demonstration Forest Study (Cafferata, 1993) reported a background
erosion rate of 5.8 yd 3 /ac/yr that was derived from previous studies of sedimentation in Loch Lomond. The Brown
{1973) report on average sedimentation rates measured in Loch Lomond Reservoir reported rates of 1100 tons/mi 2
fyr. Given the available information we were unable to back calculate and obtain equivalent values. Instead, the
Brown value was used along with a delivery efficiency of 42%. This rate included sediment from surface erosion and
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mass wasting. Mass wasting was removed from this category and placed in its own category. Fifty percent of the
original rate was transferred to mass wasting.

g) Mass Wasting - Sediment Yield from Mass Wasting was estimated by taking 50% of the value from Other Urban
and Rural Lands and adding estimated erosion rates from known active landslides in the project area. An additional
amount was also added to account for unknown mass wasting sources. This category alse accounts for mass wasting
from timberlands and roads that were not accounted for in other Sediment Source Categories.

h) Channel/Bank Erosion (Alluvium and Santa Margarita Sandstone Geologic Units - Sediment Yield from
Channel/Bank Erosion is assumed to come from two sources, bank erosion (assumed to be 60% of the process)
and channel downcutting (assumed to be 40% of the process). Bank erosion was estimated based on field surveys
conducted by Don Alley. The total cut area for the survey was calculated and multiplied by an assumed retreat
rate of 0.5 feet per year. The volume was then divided by the total stream mileage surveyed to produce a sediment
vield per mile of stream. Since no data are available for rates of channel downcutting in the Santa Cruz
Mountains, channel downcutting was assumed fo amount to 40% of the Channel/Bank Erosion sediment yield.
The combined value of bank erosion and Channel/Bank downcutting was converted to tons/sq mi /yr by
multiplying by the stream mileage in the studied watershed. Soil bulk density was assumed to be 100-Ibs/cu ft.

i) Channel/Bank Erosion (Other Geologic Units) — This is 50% of the value used for Channel/Bank Erosion
(Alluviom and Santa Margarita Sandstone Geologic Units). Alluvium and Santa Margarita Sandstone are highly
erodible relative to the other geologic units represented in the San Lorenzo River Watershed, so this value was
reduced by 50% in order to give a more realistic accounting of Channel/Bank Erosion throughout the watershed.

The data development methodology for estimating sediment production for this TMDL is
discussed below. The numbers shown for Newell Creek in this section are different than those
shown in the final table in the Source Analysis Section. Sediment yield numbers were reduced in
the final table because Loch Lomond Reservoir traps a significant amount of the sediment that
enters it (>90%). A ratio of the land area above the reservoir to the total land area of the Newell
Creek subwatershed * 0.10 was used to reduce the estimated sediment yield from the portion of
Newell Creek that enters into Loch Lomond Reservoir.

Sediment Source Categories and Sediment Production Calculation Methodology

The land uses identified as sediment source categories were outlined in the Source Analysis
Section and are discussed below,

1.

Timber Harvesting Plan (THP) Roads (streamside on steep slopes and upland)

THP seasonal and temporary roads and skid trails were identified as a distinct sediment source
category for the purposes of this TMDL. They are treated equally for calculating sediment
production and therefore will be collectively referred to as THP Roads. THP roads were split
into two categories, streamside roads on steep slopes and upland roads. It was felt that the
streamside roads on steep slopes have a higher sediment delivery ratio (100%) to the streams
versus the sediment delivery ratio for the upland roads (42%). Streamside roads on steep
slopes are those roads that fall within a 200 foot buffer of the SCC EMIS streams layer.
Upland roads are those that fall outside the 200 foot buffer. Delivery ratios represent the
percentage of eroded materials that actually reach the streams.

The basic calculation for estimating sediment delivery to the streams for roads is:
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Sediment Load (tons/yr) =

road (tons/mi/yr) * delivery ratio (%)

June 10, 2002

length of road (mi) * erosion rate per length of

Sediment loads were calculated on a subwatershed basis (see Figure 10 and Figure 11).

Road lengths within each subwatershed were calculated by taking an average road length/THP
acre and multiplying it by the THP acreage within a subwatershed (see Section 3. Active and
Recent THP Lands, below for a discussion on THP Acreages). The average values for THP
roads per logged acreage were calculated based on a review of 100 THPs from the San
Lorenzo River Watershed. The review was conducted in order to establish an average value
for the length of seasonal and temporary roads and skid trails per acre associated with the
THPs. Lengths of roads and skid trails were measured from maps provided as part of the THP
submittal. The maps varied greatly in quality and level of detail, therefore, only 73 THPs of
the 100 reviewed were used to establish an average length of road and trails for each acre
logged. As shown in the table below, it was found there was a distinct break in the average
road and trail length per acre between THPs below 150 acres and THPs greater than or equal
to 150 acres. The value used to calculate THP road and trail lengths was increased by 10% in
order to account for the low quality of, and lack of detail on, some of the maps.

Table 0-1 THP Road and Trails Length per Acre

Average Length of Roads &
el el Average Length of Rdad:s é& Skid Trails + 10% M‘@S
Logged Acreage Skid Trails (feet/acre) | (feet/acre) -
<150 186 204
>=150 111 122

THP and roads were not digitized for the areas outside the SH&G study area because it was
felt that the quality of the maps in the THP submittals was not good enough to justify the
amount of effort required to input this data

The ratio of streamside on steep slopes to upland THP roads (Streamside on Steep Slopes -
16%, Upland - 84%) was derived using the SH&G digitized data for the Zayante Area
Sediment Study. This ratio was applied consistently across each subwatershed to estimate the
total length of streamside on steep slopes and upland THP roads within each subwatershed.

The erosion rate per mile of road is assumed to be 413 tons/mi/yr as used in the SH&G (2001)
study. This value was originally used by Cafferata (1993).

The delivery ratio for upland roads is 42% as used in the SH&G (2001) study. This value is
based on the average efficiency from all erosion sources as presented in Cafferata (1993). The
delivery ratio for streamside roads on steep slopes is100% as used in the SH&G (2001} study.
This value is used due to the adjacency of the source to stream corridors.

Using the above values the sediment load equations for upland and streamside roads on steep
slopes are shown below:
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Upland: Sed. Load = (.84 * road length (mi) * 413 tons/mi/yr * 0.42
Streamside on Steep Slopes: Sed. Load = 0.16 * road length (mi) * 413 tons/mi/yr * 1.0

THP upland roads sediment yields are shown in Table 0-2 and Figure 10. THP streamside
roads on steep slopes sediment yields are shown in Table 0-3 and Figure 11.

Table

0-2 Timber Harvesting Plan Upland Roads Sediment Yield

T

Upper San
304.12010 Lorenzo River 40.59 34.10 5,915
304.12011 Kings Creek 73.27 61.55 10,677
304.12020 Boulder Creek 52.90 44 .44 7,708
304.12021 Ben Lomond 28.43 23.88 4,143

Middle San
304.12022 Lorenzo River 15.68 13.17 2,284
304.12023 Shingle Mill Creek 0.00 0
304.12030 Bear Creek 63.34 53.21 9,230
304.12031 Newell Creek 42 40 35.62 6,179
304.12040 Zayante Creek 47.52 39.92 6,924
304.12041 Bean Creek 12.03 10.10 1,753
304.12042 Lompico Creek 6.06 5.09 8§83
304.12050 Carbonera Creek 6.03 5.06 g§78
304.12051 Branciforte Creek 11.50 9.66 1,676
304.12052 Pasatiempo Creek 0.00 0
304.12053 Santa Cruz 0.00 0
Totals| 400 336 58,342
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Table 0-3 THP Str

Upper San
304.12010 Lorenzo River 40.58 6.50 2,683
304.12011 Kings Creek 73.27 11.72 4,842
304.12020 Boulder Creek 52.90 8.46 3,496
304.12021 Ben Lomond 28.43 4.55 1,879

Middle San
304.12022 Lorenzo River 15.68 2.51 1,036
304.12023 Shingle Mill Creek 0.00 0
304.12030 Bear Creek 63.34 10.13 4,186
304.12031 Newell Creek 42.40 6.78 2,802
304.12040 Zayante Creek 47.52 7.60 3,140
304.12041 Bean Creek 12.03 1.92 795
304.12042 l_Lompico Creek 6.06 0.97 401
304.12050 Carbonera Creek 6.03 0.96 398
304.12051 Branciforte Creek 11.50 1.84 760
304.12052 Pasatiempo Creek 0.00 0
304.12053 [Santa Cruz 0.00 0
Total 400 64 26,459

It was proposed that a better estimate of road and trail length could be derived by stratifying
data by underlying geology and/or slope as well as THP acreage. Although this may well be
the case, specific THPs would have to be digitized in order to establish the necessary
relationships, therefore this was not pursued at this time.

2. Public and Private Roads (Streamside on Steep Slopes and upland)

Road lengths for public and private roads were calculated for both streamside on steep slopes
and upland roads within each subwatershed in the San Lorenzo River Watershed (See Figure
12). Streamside roads on steep slopes were defined as being within 200 feet of a stream and
on slopes greater than 15% (this differs from the SH&G approach which defined Streamside
roads on steep slopes as being within 200 feet of a stream). GIS data layers used in this
analysis were SCC EMIS roads and streams layers and a slope layer derived from USGS 30
meter Digital Elevation Model (DEM). For public and private roads, upland roads were
defined as ali roads outside of the 200 foot stream buffer and those roads within the 200 foot
stream buffer on slopes less than or equal to 15%. The slope layer that was used to assign
slope classes to road segments was derived from a 30-meter Digital Elevation Model (DEM)
and represents a gross approximation of actual slopes. In order to assign slope classes to
specific road segments, the EMIS roads layer was intersected with the DEM-derived slopes
layer. The miles of road within any slope class should not be considered an exact value, but is
an approximation of the actual value, and is used for planning purposes and provides a basis
for comparing subwatersheds. The lengths derived from the GIS are used in the analysis to
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estimate sediment loads associated with public and private roads.

The delivery ratios for the different road categories are the same as for the THP roads with one
exception: upland — 42% and streamside on steep slopes — 100%. The exception is for slopes
<=15% that are more than 200 f. from a watercourse. The delivery ratio for these roads was
set at 10%.

The erosion rate per mile of road is assumed to be 120 tons/mi/yr as used in the SH&G (2001)
study. This value was derived from the data developed from the SH&G road survey and
values used by Cafferata (1993).

The equations for estimating sediment load from public and private roads are essentially the
same as those used for THP roads with the exception that the lengths for upland and
streamside roads on steep slopes are derived directly from the GIS data for public and private
roads.

Using the above values the sediment load equations for upland and streamside roads on steep
slopes are shown below:

Upland (slope > 15% and outside buffer or slope <= 15% and inside buffer:
Sed. Load = road length * 120 tons/mi/yr * (.42

Upland (slope <= 15% and outside buffer):
Sed. Load =road length * 120 tons/mi/yr * 0.42

Streamside on Steep Slopes: Sed. Load = road length (mi} * 120 tons/mi/yr * 1.0

Public/Private Upland Roads Sediment Yield is shown in Table 0-4 and Figure 13.
Public/Private Streamside roads on steep slopes Sediment Yield is shown in Table 0-5 and
Figure 14,
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Tablf; 0-4 Public/Private Upland Roads Scdir_nent Yield

June 10, 2002

Upper San

304.12010 |Lorenzo River 11.53 53.87 44.48 1.47 2,260

304.12011 |Kings Creek 12.13 50.48 37.69 1.81 1,921

304.12020 [Boulder Creek 11.47 53.04 38.66 4.59 2,003

304.12021 [Ben Lomond 10.32 82,58 60.08 9.93 3,147
Middle San

304.12022 |Lorenzo River 15.87 92.02 60.32 20.92 3,291
Shingle Mill

304.12023 [Creek 0.71 7.82 5.12 1.44 275

304.12030 [Bear Creek 16.23 65.91 50.50 1.75 2,566

304.12031 |Newell Creek 9.72 15.08 11.48 0.97 580

304.12040 [Zayante Creek 14.02 81.55 66.16 3.45 3,376

304.12041 [Bean Creek 10.41 75.87 53.23 10.14 2,804

304.12042 |Lompico Creek 2.77 22.85 17.70 0.30 896
Carbonera

304.12050 Creek 7.08 72.46 45.38 24.61 2,583
Branciforte

304.12051 |[Creek 9.95 58.17 39.78 3.86 2,051
Pasatiempo

304.12052 [Creek 0.80 9.1 6.21 2.90 348

304.12053 [Santa Cruz 4.23 74.60 10.75 63.41 1,302
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Table 0-5 Public/Private Streamside roads on steep slopes Sediment Yield

Subwa
Upper San
304.12010 |Lorenzo River 11.53 54.26 7.92 951
304.12011__[Kings Creek 12.13 50.47 10.898 1,317
304.12020 |Boulder Creek 11.47 53.19 9.80 1,176
304.12021 |Ben Lomond 10.32 82.57 12.57 1,609
Middle San
304.12022 |[Lorenzo River 16.87 92.15 10.78 1,294
Shingle Mill
304.12023 [Creek 0.71 7.81 1.25 150
304.12030 |Bear Creek 16.23 66.39 13.65 1,638
304.12031 [Newell Creek 9.72 15.08 2.64 316
304.12040 [Zayante Creek 14.02 - 81.92 11.93 1,432
304.12041 |Bean Creek 10.41 75.99 12.50 1,499
304.12042 1 ompico Creek 277 22 .81 485 582
Carbonera
304.12050 {Creek 7.08 72.41 2.46 295
Branciforte
304.12051 |[Creek 9.95 58.35 14,53 1,744
Pasatiempo
304.12052 [Creek 0.80 9.10
304.12053 [Santa Cruz 423 74.61 0.45 54

The public and private roads data was obtained from the SCC EMIS. While an excellent data
source, there are some slight limitations that required remedying before this data layer could
be used in the analysis. Some roads that appear on this layer are "paper roads”, roads that are
typically part of a subdivision that has never been built but are included on county documents
such as assessor parcel maps. Using digital orthophoto quarter quads (DOQQ) images and
parcel data from the SCC EMIS, roads that appeared to be paper roads were identified as such
in the roads data table. This was done identifying undeveloped parcels and overlaying the
roads layer and the parcei layer on the DOQQ images. Wherever it appeared that roads led to
only undeveloped parcels and there were no readily identifiable roads on the DOQQs, the
roads were assumed to be paper roads. This turned out to be a very small percentage of the
roads within the watershed. They are not included in the analysis.

3. Active and Recent THP Lands

THP land acreage was used to develop sediment source loads attributed to harvested lands
within the subject subwatersheds. THP acreages were used in conjunction with erosion rate
estimates and delivery ratios to calculate estimated sediment loads for this sediment source
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category. These values were also used to develop sediment source loads for THP roads and
trails, as discussed above. Sediment delivery to streams for active and recent THPs was
calculated using the following equation:

Sediment load (tons/year) = THP acreage * erosion rate (tons/ac/yr) * delivery ratio

THP submittals were used to develop land acreages for active and recent THPs for THPs
submitted within the time period of 1988 to mid-year 2000. Only plans that had been
“Accepted” were included in the acreage totals.

As part of a THP, the plan must include harvest acres and sections (from the Public Land
Survey System (PLSS)) included in the plan area. THP files were reviewed for the Central
Coast Regional Water Quality Control Board's region, including the San Lorenzo River
Watershed. THP number, section(s), and harvest acres for each THP were entered into a
database. When THPs were located on multiple sections, some THPs did not specify how
much acreage of the total THP acreage occurred on each section. When this occurred, the
acreage was divided up evenly between each section. This data was joined to the Public Land
Survey System (section level) GIS layer. Values for total harvest acres per section could then
be located geographically within the subwatersheds. Since section boundaries do not conform
to watershed boundaries, harvest acres were apportioned to each subwatershed by using a ratio
of the area of the section that was located within each subwatershed to the total acreage of the
section.

As part of the THP, parcel level information may be provided on an optional basis. For THPs
that provided parcel data, a process similar to the one described for sections was performed.
Parcel level data is preferred to section level data because it typically provides a better
estimate of the geographic location of the THP than the section level data provides. In cases
where the parcel is larger than an individual section, section level data may be more accurate.
A parcel GIS layer was acquired from the SCC EMIS for use in locating THPs geographically.

Where available, parcel level data was used in lieu of section data. There were problems with
using parcel data. For some THPs, not all of the parcels identified in a THP could be
associated with a parcel in the GIS layer. When this was the case, the section level data was
used.

Also, when section level data is apportioned at finer and finer resolution (e.g. the subwatershed
level), the ability to correctly locate the THP acreage geographically becomes less precise.

Acreages were converted to square miles using a conversion factor of 640 acres/mi’.

An erosion rate of 206 tons/mi’/yr was used in this TMDL. This is the rate used in the SH&G
study which is based on Cafferata {(1993).

A delivery ratio of 42% was used in this TMDL. This is the ratio used in the SH&G (2001)
study which is based on Cafferata (1993).

The equation for estimating sediment loads from active and recent THPs is:
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Sediment Load (tons/year) = THP area (mi°) * 206 tons/mi*/yr * 0.42

THP Lands Sediment Yield is shown in Table 0-6 and Figure 15.

Table 0-6 Active and Recent THPs Sediment Yield

pp r n
304.12010 {.orenzo River 11.53 1.54 13.40% 134
304.12011  Kings Creek 12.13 3.68 30.37% 319
304.12020 [Boulder Creek 11.47 2.68 23.36% 232
304.12021 |Ben Lomond 10.32 1.22 11.83% 108
Middle San
304.12022 |Lorenzo River 16.87 0.82 5.14% 71
Shingte Mill
304.12023 ICreek 0.71 0
304.12030 {Bear Creek 16.23 2.84 17.48% 246
304.12031 [Newell Creek 972 2.29 23.58% 198
304.12040 [Zayante Creek 14.02 240 17.10% 207
304.12041 |Bean Creek 10.41 0.57 5.43% 49
304.12042 |Lompico Creek 2.77 0.26 9.54% 23
304.12050 Carbonera Creek| 7.08 0.38 5.32% 33
304.12051 [Branciforte Creek| 9.95 0.45 4.56% 39
Pasatiempo
304.12052 [Creek 0.80 0
304.12053 {Santa Cruz 4,23 0

4, Other Urban and Rural Lands

Other Urban and Rural lands were assumed to be all lands within a subject watershed that were
not part of the recent and active THP lands. The acreage for these lands was calculated simply
by subtracting the estimated THP lands within the subject watershed from the total acreage for
the watershed. Sediment delivery to streams for active and recent THPs was calculated using
the following equation:

Sediment load (tons/year) = Other Urban and Rural Lands acreage * erosion rate (tons/ac/yr) *
delivery ratio

The equation for estimating sediment loads from Other Urban and Rural Lands is:
Sediment Load (tons/year) = Other Urban and Rural lands area (mi?) * 1310 tons/mi*/yr * 0.42

Other Urban and Rural Lands Sediment Yield are shown in Table 0-7 and Figure 16.
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Table 0-7 Other Urban and Rural Lands Sediment Yield

Upper San
304.1201Q0 [Lorenzo River 11.53 1.54 §.98 86.60% 5,491
304.12011_ [Kings Creek 12.13 3.68 8.45 69.63% 4,648
304.12020 [Boulder Creek 11.47 2.68 8.79 76.64% 4,839
304.12021 Ben Lomond 10.32 1.22 9.10 88.17% 5,005
Middle San
304.12022 |Lorenzo River 15.87 0.82 15.06 94.86% 8,284
Shingie Mill
304.12023 KCreek 0.71 0.71 100.00% 391
304.12030 |Bear Creek 16.23 2.84 13.39 82.52% 7,368
304.12031 |Newell Creek 5.72 2.29 7.43 76.42% 4,087
304.12040 [Zayante Creek 14.02 2.40 11.62 82.90% 6,393
304.12041 [Bean Creek 10.41 0.57 9.84 94.57% 5416
304.12042 |[Lompico Creek 2.77 0.26 2.50 90.46% 1,378
304.12050 [Carbonera Creek 7.08 0.38 6.70 84.68% 3,687
304.12051 Branciforte Creek 9.95 0.45 9.49 95.44% 5223
FPasatiempo
304.12052 [Creek 0.80 0.80 100.00% 442
304.12053 |[Santa Cruz 4.23 423 100.00% 2,327

An erosion rate of 1310 tons/mi’/yr was used to estimate sediment loads. This was the value
used in the SH&G study and was derived from sedimentation rates in Loch Lomond Reservoir.
Since the rate developed from the Loch Lomond Reservoir data included mass wasting, 50%
the erosion rate is assigned to the mass wasting category and 50% is assigned to the Other
Urban and Rural fands. Therefore, the value of 1310 tons/mizlyr represents 50% of the
estimated sediment rate derived from the Loch Lomond Reservoir data.

The Other Urban and Rural lands were lumped together into one category because the original

document (Cafferata, 1993) from which the erosion rates and delivery ratios were obtained
lumped these lands into one category.
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5. Mass Wasting

In the SH&G study mass wasting was broken out of the THP lands and Other Urban and
Rural lands by taking half of the sediment load calculated from Loch Lomond Reservoir
data (as discussed above) and adding in estimated erosion rates from known active
landslides in the Zayante Study area. An additional amount was also added to account for
unknown mass wasting sources. The value for sediment yield from mass wasting that was
used in the SH&G study is 3570 tons/mi’/yr. This value was applied evenly over the
Zayante Study area.

In order to extrapolate this value to the rest of the San Lorenzo River Watershed, landslide
data from the USGS (1998) was used to develop a weighting factor based on the
percentage of each subwatershed exhibiting any form of landslide as documented in the
USGS data (see Figure 17). The percentage of the SH&G study area classified as landslide
is 17.7% (4448 acres landslide/25,155 acres total area). This number was used to
normalize the landslide percentages within all of the subwatersheds in the San Lorenzo
River Watershed. Subwatershed percentages were divided by 17.7% to create a weighting
factor for applying the erosion rate associated with mass wasting from the SH&G study.

Table 0-8 Mass Wasting Weighting Factors

Upper San Lorenzo
304.12010 |River 11.53 3.79 32.86% 1.86
304.12011 |Kings Creek 12.13 2.06 16.95% 0.96
304.12020 |Boulder Creek 11.47 1.25 10.88% 0.61
304.12021 |Ben Lomond 10.32 277 26.88% 1.52
Middle San Lorenzo
304.12022 |River 15.87 1.44 9.09% 0.51
304.12023 |Shingle Mill Creek 0.7
304.12030 |[Bear Creek 16.23 1.53 9.44% 0.53
304.12031 |Newell Creek 9.72 0.71 7.33% 0.41
304.12040 |Zayante Creek 14.02 3.32 23.67% 1.34
304.12041 |Bean Creek 10.41 1.65 15.81% 0.89
304.12042 |Lompico Creek 277 0.84 30.50% 1.72
304.12050 Carbonera Creek 7.08 0.53 7.44% 0.42
304.12051 |Branciforte Creek 9.95 1.26 12.69% 0.72
304.12052 |Pasatiempo Creek 0.80 0.01 1.28% 0.07
304.12053 [Santa Cruz 4.23 0.00 0.09% 0.00

Appendix B — Background Data for Source Analysis — Page 18




DRAFT San Lorenzo River Watershed Siltation TMDL June 10, 2002
ATTACHMENT B

The equation for calculating the mass wasting sediment load is as follows:

Sediment Loads (tons/yr) =
Erosion rate (3570 tons/mi’/yr) * Subwatershed area * weighting factor

Mass Wasting Sediment Yield is shown in Table 0-9 and Figure 18.

Tablc_ 0-9 Mass Wastin Sedimgnt Yig:eld

pper San

304.12010 [Lorenzo River 11.53 3,570 1.86 0.42 32,085

304.12011  Kings Creek 12.13 3,570 0.96 0.42 17,419

304.12020 |Boulder Creek 11.47 3,570 0.61 0.42 10,580

304.12021 [Ben Lomond 10.32 3,570 1.52 0.42 23,499
Middle San

304.12022 |Lorenzo River 15.87 3,570 0.51 0.42 12,215
Shingle Mill

304.12023 (Creek 0.71 3,570 0.00 0

304.12030 |Bear Creek 16.23 3,570 0.53 0.42 12,975

304.12031 Newell Creek 9.72 3,570 0.41 0.42 6,031

304.12040 [ayante Creek 14.02 3,570 1.34 0.42 28,110

304.12041 |Bean Creek 10.41 3,570 0.89 0.42 13,937

304.12042 {Lompico Creek 277 3,570 1.72 0.42 7.156
Carbonera

304.12050 (Creek 7.08 3,570 0.42 0.42 4,464
Branciforte

304.12051 [Creek 9.95 3,570 0.72 0.42 10,688
Pasatiempo

304.12052 [Creek 0.80 3,570 0.07 0.42 87

304.12053 [Santa Cruz 423 3,570 0.00 0.42 31

6. Channel/Bank Erosion

Channel/Bank erosion was estimated by multiplying stream lengths in miles within the
subwatersheds by an estimate of sediment production per mile. The erosion rate value used in
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the SH&G report is 400 tons/mi/yr. This value was developed from studies performed in the
Santa Margarita Sandstone, a highly erodible sandstone found predominantly within the lower
subwatersheds on the east side of the San Lorenzo River. It was felt that applying this value
across the entire watershed was not appropriate since it was developed in one of the most
highly erodible geologic units in the watershed. Therefore, it was decided to apply the
sediment yield of 400 tons/yr to streams that transit the Santa Margarita Sandstone and
Alluvial Deposits, Unconsolidated and a sediment yield of 200 tons/yr to streams that transit
all other geologic units. The delivery ratio for all streams is 100%.

Stream lengths were obtained by intersecting the stream layer with the geology layer and the
subwatershed layer in the GIS. Stream lengths were aggregated by subwatershed and
appropriate geologic unit. The stream lengths derived by this method were used in the
equations below.

The equation used for calculating the sediment load from stream banks is:

Sediment Load (tons/year) = stream length {mi) * 400 tons/mi/yr * 1.00 (for Santa Margarita
Sandstone and Alluvial Deposits, Unconsolidated Units)

Sediment Load (tons/year) = stream length (mi) * 200 tons/mi/yr * 1.00 (for Other Geologic
Units)

Channel/Bank Erosion Sediment Rates are shown in Table 0-10 and Figure 19.
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Subia

2

Upper San

_ T__able 0-10 Channel/Bank Erosion Sediment Yield

June 10, 2002

304.12010 |Lorenzo River 23.56 4712 2356 4,712

304.12011 [Kings Creek 26.86 5,172 25.86 5172

304.12020 |Boulder Creek 26.46 5,312 26.36 5,272 0.1 40

304.12021 [Ben Lomond 2218 4.964] 19.54 3,908 2.59 © 1,036 0.05 20
Middle San

304.12022 |Lorenzo River 33.35 8,190 25.75 5,150 7.29 2,916 0.31 124
Shingle Mill

304.12023 |Creek 1.54 358 1.29 258 0.25 100

304.12030 |Bear Creek 32.11 6,422 32.11 6,422

304.12031 Newell Creek 17.89 3,752 17.02 3,404 0.14 56 0.73 292

304.12040 FZayante Creek 24.94 5,254} 23.61 4,722 1.33 532

304.12041 {Bean Creek 20.63 6,134, 10.59 2,118 5.62 2,248 4.42 1,768

304.12042 iLompico Creek 6.18 1,236 6.18 1,236
Carbonera

304.12050 Creek 13.47 3,728 8.3 1,660 4.29 1,716 (.88 352
Branciforte

304.12051 [Creek 19.27 5,088 13.1 2,620 3.99 1,596 2.18 872
Pasatiempo

304.12052 (Creek

304.12053 |Santa Cruz 7.87 2,638 2.55 510 4.46 1,784 _9.86 344

Totall 275.31 £2,960] 235.82 47,164 28.73 11,492 10.76 4,304

Synthetic Suspended Sediment Yield (adapted from SH&G, 2001, App. B)

The longest record of sediment discharge and stream flow in the San Lorenzo River Watershed
was measured by the U.S. Geological Survey at Big Trees gauging station at Henry Cowell State
Park in Felton (Drainage Area = 106 square miles). To extend the sediment yield record beyond
the limited years measured, an annual sediment yield rating curve was generated by plotting
measured annual suspended sediment yield against annual stream flow volume. This rating curve
was then used to extrapolate sediment yields over the longer stream flow record (1939-1998)
yielding an average rate of 2,320-tons/sq mi/yr. The long-term average sediment yield for the Big
Trees gage using the synthetic record is 2,320-tons/sq mi/yr with a range between 16,400-tons/sq
mi/yr and 40-tons/sq mi/yr.

Bedload was measured at Big Trees gage at various times, however the flow was relatively low
when measurements were taken. In general, bedload at the stream gage location probably results in
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total sediment yields 4-10 percent higher than the suspended loads. In the upper watershed,
bedload transport rates would be expected to be higher.

The average sediment yield for both the San Lorenzo River at Big Trees provides essential
information for this study. Sediment yield data for individual years describes the variability in
erosion rates from year to year and reflects the climatic variability typical of streams in
Mediterranean climates. Conversely, a long-term sediment yield estimate ignores year-to-year
variability and provides a context for determining average erosion conditions in the watershed. In
terms of constructing a sediment budget, the long-term sediment yield estimate from gauged
locations in the watershed provides a back check to determine if all sediment sources in the
watershed are being considered along with the appropriate magnitudes.

This study uses the synthetic suspended sediment yield estimates to compare with independent
sediment yield estimates derived from the application of erosion rates, delivery ratios and source
category area and linear measurements derived from the GIS database. In other words, the
sediment yields measured at stream gages should approximate sediment inflow from natural and
accelerated erosion sources as defined by the sediment source categories
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Appendix F: Excerpts from Forest Practices Act

Interim Forest Practice Rules for Protection and Restoration in Watersheds with
Threatened or Impaired Values (§916.9 of 2001 Forest Practice Rules)

In addition to all other district Forest Practice Rules, the following requirements shall apply in
any planning watershed'with threatened or impaired values:

(a) GOAL - Every timber operation shall be planned and conducted to prevent deleterious
interference with the watershed conditions that primarily limit the values set forth in 14 CCR
916.2 [936.2, 956.2](a) (e.g., sediment load increase where sediment is a primary limiting factor;
thermal load increase where water temperature is a primary limiting factor; loss of instream
large woody debris or recruitment potential where lack of this value is a primary limiting factor;
substantial increase in peak flows or large flood frequency where peak flows or large flood
Sfrequency are primary limiting factors). To achieve this goal, every timber operation shall be
planned and conducted to meet the following objectives where they affect a primary limiting
Jfactor:

(1) Comply with the terms of a Total Maximum Daily Load (TMDL) that has been adopted

to address factors that may be affected by timber operations if a TMDL has been adopted,

or not result in any measurable sediment load increase to a watercourse system or lake...

-..(h) For Class I waters, any plan involving timber operations within the WLPZ shall contain the
Jollowing information: ...

«.{2) A description of all existing permanent crossings of Class I waters by logging roads and
clear specification regarding how these crossings are to be modified, used, and treated to
minimize risks, giving special attention to allowing fish to pass both upstream and
downstream during all life stages.

(3) Clear and enforceable specifications for construction and operation of any new crossing
of Class I waters to prevent direct harm, habitat degradation, water velocity increase,
hindrance of fish passage, or other potential impairment of beneficial uses of water...

() Where an inner gorge extends beyond a Class I WLPZ and slopes are greater than 55%, a
special management zone shall be established where the use of evenaged regeneration methods is
prohibited. This zone shall extend upslope to the first major break-in-slope to less than 55% for
a distance of 100 feet or more, or 300 feet as measured from the watercourse or lake transition
line, which ever is less. All operations on slopes exceeding 65% within an inner gorge shall be
reviewed by a Certified Engineering Geologist prior to plan approval, regardless of whether they
are proposed within a WLPZ or outside of a WLPZ...

* Planning Watershed means the contiguous land base and associated watershed system that forms a fourth order or other
watershed typically 10,000 acres or less in size. Planning watersheds are used in planning forest management and assessing
impacts. The Director has prepared and distributed maps identifying planning watersheds plan submitters must use. Where a
watershed exceeds 10,000 acres, the Director may approve subdividing it. Plan submitters may propose and use different
planning watersheds, with the Director’s approval. Examples include but are not limited to the following: when 10,000 acres or
less is not a logical planning unit, such as on the Eastside Sierra Pine type, as long as the size in excess of 10,000 acres is the
smallest that is practical. Third order basins flowing directly into the ocean shall also be considered an appropriate planning
watershed.
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.«.(D) Construction or reconstruction of logging roads, tractor roads, or landings shall not take
place during the winter period unless the approved plan incorporates a complete winter period
operating plan pursuant to 14 CCR 914.7(a} [934.7(a), 954.7(a)] that specifically addresses such
road construction. Use of logging roads, tractor roads, or landings shall not take place at any
location where saturated soil conditions exist, where a stable logging road or landing operating
surface does not exist, or when visibly turbid water from the road, landing, or skid trail surface
or inside ditch may reach a watercourse or lake. Grading to obtain a drier running surface more
than one time before reincorporation of any resulting berms back into the road surface is
prohibited.

(m) All tractor roads shall have drainage and/or drainage collection and storage facilities
installed as soon as practical following yarding and prior to either (1) the start of any rain which
causes overland flow across or along the disturbed surface within a WLPZ or within any ELZ or
EEZ designated for watercourse or lake protection, or (2) any day with a National Weather
Service forecast of a chance of rain of 30 percent or more, a flash flood warning, or a flash flood
watch.

(n) Within the WLPZ, and within any ELZ or EEZ designated for watercourse or lake protection,
treatments to stabilize soils, minimize soil erosion, and prevent the discharge of sediment into
waters in amounts deleterious to aquatic species or the quality and beneficial uses of water, or
that threaten to violate applicable water quality requirements, shall be applied in accordance
with the following standards:

(1) The following requirements shall apply to all such treatments.

(A) They shall be described in the plan.

(B) For areas disturbed from May 1 through October 15, treatment shall be completed
prior to the start of any rain that causes overland flow across or along the disturbed
surface.

(C) For areas disturbed from October 16 through April 30, treatment shall be completed
prior to any day for which a chance of rain of 30 percent or greater is forecast by the
National Weather Service or within 10 days, whichever is earlier.

(2) The traveled surface of logging roads shall be treated to prevent waterborne transport of
sediment and concentration of runoff that results from timber operations.

(3) The treatment for other disturbed areas, including: (4) areas exceeding 100 contiguous
square feet where timber operations have exposed bare soil, (B) approaches to tractor
road watercourse crossings between the drainage facilities closest to the crossing, (C)
road cut banks and fills, and (D) any other area of disturbed soil that threatens to
discharge sediment into waters in amounts deleterious to the quality and beneficial uses
of water, may include, but need not be limited to, mulching, rip-rapping, grass seeding,
or chemical soil stabilizers. Where straw, mulch, or slash is used, the minimum coverage
shall be 90%, and any treated area that has been subject to reuse or has less than 90%
surface cover shall be treated again prior to the end of timber operations. The RPF may
propose alternative treatments that will achieve the same level of erosion control and
sediment discharge prevention.

(4) Where the undisturbed natural ground cover cannot effectively protect beneficial uses of
water from timber operations, the ground shall be treated by measures including, but not
limited to, seeding, mulching, or replanting, in order to retain and improve its natural
ability to filter sediment, minimize soil erosion, and stabilize banks of watercourses and
lakes.

(0) As part of the plan, the RPF shall identify active erosion sites in the logging area, assess them
to determine which sites pose significant risks to the beneficial uses of water, assess them to
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determine whether feasible remedies exist, and address in the plan feasible remediation for all
sites that pose significant risk to the beneficial uses of water.

(p) The erosion control maintenance period on permanent and seasonal roads and associated
landings that are not abandoned in accordance with 14 CCR 923.8 shall be three years...

««(8) No timber operations are allowed in a WLPZ, or within any ELZ or EEZ designated for

watercourse or lake protection, under emergency notices or exemption notices except for hauling
on existing roads, road maintenance, and operations conducted for public safety....
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Appendix G: County Erosion Control

The County of Santa Cruz recommendations presented below appear in the 2001 Draft
Watershed Management Plan (pp.60-61) and integrate recommendations from: 1) An
Assessment of Streambed Conditions and Erosion Control Efforts in the San Lorenzo River
Watershed, Santa Cruz County, California (Balance Hydrologics, 1998), 2) Zayante Area
Sediment Source Study (Swanson Hydrology and Geomorphology, 2001), and 3) Planning,
Public Works and Environmental Health staff comments. For a more detailed description of the
recommendations, see the referenced technical studies. Trackable Implementation Actions
adopted from the County recommendations are described in the TMDL under Proposed
Implementation Actions. Table 1 includes information on timing and funding for implementing
these recommendations.

1. Develop Comprehensive Erosion Control Program

{County of Santa Cruz — lead, City of Scotts Valley, City of Santa Cruz, State Parks, Resource
Conservation District (RCD), Natural Resources Conservation Service(NRCS), Regional

Water Quality Control Board (RWQCB), Caltrans, California Department of Fish and

Game (CDFG))

a. Complete efforts to establish an ongoing program within the County government to inventory
problems, coordinate implementation with other agencies and track effectiveness of erosion
control efforts. (County, ongoing)

b. Coordinate erosion control efforts among agencies, including County of Santa Cruz, City of
Santa Cruz, City of Scotts Valley, State Parks, Caltrans, San Lorenzo Valley Water District, and
Resource Conservation District. (Coordination has begun through preparation of this Watershed
Plan update).

¢. Develop a program for permit coordination among agencies to facilitate permitting for erosion
control and habitat restoration projects. (RCD, SCCPD, CDFG, NMFS).

2. Reduce Erosion from Public Roads

(County of Santa Cruz, California Dept of Transportation, State Parks, City of Scotts Valley,
Department of Fish and Game)

a. Create county road database to identify culverts, and to prioritize maintenance and
improvement projects. Complete road assessments on inner gorge roads and in sandy soils areas
first, then complete rest of rest of watershed, especially areas of high erosion hazard. (County of
Santa Cruz, Summer 2001, CDFG grant)

b. Develop a Road Maintenance Best Management Practices (BMP) Program

1) Develop BMP manual (County of Santa Cruz Public Works, ongoing, CDFG grant)

2} Train County of Santa Cruz Public Works staff in erosion control practices (County of Santa
Cruz Public Works, ongoing, CDFG grants})

3) Develop regular training for staff (County of Santa Cruz Public Works)

¢. Improve maintenance and preventative actions to reduce erosion

1) Increase staffing during storms to address culvert maintenance and drainage problems before
damage occurs (County of Santa Cruz Public Works, no funding for staff increase)
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2) Evaluate policy regarding placement of driveways and associated drainage fees. Consider
increase in drainage fees to mitigate impacts of new private driveways on public roads. (County
of Santa Cruz Planning and Public Works)

3) Develop a policy to remove leaning trees near roads to reduce slipouts and road repairs.
(County of Santa Cruz Planning and Public Works).

4) Continue practice of no side-casting and berm construction along County roads. (County of
Santa Cruz Public Works)

5) Improve road drainage to minimize landslides (County of Santa Cruz Public Works)

6) Plan for major erosional events, such as fires, major storms, and landslides. (County of Santa
Cruz Planning and Public Works)

d. Improve spoils management and disposal

1) Develop spoils disposal site(s) in or near the San Lorenzo Watershed. (County of Santa Cruz
Public Works — lead, Caltrans). This site should be open to the public for a fee. Site could be
purchased property or contracts to dispose of spoils on private property.

2) Continue improvements in handling winter slide material, including identification of winter
stockpiling sites, and end-hauling. Develop erosion control practice BMPs for stockpiling sites.
{County of Santa Cruz Public Works — lead; Caltrans)

3) Eliminate illegal dumping of slide material from private property at road pull-outs. (County of
Santa Cruz Public Works; Caltrans)

e. Assess State Park roads and trails for erosion into streams and rivers. Develop a program for
funding and addressing any identified problems

f. Assess and address erosion at prior repair sites.

g. Augment emergency road repair funds to install betterments during damage repairs in order to
prevent future failure and sediment production. Work to modify FEMA policy regarding
betterments and/or ensure local funding for adequate improvements. (County, NMFS,
Legisiators, FEMA, OES)

3. Develop and Implement a Private Roads Sediment Reduction Program

(Resource Conservation District-lead, Natural Resources Conservation Service, County,
Regional Water Quality Control Board, California Department of Fish and Game. Grant
submitted by RCD in 2001 for Prop 13 funding).

a. Develop and implement private road education program

1) Revise and distribute Booklet, Maintaining Your Private Road (RCD)

2) Continue/support Rural Roads workshops, sponsored by RCD

b. Develop private road database, treatment priorities and strategies

¢. Provide cost-sharing for private road improvement, including emergency repairs (County,
RCD, funding agencies)

d. Increase enforcement of erosion control regulations for private roads where property owners
do not address problems under the programs listed above (County, RWQCB, CDFG)

e. Encourage formation of road associations or county service areas to fund upgrades and
effective maintenance. (County, RCD)

4. Improve Timber Harvest and Appurtenant Roads

(California Department of Forestry and Fire Protection-lead, Resource Conservation District
(through private roads program), County of Santa Cruz, California Department of Fish and

Appendix G; County Erosion Control — Page 48



DRAFT San Lorenzo River Watershed Siltation TMDL June 10, 2002
ATTACHMENT B

Game, Regional Water Quality Control Board, National Marine Fisheries Service. No current
Junding. Timber Harvest Rules may be modified due to listing of Steelhead and Coho salmon.).
a. Document and improve THP access roads

b. Upgrade timber roads with special attention to drainage and potential for mass wasting

¢. Surface year-round access roads and maintain unsurfaced roads and skid trails

d. Increase road abandonment (fills, culverts and stream crossings pulled) between harvests

e. Upgrade stream crossings to reduce failures and provide for fish passage (CDFFP, NMFES)
f. Identify and address problems associated with legacy (pre-1970) roads, including relocation
and closure.

2. Require review by an Engineering Geologist for grading on inner gorge slopes.

h. Require mitigation for timber roads along stream corridors; limit new roads and trails in
stream corridors.

i. Create more stringent guidelines for “existing roads™ for post-harvest development. (County of
Santa Cruz)

j. Provide for ongoing maintenance and/or enforce county erosion control ordinance following
the current 3-year THP maintenance period. (CDFFP, County of Santa Cruz)

5. Reduce erosion from private and public lands

a. Reduce erosion from point sources, including Mount Hermon slide, Bean Creek Road slides,
McEnery Road, Skypark, Rancho Rio and Monte Fiore. (County of Santa Cruz, City of Scotts
Valley, and other agencies)

b. Promote retrofits for retention and detention to reduce excessive drainage and mass wasting.
¢. Improve technical support and community education provided by federal, state and local
agencies. (Natural Resources Conservation Service, Resource Conservation District, California
Dept of Fish and Game, County of Santa Cruz, City of Scotts Valley).

d. Develop awards program to showcase successful efforts in minimizing erosion and bed
sedimentation. (County of Santa Cruz and City of Scotts Valley).

e. Provide additional field staff to strengthen programs to identify and promote correction of
erosion problems through assessment, education, outreach, and incentives. (SCCRCD, SCCPD,
Water Agencies).

e. Continue to provide training to code compliance staff on erosion control issues and increase
staffing level. (County of Santa Cruz Planning Dept.).

6. Implement programs to address erosion problems unique to sandy soils.

(County of Santa Cruz-lead City of Scotts Valley, Resource Conservation District, Natural
Resources Conservation Service.)

a. Seek funding for a 3-year program to develop, demonstrate, and disseminate information about
sandy-soil erosion control to permitting staff and the public.

b. Revise the County’s Erosion Control Ordinance to include more specific regulations and
guidelines for sandy-soils areas. These revisions will benefit other sandy-soil areas throughout
the County, including portions of Bonny Doon, Soquel watershed, and Aptos/La Selva
Beach/Corralitos areas.

¢. Evaluate need to revise erosion control provisions in City of Scotts Valley Grading
Regulations to better protect sandy-soil areas.
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7. Protect and Improve Stream Channel Function

Implement education programs and modify policies and procedures to improve riparian corridor
protection, maintain channel integrity, implement alternatives to hard bank protection, and retain
large woody material in streams. Encourage natural recruitment and retention of large woody
material that supports pool development and sediment transport. (County of Santa Cruz — lead,
California Dept of Fish and Game, Resource Conservation District, Natural Resources
Conservation Service. CDFG has funded SB271 grant to County of Santa Cruz to sponsor
workshop for public and private engineers for Fall 2001).

8. Evaluate Erosion Control Efforts

Monitor bed sedimentation, channel conditions, and stream geomorphology every 1-3 years to
evaluate if erosion contro! efforts are resulting in improved stream habitat conditions. (County of
Santa Cruz, baseline monitoring will be completed in 2001).

Table 1. Sediment Reduction Recommendations Contained in the San Lorenzo
River Watershed Management Plan (County of Santa Cruz Environmental
Health Services and Planning Department, 2001, p. 72)

Recoramendation Lead Other Timing | Funding
Agency Agencies

Ernsion and Sediment Contrel

|, Complete establishment of o comprehensive | SCUPD SCCPDPW 2002 Existing sia ft ($30,000)
@rosion contml program, including inventory of SCCRCT amd reek mew funding for
problems, coordinatad implementation, NRCS implemeniation
coordinated parmilt ing. and muniloring of Cities {S50,000417)
affactiveness. State Parks

2. Complote atforis 10 establish updated SCCDPW SCCRCT 2602 Existing stafl

policies and imaintaiance procwduires for Cglirans Cities Currant grant funds
drainage, ervsion conlrel and emergancy Cilies Suate Purks {$70,00m

Tepairs of public roads. SWROR Funds

i Creala o puikic road duabase: inventory 2002 In progress with eurmenl
and prionitize problams for correction, grant

bh. Establish a apoil sise 2003 In progress (S500,0007)
c. Modify policies and secura funds for

bettonnonts during emerpancy repairs and FFEMA 2003 Policy change, fedaml
disasler reconery NMIS funds or lecal funds

3. kstablish 4 pnvale mad improvement SCCRCD County. 2003 Proposed for gmni funding
program inclading oudreach, assessanent. SWROCR funds ($200,D00 ¥y

lechnical assistanee, and funding assistance.

4. Reduee envsion ond imber propeties by CDFFP RWQCR 2002 Rogulation change:
improving road slandards. astablishing SCCPD increased private cosl,
responsibility for long term oversight, amd goir bows of private
improving protective stroamside buflors, raveatine

5. implameni programs Lo reduce eresion Tom

privala lands. SCCPD COC onservey

a. Secune funding o reduce sadimant irom RWQI3 SWROB 2003 FSO0NX), gant {unds
Large poipt sounces DFG 1K

b, Provide additional field stait 1o siraogthen % 150.0000yr

programs b idantily and promote SCCRCTY Waler Agencies | 20012 Grant funding aniior now
caorrection of erosion problems through funding so¥rca.
aspassmant, educalion, vutreach, and

meenitives. SCCPD 2003 R75,0000vr - new fimding
«, Strengthen programs For enforcemant HOUCE

action where other elfirts for volumtary
compliance are imadaquate.

&. listablish mrgeted policies, raquirements and | SCCPD RWQUR 2003 Existing staff? Or grant
assistance for sandy soils dreas Soolls Vally Funds Tor cocisulam
assislance | 330,004
7. Implement aducrtion programs and modity | SCCPD RWQUR 2063 Fxisting staff, with
policias and procedures 1o énprove riparian 1¥G SCTRCTY expanded eitort
comidor protacti on, maintain channol inkagrity. | Cities SCCHPW (B35, 000y fromm grants or
implaneni akernatives o hard bank protoction, NROS pew funding sounce.
and retain woody material . ’ _ Page 50
&, Manitor channel conditions and hed SCCHHS RWQCRB 20021 Exisling siulf

sadimantation ovary 3 yeuars




